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Futsal and beach soccer are two forms of football which are 
growing rapidly across the world. Futsal can be played in 
existing multi-purpose sports halls and arenas. Beach soccer 
can be played directly on a beach or on a temporary pitch 
which has the characteristics of a beach surface.



Football  StadiUMS246

Futsal and 
beach soccer 

11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

11.5	p	B each soccer stadium construction

Capacity 

The capacity of each venue will depend on whatever is required locally but if 
developers hope that the stadium will be used for major international events – like the 
FIFA Beach Soccer World Cup – the stadium should have a seating capacity of around 
4,000 seats (at least 4,500 for the FIFA Beach Soccer World Cup), divided into:
–	� a grandstand for the general public with around 3,500 seats
–	� reserved seating for VVIP, VIP and hospitality guests with around 500 seats for 

VIPs and 80 seats for VVIPs
–	� a media tribune for press with around 150 seats

Area for spectators with disabilities

An area dedicated to people with disabilities, with the following specifications:
–	� minimum size of 4m x 4m, with direct view to the pitch and easy access for 

wheelchairs
–	 flooring modules
–	 sufficient ventilation and lighting

9m 9m
5m

1-2m1-1.5m

35-37m

26-28m

8-10m

Diagram 11d:  
Beach soccer  
pitch dimensions
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Playing area 

Field dimensions

The field of play is 28m wide x 37m long. The perimeter zone is a 2m area that 
surrounds the field of play and is measured from the touch lines / goal lines to the 
beginning of the signage boards. These signage boards are to be perpendicular to 
the sand surface (i.e. not on a slant) to prevent sun glare. 

There should be another perimeter zone of 2m between the signage boards and 
the beginning of the stands. Therefore, the distance between the goal lines and the 
stand structure shall be 4m.

Technical area

Players’ and referees’ benches

Players’ bench area (2 sets) 

Minimum size of 6m and sufficient space for 12 players and delegates. It has to be 
consistent, with enough space to place fridges or coolers for beverages for each team. 

Referees’ table 

Minimum size of 2m and space enough for 4 people, 2 tables and 4 chairs or 
seats; flooring platform; referees’ tools: 2 horns to indicate the end of each period; 
connection to the scoreboard and the clock.

Advertising boards / rotating panels 

The advertising boards shall be erected around the pitch. The main camera platform 
shall be able to view the advertising boards constantly. The advertising boards 
should be connected to both normal and emergency power supply. They will need 
a platform underneath the panels for stability. FIFA does not recommend the use of 
LED boards for beach soccer, especially for matches played during daylight hours. 

Advertising boards normally have a height of 0.90m-1m. The minimum distances 
between the boundary lines of the pitch and the advertising boards should be:
on the touch lines: 4m
behind the goal lines: 3m

Scoreboard and clocks

The stadium should have 2 scoreboards with a clock included: 1 to be placed in 
1 corner of the pitch, facing the main camera (the big screen can be used as a 
scoreboard / clock in that case); and one to be placed under the main tribune, facing 
the grandstands.
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Grandstands

General characteristics

The best set-up for the grandstands is U-shaped, surrounding one of the touch lines 
and both goal lines. Ideally, the U shall have a seating capacity of approximately 
3,500-4,000 seats. The distribution of seats shall be defined according to the free 
space available. As a general guideline, the organiser can follow the following details:

Structure: 1 module of demountable seating in a metallic tubular structure, with 
the following characteristics:
–	 first floor 2m above the ground;
–	� the steps could be divided in 2 portions separated by a height of 1.5m from  

step 9 to 10:
	 •  lower portion with 9 steps
	 •  upper portion with 12 steps (separated by a height of 1.5m from step 9 to 10)
	 •  safety railings around the complete perimeter
	 •  gates in the stair access ways
	 •  2 arched corners

Starting elevation

The grandstands should have a starting elevation of approximately 2m above the 
sand surface.

Railings

The grandstands shall have front, back and side safety railings that should be about 
1m high, depending on local regulations.

Free space

All grandstand structures shall leave a recommended internal free space of 47m x 40m  
for the playing pitch and its surrounding safety zone and working areas for TV cameras 
and photographers.

Safety net

In order to protect spectators in the grandstands, it is required that a safety net at 
least 6m high is installed behind each goal. The net should be supported by 4 poles 
and be constructed of black netting material with 10cm square mesh. 
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Main tribune

General characteristics

–	 first floor 3m above the ground
–	 2 ramps for access
–	 seating chairs (total 650 units) and 80 units seats for VVIP
–	� to be protected from the elements, measuring 50m x 25m supported on truss 

and lateral towers to the VIP area 
–	� 4 access stairs in the posterior part, one of them being for TV cabin / transmission 

with perfect visibility
–	� VIP and VVIP tribune shall be centrally located, separated from other seating 

sections and with an excellent view of the pitch. It shall seat approximately  
80 people. They shall be accommodated in comfortable chairs with easy access to 
catering and sanitary facilities.

–	 passenger / service elevator should be provided

Competition area

The competition area is preferably built under the main tribune.

11.6	p	B each soccer players and match officials

Dressing rooms 

A total of 4 team dressing rooms shall be available near the players’ lounge, the 
warm-up areas and the playing pitch, as follows: 
–	 minimum size of 5m x 3.5m
–	 enough place to include 1 massage table
–	 flooring modules
–	 sufficient ventilation and lighting (air conditioning may be required)
–	 fridge for beverages
–	� bench seating for at least 15 people and clothes-hanging facilities or lockers for 

at least 15 people

Competition room 

A room shall be available in front of the halfway line of the pitch and near to the 
referees’ table and the control room. It shall have the following specifications:
–	 minimum size of 5m x 3.5m, with direct view of the pitch
–	 flooring modules
–	 sufficient ventilation and lighting (air conditioning may be required)
–	 3 working positions with table, desk and chair
–	 fridge for beverages
–	 security locks
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Referees’ dressing rooms

A total of 2 referees’ dressing rooms shall be available next to the competition 
area where the referees will rest between periods. They shall have the following 
specifications:
–	 minimum size of 3m x 3m
–	 flooring modules
–	 sufficient ventilation and lighting (air conditioning may be required)
–	 massage table
–	 fridge for beverages
–	 security locks

Players’ tunnel

The players’ tunnel is the place used by players to enter and exit the pitch. It shall 
have the following specifications:
–	� 2m wide, located in front of the halfway line of the pitch, beneath the main 

tribune and connecting the players’ dressing rooms with access from both sides 
of the tribune

–	 flooring modules

Teams’ shower area

1 shower area (with approximately 10-12 showers) shall be built for the exclusive 
use of the teams and the referees. This area shall be located inside the perimeter of 
the stadium and close to the dressing rooms and pitch. The privacy of players and 
referees shall be guaranteed.
	

Control room

Room located close to the centre of the pitch and next to the competitions room. It 
shall have the following specifications:
–	 minimum size of 2m x 3.5m, with direct view to the pitch
–	 flooring modules
–	 sufficient ventilation and lighting

Ceremony awards and disc jockey stage

Covered space shall be provided for the event disc jockey and the ceremony awards. 
Preferably placed under the main tribune. The control room could be used as 
storage for the disc jockey and for the award ceremony material.

Youth programme room

–	� minimum size of 5m x 5m and located as close as possible to the pitch area, with 
quick and direct access to the pitch (a preferred location would be the corner of 
the pitch)

–	 flooring modules
–	 sufficient ventilation and lighting
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Storage for advertising boards

Room for storage of the advertising boards with the following specifications:
–	 minimum size 2m x 2m and close to the pitch
–	 flooring modules
–	 sufficient lighting

VIP and VVIP lounge

Placed at the terrace located in the upper part of the main tribune, the VIP section 
shall have an ample area to accommodate all VIPs and VVIPs and sufficient space to 
place tables, chairs and bars for catering.

The VIP lounge should be situated on an upper platform adjacent to the last floor, 
with a length of approximately 46m and depth of 10m.

Referees’ area 

A separate seating area with approximately 50 chairs is recommended, avoiding 
proximity to the teams’ tribune.

Facilities /operational areas 

Ample space shall be available to accommodate all of the tents / booths listed bellow. 
All tents and booths should comply with all applicable building, fire and safety 
regulations, and be supplied with proper ventilation (air conditioning) and lighting.

Players’ lounge

1 area for the athletes’ lounge in metallic tubular structure. The players’ lounge shall 
be located away from general public areas and as close to the dressing rooms and 
warm-up areas as possible, while also meeting the following specifications:
–	 minimum size of 10m x 10m
–	 flooring modules
–	 covering to building with adequate rainwater disposal, measuring 10m x 21m
–	 fully enclosed for privacy
–	 enough chairs and couches
–	 internet connection
–	 drinks and light food such as fruit
–	 air conditioning
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Volunteers’ lounge

A room should be available for the volunteers to relax during the day and should 
meet the following specifications:
–	 minimum size of 10m x 10m
–	 fully enclosed for privacy
–	 chairs and couches
–	 air conditioning

Massage room

A massage room / tent shall be located next to the players’ lounge and meet the 
following specifications:
–	 minimum size of 6m x 3m
–	 flooring modules
–	 fully enclosed for privacy
–	 equipped with massage tables (min. 2)
–	 air conditioning

Medical facilities and services

This room should be used by players, match officials, the media, VIPs and security 
personnel.
Position: in the dressing room area and as close to the teams’ dressing rooms and 
the pitch as possible, with easy access to the outside entrance and direct access to 
emergency vehicles. The doors and corridors leading to this room should be wide 
enough to allow access for stretchers and wheelchairs.
Minimum size: 20m²

The room should have an examination table; 2 portable stretchers (in addition to 
those at the pitch-side); a washbasin (hot water); a low foot basin (hot water); a glass  
cabinet for medicines; a lockable non-glass cabinet; a treatment table and a telephone 
(external / internal). 
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The room should have walls or partitions which enable it to be divided into two 
when necessary. In addition, the room needs to be equipped with: 
–	� defibrillator with rhythm and patient data recording
–	� cardiac monitor
–	� external cardiac pacing	
–	� infusion mounting and system with all equipment for injections and infusions set, 

including venous indwelling cannulae
–	� infusion system which is designed to allow administration of fluid warmed to 

37°C +/- 2°C
–	� pressure infusion device, volumetric infusing device
–	� central vein catheters
–	� pericardial puncture set
–	� drug administration equipment
–	� intubation equipment
–	� automatic ventilator, stationary oxygen min. 2,000 litres or portable oxygen min. 

400 litres, stationary non-manual suction device with minimum negative pressure 
of 500mm of mercury with a minimum capacity of 1 litre, capnometer, PEEP 
valve, thorax drainage kit

–	� immobilisation equipment like vacuum mattress, spinal board, cervical collar-set

Doping control 

Every stadium must provide a room for doping control purposes, comprising a 
waiting room, a working room and a washing facility, all adjoining.
Position: near the teams’ and referees’ dressing rooms and inaccessible to the 
public and the media.
Minimum size: 36m² (including toilet, working room and waiting room)

The doping control area should be well ventilated with fresh air; be air-conditioned 
and centrally heated; have easily cleanable floors, walls of hygienic material, non-
slip floors; and be brightly lit. 

The working room should have a desk, 4 chairs, a washbasin and mirror, a telephone 
(external / internal) and a cabinet with a lock for sample bottles.

Toilet area
Position: immediately next to, with direct private access to, the working room, 
capable of accommodating 2 people. Toilet and sanitary facilities should include 1 
WC, 1 washbasin and mirror, and 1 shower.

Waiting room
Position: immediately adjacent to the working room. 
The waiting room should have sufficient seating for 8 people, a refrigerator and a 
television set.



Football  StadiUMS 255

Storage room 

The operations / storage room should be located near the stadium and meet the 
following specifications:
–	 minimum size of 6m x 6m
–	 flooring modules
–	 fully enclosed and preferably lockable to ensure security
–	 minimum of 4 independent storage rooms

Operations and logistics offices

Operation and logistics offices should be located near to the VIP area. The following 
facilities are to be provided:
–	 a secure, lockable room of an area not less that 60m²
–	� furnished with at least ten (10) working positions consisting of table / desk and chair
–	 adequate number of internet and telephone lines

Concession tents/booths (food and beverage)

The concession booths should be located near the spectator seating entrances 
and exits to attract spectator traffic. Typically in a beach soccer event, the food 
and beverage concession operators are done primarily by “hawkers” selling in the 
tribunes. Due to the significant infrastructure required to support the demountable 
seating, it is challenging to erect sufficient amounts of food and beverage concessions 
to meet the needs of all stadium sectors unless they are erected immediately outside 
of the stadium. 

Accreditation tents/booths

Accreditation tent(s) / booth(s) shall be located near the VIP entrance.

Ticket sales tents/booths

If ticket sales are foreseen, ticket sales tent(s) / booth(s) should be located in the area 
of the site expected to attract the heaviest flow of traffic. An ample number of on-
site ticket sales tents shall be used to ensure that fans can purchase tickets prior to 
the matches in a timely, efficient manner.



Football  StadiUMS256

Futsal and 
beach soccer 

11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

Toilet and sanitary facilities

Spectator toilets and sanitary facilities

Spectator toilets and sanitary facilities shall be easily accessible at the site. If 
permanent facilities are not available, portable facilities including disabled accessible 
facilities shall be utilised. These facilities should be located away from the centre of 
crowd activity and be in accordance with all local laws and ordinances. There should 
be ample toilet facilities to accommodate the expected number of spectators. Toilet 
facilities shall not be within the view of television cameras.

VIP toilets and sanitary facilities

Executive toilets and sanitary facilities for the exclusive use of VIPs should be provided. 

Team toilets and sanitary facilities

Toilets and sanitary facilities for the exclusive use of the players should be provided, 
with easy and direct access from the player dressing rooms and benches.

Training pitch

The training pitch should be located as close as possible to the stadium.

Site access 

All entrances and exits shall comply with all building and safety codes.
	

Public entrance

The stadium shall be designed with at least 2 general spectators’ entrances / exits 
to the site and at least 6 entrances / exits for general spectators to access the 
demountable seating.

VIP

The stadium shall have at least 1 exclusive entrance / exit available for VIPs to access 
the VIP platform and seating area.

Players

The stadium shall be designed to have 1 exclusive entrance / exit for players to access 
the players’ lounge and seating areas. Due to potential spectator overcrowding, 
such entrances / exits should be subject to reinforced security measures.
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11.7	p	B each soccer media

Exclusive controlled entrance / exit shall be provided for the accredited media 
professionals.

International broadcast coordination centre (IBCC room)

The IBCC should be located in the TV compound or in another suitable location in 
the immediate vicinity of the stadium. The following facilities in the IBCC shall be 
provided: a secure, lockable room of an area of not less than 30m², furnished with 
at least 3 working positions consisting of a table / desk and chair.

Working offices 

A working space should be set up. The working space should have a sufficient 
number of electric plugs and should have internet connection (details depending on 
the size of the event).
		

Media centre 

As a guide, 25 per cent of the total number of positions in the media tribune should 
be provided as working spaces in the media centre (MC). This number does not 
include all visiting media and support staff in the MC. 

Adjacent to the media tribune, the following temporary structures should 
be provided:

TV platform
Platform for TV, with length of 10.5m and depth of 3.6m; it shall be independent in 
order to avoid movements produced by spectators.

TV commentary positions
A minimum of 5 positions are recommended to meet the needs of live broadcasters. 
These boxes shall have an unobstructed view of the pitch and be equipped 
accordingly. Please refer to Technical Annex for the FIFA World Cup™.

Photographers

The photographers should be situated as follows: left side of the left-hand bench 
and right side of the right-hand bench from the perspective of the main stand; and 
on the left- and right-hand side of the goal posts. They need to stand on a platform 
to facilitate their work.
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TV camera structures 

TV camera towers position

The towers shall be designed as follows:

Main camera tower (cameras 1 & 2)
Cameras in the central stand (reserved seating sections) should be situated centrally, 
at the halfway line. The height and distance from the pitch will be determined by 
the TV company. The overall dimensions of the space allocated for the main cameras 
should be a minimum of 3m x 8m. The structure shall be totally independent of the 
rest of the structure in order to segregate it from the VIP spectators.

Crane camera tower (outside the stadium)
Raised camera platform large enough to place a crane camera on the far exterior 
right-hand corner of the stadium. The size, exact location and layout of the platform 
shall be decided by the event organiser and the TV company.

Tower for giant screen

2 towers for the giant screen in metallic tubular structure. The giant screen will have 
at least the following characteristics: width: 4.2m; depth: 3.15m; access by external 
stair secured with safety rings.
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1    Field of play 

1.01 Pitch 1 45 1,036  37 x 28 Overall pitch and auxiliary area: length: 45m, width: 38m

1.02 Pitch quality 1 45 1,036  37 x 28 The surface is composed of sand, is level and free of pebbles, shells and any other objects 
which could injure the players. The sand must be fine and at least 40cm deep. It must be sifted 
until suitable for play, must not be rough or contain pebbles or any other dangerous elements. 
However, it must not be so fine as to cause dust that sticks to the skin.

1.03 Players‘ tunnel 1 90 90 2 x 45 Under main stand 2m wide, located in front of the halfway line of the pitch, beneath the main tribune and 
connecting the players‘ dressing rooms with access from both sides of the tribune.

1.04 Substitutes‘ bench 2 10 5 10 seats x 0.5m Main stand side. Right and 
left of halfway line 

15 seats (7 substitutes and 3 officials). Distance between bench and touchline is 1.5 to 2m 
depending on stadium layout.

1.05 3rd referee / timekeeper‘s table 1 4 4 4 seats x 1m Main stand side Positioned off the pitch, level with the halfway line and on the same side as the substitution 
zones and at a distance of 1m-3m from the pitch. It should be equipped with a suitable 
chronometer, the necessary equipment to make acoustic signals, as well as a connection to the 
central clock / scoreboard.

1.06 Photographers‘ positions 4 15-30 Goal side and touchline  
on main stand side

No chairs are necessary

1.07 Players‘ warm-up area 2 7 10 2 x 5 Goal side The area where the substitutes warm up during the match. Behind each substitutes’ bench, 
an area of 5 x 2m should be kept free. These areas should be slightly displaced to the sides, 
so as not to disturb the operations at the centre of the pitch.

1.08 Advertising board pitch perimeter 3 99 99 Service tunnel The advertising boards should be connected to both normal and emergency power supply to 
operate mechanical or electronic system. Advertising boards normally have a height of 70-90cm. 
The minimum distances between the boundary lines of the pitch and the advertising boards 
should be: 
– On the touchline opposite the tunnel: 2.5-3m 
– Behind the goal lines: 2.5-3m

1.09 Scoreboards 2 Pitch The stadium should have 2 scoreboards with clock included: 
– �one to be placed in one corner of the pitch, facing the main camera (the big screen 

can be used as scoreboard/clock in that case)
– one to be placed under the main tribune, facing the grandstands

1.10 Video screens 1 15 5 x 3 A second screen can be installed towards the outside for extra spectators

1.11 Interior stadium bowl flags Sufficient space to accommodate a minimum of seven flags opposite the main stand,  
five flags behind each goal and one flag above the main stand. 

1.12 Floodlights TBD The floodlights are for the illumination of the field of play, yielding a shadowless environment 
and in accordance with FIFA TV requirements. Please refer to the Technical Annex. To be decided 
as per the match schedule.

2    Technical area beneath main stand

2.01 Teams‘ dressing rooms 4 16 17.5 5 x 3.5 Beneath main stand 17 chairs, clothes-hanging facilities or lockers for at least 17 people, a refrigerator,  
1 massage table.

2.02 Showers 1 10 20 10 x 2 Near main stand

2.03 Referees 2 5 9 3 x 3 Beneath main stand Clothes-hanging facilities or lockers for 5 people, 5 chairs or bench seating
for 5 people, a refrigerator.

2.04 Entertainers / ceremonies changing room 1 8 20 4 x 5 Main stand

2.05 Technical control room 1 2 9 3 x 3 Beneath main stand This is the location from which hall audio operations are controlled and requires power and data 
points. Incorporate noise reduction elements into the design. Pitch sight needed to communicate 
with the commentator.

2.06 Youth programme changing room 1 20 25 5 x 5 Main stand
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1    Field of play 

1.01 Pitch 1 45 1,036  37 x 28 Overall pitch and auxiliary area: length: 45m, width: 38m

1.02 Pitch quality 1 45 1,036  37 x 28 The surface is composed of sand, is level and free of pebbles, shells and any other objects 
which could injure the players. The sand must be fine and at least 40cm deep. It must be sifted 
until suitable for play, must not be rough or contain pebbles or any other dangerous elements. 
However, it must not be so fine as to cause dust that sticks to the skin.

1.03 Players‘ tunnel 1 90 90 2 x 45 Under main stand 2m wide, located in front of the halfway line of the pitch, beneath the main tribune and 
connecting the players‘ dressing rooms with access from both sides of the tribune.

1.04 Substitutes‘ bench 2 10 5 10 seats x 0.5m Main stand side. Right and 
left of halfway line 

15 seats (7 substitutes and 3 officials). Distance between bench and touchline is 1.5 to 2m 
depending on stadium layout.

1.05 3rd referee / timekeeper‘s table 1 4 4 4 seats x 1m Main stand side Positioned off the pitch, level with the halfway line and on the same side as the substitution 
zones and at a distance of 1m-3m from the pitch. It should be equipped with a suitable 
chronometer, the necessary equipment to make acoustic signals, as well as a connection to the 
central clock / scoreboard.

1.06 Photographers‘ positions 4 15-30 Goal side and touchline  
on main stand side

No chairs are necessary

1.07 Players‘ warm-up area 2 7 10 2 x 5 Goal side The area where the substitutes warm up during the match. Behind each substitutes’ bench, 
an area of 5 x 2m should be kept free. These areas should be slightly displaced to the sides, 
so as not to disturb the operations at the centre of the pitch.

1.08 Advertising board pitch perimeter 3 99 99 Service tunnel The advertising boards should be connected to both normal and emergency power supply to 
operate mechanical or electronic system. Advertising boards normally have a height of 70-90cm. 
The minimum distances between the boundary lines of the pitch and the advertising boards 
should be: 
– On the touchline opposite the tunnel: 2.5-3m 
– Behind the goal lines: 2.5-3m

1.09 Scoreboards 2 Pitch The stadium should have 2 scoreboards with clock included: 
– �one to be placed in one corner of the pitch, facing the main camera (the big screen 

can be used as scoreboard/clock in that case)
– one to be placed under the main tribune, facing the grandstands

1.10 Video screens 1 15 5 x 3 A second screen can be installed towards the outside for extra spectators

1.11 Interior stadium bowl flags Sufficient space to accommodate a minimum of seven flags opposite the main stand,  
five flags behind each goal and one flag above the main stand. 

1.12 Floodlights TBD The floodlights are for the illumination of the field of play, yielding a shadowless environment 
and in accordance with FIFA TV requirements. Please refer to the Technical Annex. To be decided 
as per the match schedule.

2    Technical area beneath main stand

2.01 Teams‘ dressing rooms 4 16 17.5 5 x 3.5 Beneath main stand 17 chairs, clothes-hanging facilities or lockers for at least 17 people, a refrigerator,  
1 massage table.

2.02 Showers 1 10 20 10 x 2 Near main stand

2.03 Referees 2 5 9 3 x 3 Beneath main stand Clothes-hanging facilities or lockers for 5 people, 5 chairs or bench seating
for 5 people, a refrigerator.

2.04 Entertainers / ceremonies changing room 1 8 20 4 x 5 Main stand

2.05 Technical control room 1 2 9 3 x 3 Beneath main stand This is the location from which hall audio operations are controlled and requires power and data 
points. Incorporate noise reduction elements into the design. Pitch sight needed to communicate 
with the commentator.

2.06 Youth programme changing room 1 20 25 5 x 5 Main stand

BEACH SOCCER WORLD CUP
SPACE REQUIREMENTS
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11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

3    Medical facilities

3.01 Stretcher-bearers’ and medical team 1 6 6 12 Pitch Close to one players‘ bench – the position for the medical personnel on the pitch.

3.02 First aid and treatment room 1 8 29 4 x 5 Dedicated tent With easy access to the outside entrance directly to emergency vehicles. The doors and corridors 
leading to this room should be wide enough to allow access for stretchers and wheelchairs. Used 
for players, match officials, media and security personnel working close to the pitch.

3.03 Medical officer 1 2 incl. 3.02

4    Doping control

4.01 Waiting room 1 8 16 16 Dedicated tent The area where players wait to be tested. Connected to the waiting room  
and the medical office. Air-conditioned and well ventilated. 

4.02 Medical office 1 4 12 12 Dedicated tent Close to the teams’ and referees’ dressing rooms and inaccessible to the public and the media. 

4.03 WC 1 2 4 4 Dedicated tent Toilets must be linked to the medical office and large enough for two people.

5    FIFA offices and meeting rooms

5.01 General coordinator / match commissioner‘s 
office

1 2-3 20 4 x 5 Under main stand

5.02 Player escort room / youth programme 1 60 100

5.03  FIFA media officer 1 8 30 3 x 10 Media centre 8 working positions (8 tables and 8 chairs)

5.04 FIFA TV 1 6 3 3 x 10 Media centre 6 working positions (6 tables and 6 chairs)

5.05 FIFA IT room / disciplinary room 1 3 16 4 x 4 FIFA offices 3 working positions (3 tables and 3 chairs)

5.06 FIFA hospitality office 1 1-2 25 25 West stand

5.07 FIFA Competitions 1 3 16 4 x 4 FIFA offices 3 working positions (3 tables and 3 chairs)

5.08 FIFA general coordinator 1 3 16 4 x 4 FIFA offices 3 working positions (3 tables and 3 chairs)

5.09 Technical Study Group 1 4 16 4 x 4 FIFA offices 4 working positions (4 tables and 4 chairs)

5.10 Referees committee member / assessor /  
video specialist

1 4 16 4 x 4 FIFA offices 4 working positions (4 tables and 4 chairs)

5.11 FIFA Marketing 1 5 20 5 x 4 FIFA offices 5 working position (5 tables and 5 chairs)

5.12 FBSSL Competitions 1 6 24 6 x 4 FIFA offices 6 working positions (6 tables and 6 chairs)

5.13 FIFA Directors 1 4 16 4 x 4 FIFA offices 4 working positions (4 tables and 4 chairs)

5.14 FIFA IT server room 1 8 2 x 4 FIFA offices

5.15 FIFA Logistics 1 2 40 10 x 4 FIFA offices 2 working positions (2 tables and 2 chairs) 

5.16 FIFA offices – office services  
(printer, fax, photocopier)

1 6 3 x 2 FIFA offices Colour printer, 1 BW printer, fax, 1 photocopier

5.17 Meeting room (crisis management) 1 5 25 5 x 5 Main stand building 1 big table and 10 chairs

6    LOC offices and meeting rooms

6.01 LOC event manager / assistant 1 2 16 4 x 4 LOC offices 2 tables and 4 chairs, 1 TV

6.02 LOC stadium manager / construction 
manager / technical director

1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)
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3    Medical facilities

3.01 Stretcher-bearers’ and medical team 1 6 6 12 Pitch Close to one players‘ bench – the position for the medical personnel on the pitch.

3.02 First aid and treatment room 1 8 29 4 x 5 Dedicated tent With easy access to the outside entrance directly to emergency vehicles. The doors and corridors 
leading to this room should be wide enough to allow access for stretchers and wheelchairs. Used 
for players, match officials, media and security personnel working close to the pitch.

3.03 Medical officer 1 2 incl. 3.02

4    Doping control

4.01 Waiting room 1 8 16 16 Dedicated tent The area where players wait to be tested. Connected to the waiting room  
and the medical office. Air-conditioned and well ventilated. 

4.02 Medical office 1 4 12 12 Dedicated tent Close to the teams’ and referees’ dressing rooms and inaccessible to the public and the media. 

4.03 WC 1 2 4 4 Dedicated tent Toilets must be linked to the medical office and large enough for two people.

5    FIFA offices and meeting rooms

5.01 General coordinator / match commissioner‘s 
office

1 2-3 20 4 x 5 Under main stand

5.02 Player escort room / youth programme 1 60 100

5.03  FIFA media officer 1 8 30 3 x 10 Media centre 8 working positions (8 tables and 8 chairs)

5.04 FIFA TV 1 6 3 3 x 10 Media centre 6 working positions (6 tables and 6 chairs)

5.05 FIFA IT room / disciplinary room 1 3 16 4 x 4 FIFA offices 3 working positions (3 tables and 3 chairs)

5.06 FIFA hospitality office 1 1-2 25 25 West stand

5.07 FIFA Competitions 1 3 16 4 x 4 FIFA offices 3 working positions (3 tables and 3 chairs)

5.08 FIFA general coordinator 1 3 16 4 x 4 FIFA offices 3 working positions (3 tables and 3 chairs)

5.09 Technical Study Group 1 4 16 4 x 4 FIFA offices 4 working positions (4 tables and 4 chairs)

5.10 Referees committee member / assessor /  
video specialist

1 4 16 4 x 4 FIFA offices 4 working positions (4 tables and 4 chairs)

5.11 FIFA Marketing 1 5 20 5 x 4 FIFA offices 5 working position (5 tables and 5 chairs)

5.12 FBSSL Competitions 1 6 24 6 x 4 FIFA offices 6 working positions (6 tables and 6 chairs)

5.13 FIFA Directors 1 4 16 4 x 4 FIFA offices 4 working positions (4 tables and 4 chairs)

5.14 FIFA IT server room 1 8 2 x 4 FIFA offices

5.15 FIFA Logistics 1 2 40 10 x 4 FIFA offices 2 working positions (2 tables and 2 chairs) 

5.16 FIFA offices – office services  
(printer, fax, photocopier)

1 6 3 x 2 FIFA offices Colour printer, 1 BW printer, fax, 1 photocopier

5.17 Meeting room (crisis management) 1 5 25 5 x 5 Main stand building 1 big table and 10 chairs

6    LOC offices and meeting rooms

6.01 LOC event manager / assistant 1 2 16 4 x 4 LOC offices 2 tables and 4 chairs, 1 TV

6.02 LOC stadium manager / construction 
manager / technical director

1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)
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11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

6    LOC offices and meeting rooms

6.03 LOC IT coordinator / logistic / security 1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)

6.04 LOC marketing manager / signage /  
hospitality / catering

1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)

6.05 LOC infotainment manager /  
entertainment / ceremonies

1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)

6.06 LOC transportation manager/ 
accommodation

1 2 12 3 x 4 LOC offices 3 working positions (3 tables and 3 chairs)

6.07 LOC media officer 1 1 Media centre

6.08 LOC accreditation manager 1 6 24 6 x 4 tbc 6 working positions (6 tables and 6 chairs)

6.09 LOC medical officer 1 4 24 6 x 4 Medical tent

6.10 LOC spare office 1 6 24 6 x 4 LOC offices

6.11 LOC volunteer centre 1 20 24 6 x 4 LOC offices Sofas, TV, internet corner and coffee machine

7    Access control points

7.01 Match day ticketing office 2 2 4 2 x 2 Next to accreditation

8    Retail shops – food

8.01 Merchandise All public zones

9    Hospitality areas – stadium

9.01 Skyboxes / hospitality suites 12-20 6-10 optional 20 skyboxes minimum for opening, semi-finals and final; other matches: 12 skyboxes. 
Appropriate dedicated toilets, stairs and lifts are essential for commercial hospitality  
(for ease of access). One TV per skybox.

9.02 Business seats according 
to 

programme
and sales

TBD optional West stand and / 
or east stand

9.03 Commercial hospitality seats lounges – 
semi-final

1 TBC optional West stand and / 
or east stand

9.04 VIP lounge – opening and final 1 700 TBD VIP tribune

9.05 VVIP lounge – opening and final 1 80 TBD VVIP tribune Segregated area for VVIPs, special seats – 1.8m, 1 TV monitor, decoration – plants and flowers.

9.06 VIP kitchen 1 TBD according to capacity

9.07 Commercial hospitality kitchen 1 TBD according to capacity Next to lounges

9.08 VIP flash interview 1 TBD VIP tribune

9.09 VIP reception desk 1 4 VIP tribune Used by protocol

9.10 VVIP reception desk 1 4 TBD VIP tribune Used by protocol
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6    LOC offices and meeting rooms

6.03 LOC IT coordinator / logistic / security 1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)

6.04 LOC marketing manager / signage /  
hospitality / catering

1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)

6.05 LOC infotainment manager /  
entertainment / ceremonies

1 4 16 4 x 4 LOC offices 4 working positions (4 tables and 4 chairs)

6.06 LOC transportation manager/ 
accommodation

1 2 12 3 x 4 LOC offices 3 working positions (3 tables and 3 chairs)

6.07 LOC media officer 1 1 Media centre

6.08 LOC accreditation manager 1 6 24 6 x 4 tbc 6 working positions (6 tables and 6 chairs)

6.09 LOC medical officer 1 4 24 6 x 4 Medical tent

6.10 LOC spare office 1 6 24 6 x 4 LOC offices

6.11 LOC volunteer centre 1 20 24 6 x 4 LOC offices Sofas, TV, internet corner and coffee machine

7    Access control points

7.01 Match day ticketing office 2 2 4 2 x 2 Next to accreditation

8    Retail shops – food

8.01 Merchandise All public zones

9    Hospitality areas – stadium

9.01 Skyboxes / hospitality suites 12-20 6-10 optional 20 skyboxes minimum for opening, semi-finals and final; other matches: 12 skyboxes. 
Appropriate dedicated toilets, stairs and lifts are essential for commercial hospitality  
(for ease of access). One TV per skybox.

9.02 Business seats according 
to 

programme
and sales

TBD optional West stand and / 
or east stand

9.03 Commercial hospitality seats lounges – 
semi-final

1 TBC optional West stand and / 
or east stand

9.04 VIP lounge – opening and final 1 700 TBD VIP tribune

9.05 VVIP lounge – opening and final 1 80 TBD VVIP tribune Segregated area for VVIPs, special seats – 1.8m, 1 TV monitor, decoration – plants and flowers.

9.06 VIP kitchen 1 TBD according to capacity

9.07 Commercial hospitality kitchen 1 TBD according to capacity Next to lounges

9.08 VIP flash interview 1 TBD VIP tribune

9.09 VIP reception desk 1 4 VIP tribune Used by protocol

9.10 VVIP reception desk 1 4 TBD VIP tribune Used by protocol

BEACH SOCCER WORLD CUP
SPACE REQUIREMENTS
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11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

10    Hospitality areas – within stadium perimeter

10.01 Commercial affiliate hospitality village 1 TBD 5 to 5.6m² per occupancy based on order and capacity 300m from centre of stadium

10.02 Commercial hospitality 1 TBD 4.6m² per occupancy based on order and capacity 300m from centre of stadium

11    Media interview areas

11.01 Multilateral flash interview 2 4 6 3 x 3 Players‘ tunnel Near tunnel entrance. Cable pathways to be identified. Technical and domestic power.

11.02 Unilateral flash interview 2 4 6 3 x 3 Players‘ tunnel Near tunnel entrance. Cable pathways to be identified. Technical and domestic power.

11.03 Presentation studio 8 x 5 Main stand TBD

11.04 TV studio – FIFA interview studio 8 x 5 Close to dressing
room area

TBD

11.05 Mixed zone 1 60 60 10 x 6 Players‘ exit Between dressing room and players‘ buses. Size and layout to be finalised. 

12    Press conference room

12.01 Press conference room 1 60-100 60 10 x 6 Main stand

12.02 Head table 1 6 incl. 12.01 Main stand

12.03 Interpreting booths 2 2-4 incl. 12.02 Main stand FIFA official languages are: Spanish, French, English, German

12.04 Camera platform 1 1 incl. 12.03 2 x 10 Main stand

13    Media areas – tribune

13.01 Desk positions 1 80 TBD TBD VIP tribune Independent access from VIP

13.02 FIFA.com and observer seats 8 8 8 8 x 1 VIP tribune Independent access from VIP

13.03 Commentary positions 8 8 32 16 x 2 VIP tribune Each box 2.2m

14    Main media centre – stadium media centre

14.01 Welcome desk 1 1 2 2 x 1 Media centre

14.02 Refreshment area 1 80 TBD TBD Media centre

14.03 Pigeon holes 25 25 TBD TBD Media centre

14.04 Media work desks 30 30 60 30 x 2 Media centre 4 to 6 of them with computer. The rest with internet access

14.05 Lockers 10 Media centre Size of lockers (trolleys for photographers)

14.06 Offices – editors / Media Channel / 
FIFA.com

1 8 16 8 x 2 Media centre 8 working positions

15    Broadcast compounds

15.01 Broadcast compound 1 350 350 TBD incl. portacabins, water-borne sewage, cable bridge – cables and broadcasters, on flat ground, 
truck access, portacabins by LOC – 300m² to HBS 

15.02 FIFA, FBST, HBS office space 1 2 30 6 x 5 In broadcast compound

16    Broadcast areas

16.01 Commentary control room quite likely not needed, TBD

16.02 Announcer platform quite likely not needed, TBD

16.03 Rate card technical areas quite likely not needed, TBD
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10    Hospitality areas – within stadium perimeter

10.01 Commercial affiliate hospitality village 1 TBD 5 to 5.6m² per occupancy based on order and capacity 300m from centre of stadium

10.02 Commercial hospitality 1 TBD 4.6m² per occupancy based on order and capacity 300m from centre of stadium

11    Media interview areas

11.01 Multilateral flash interview 2 4 6 3 x 3 Players‘ tunnel Near tunnel entrance. Cable pathways to be identified. Technical and domestic power.

11.02 Unilateral flash interview 2 4 6 3 x 3 Players‘ tunnel Near tunnel entrance. Cable pathways to be identified. Technical and domestic power.

11.03 Presentation studio 8 x 5 Main stand TBD

11.04 TV studio – FIFA interview studio 8 x 5 Close to dressing
room area

TBD

11.05 Mixed zone 1 60 60 10 x 6 Players‘ exit Between dressing room and players‘ buses. Size and layout to be finalised. 

12    Press conference room

12.01 Press conference room 1 60-100 60 10 x 6 Main stand

12.02 Head table 1 6 incl. 12.01 Main stand

12.03 Interpreting booths 2 2-4 incl. 12.02 Main stand FIFA official languages are: Spanish, French, English, German

12.04 Camera platform 1 1 incl. 12.03 2 x 10 Main stand

13    Media areas – tribune

13.01 Desk positions 1 80 TBD TBD VIP tribune Independent access from VIP

13.02 FIFA.com and observer seats 8 8 8 8 x 1 VIP tribune Independent access from VIP

13.03 Commentary positions 8 8 32 16 x 2 VIP tribune Each box 2.2m

14    Main media centre – stadium media centre

14.01 Welcome desk 1 1 2 2 x 1 Media centre

14.02 Refreshment area 1 80 TBD TBD Media centre

14.03 Pigeon holes 25 25 TBD TBD Media centre

14.04 Media work desks 30 30 60 30 x 2 Media centre 4 to 6 of them with computer. The rest with internet access

14.05 Lockers 10 Media centre Size of lockers (trolleys for photographers)

14.06 Offices – editors / Media Channel / 
FIFA.com

1 8 16 8 x 2 Media centre 8 working positions

15    Broadcast compounds

15.01 Broadcast compound 1 350 350 TBD incl. portacabins, water-borne sewage, cable bridge – cables and broadcasters, on flat ground, 
truck access, portacabins by LOC – 300m² to HBS 

15.02 FIFA, FBST, HBS office space 1 2 30 6 x 5 In broadcast compound

16    Broadcast areas

16.01 Commentary control room quite likely not needed, TBD

16.02 Announcer platform quite likely not needed, TBD

16.03 Rate card technical areas quite likely not needed, TBD

BEACH SOCCER WORLD CUP
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11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

17    Camera positions

17.01 Camera 1 & 2 2 2 20 2 x 10 Centre line – west stand Optimal viewing of 23 degrees to the horizontal from main camera platform to near touchline. 
Construction should be solid and free from vibration (including the reaction of fans). 
No obstructions to a clear line of sight up to and beyond all four corners of the pitch and 
the back of the goals. 

17.02 Camera 3 1 1 6 2 x 3 Between benches No platform needed

17.03 Camera 4 & 5 2 2 6.25 2.5 x 2.5 Steadycam next to benches Platform 2.5 x 2.5

17.04 Camera 6 1 1 22.5 2.5 x 9 Crane camera behind 
left goal

Crane cam approx. 9m long

17.05 Camera 7 1 1 24 3 x 8 Far exterior right-hand 
corner

Raised camera platform large enough to place a crane camera  
on the far exterior right hand corner

17.06 Camera 8 1 1 6.25 2.5 x 2.5 Behind goals Super slomo camera on platform

17.07 Camera 9 1 1 6.25 2.5 x 2.5 Raised on south stand

17.08 Camera 10 1 1 – – Moving Handheld camera incl. flash interviews

17.09 Camera 11 1 1 6.25 2.5 x 2.5 Reverse angle for bench Platform 2.5 x 2.5

17.10 Camera 12 1 1 6.25 2.5 x 2.5 Beauty, up in the corner Beauty shots camera only, location TBC

17.11 Camera 13 1 1 6.25 2.5 x 2.5 Raised on north stand

17.12 Camera 14 1 1 6.25 2.5 x 2.5 Raised reverse angle High in tribune. Platform 2.5 x 2.5 needed

17.13 Camera 15 1 1 6.25 2.5 x 2.5 Behind goals Super slomo camera on platform

17.14 Unilateral camera position 3 3 15 2.5 x 6 Behind right goal – left

17.15 Unilateral camera position 3 3 15 2.5 x 6 Behind right goal – right

17.16 Unilateral camera position 3 3 15 2.5 x 6 Behind left goal – left

17.17 Unilateral camera position 3 3 15 2.5 x 6 Behind left goal – right

18    Spectator areas

18.01 Food and beverage concessions TBD TBD TBD TBD Stadium perimeter

18.02 Commercial display – partner 6 600 100 Stadium perimeter Each partner has 100m² (x 6), each national supporter has 50m² (x 6) and charity campaigns – 
discussions needed to be had. Power supply, access to water supply and waste facilities, food & 
beverages concessions, surface needs to be level, drainable and rigid.

18.03 Commercial display – supporter 6 300 50 Stadium perimeter

18.04 Commercial display – host city 1 100 100 Stadium perimeter

18.05 Commercial display – LOC 1 100 100 Stadium perimeter

18.06 Official licensed product concessions A 6-10 TBD 18 6 x 3 Internal stadium perimeter Size and quantity is dependent on the event hosted (opening and final matches) 

19    Ceremonies

19.01 Changing rooms 1 10 12 4 x 3 Main stand Ceremony requirements will be decided when the ceremony concept is available, 
5 additional camera positions may be used for opening and closing ceremonies
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17    Camera positions

17.01 Camera 1 & 2 2 2 20 2 x 10 Centre line – west stand Optimal viewing of 23 degrees to the horizontal from main camera platform to near touchline. 
Construction should be solid and free from vibration (including the reaction of fans). 
No obstructions to a clear line of sight up to and beyond all four corners of the pitch and 
the back of the goals. 

17.02 Camera 3 1 1 6 2 x 3 Between benches No platform needed

17.03 Camera 4 & 5 2 2 6.25 2.5 x 2.5 Steadycam next to benches Platform 2.5 x 2.5

17.04 Camera 6 1 1 22.5 2.5 x 9 Crane camera behind 
left goal

Crane cam approx. 9m long

17.05 Camera 7 1 1 24 3 x 8 Far exterior right-hand 
corner

Raised camera platform large enough to place a crane camera  
on the far exterior right hand corner

17.06 Camera 8 1 1 6.25 2.5 x 2.5 Behind goals Super slomo camera on platform

17.07 Camera 9 1 1 6.25 2.5 x 2.5 Raised on south stand

17.08 Camera 10 1 1 – – Moving Handheld camera incl. flash interviews

17.09 Camera 11 1 1 6.25 2.5 x 2.5 Reverse angle for bench Platform 2.5 x 2.5

17.10 Camera 12 1 1 6.25 2.5 x 2.5 Beauty, up in the corner Beauty shots camera only, location TBC

17.11 Camera 13 1 1 6.25 2.5 x 2.5 Raised on north stand

17.12 Camera 14 1 1 6.25 2.5 x 2.5 Raised reverse angle High in tribune. Platform 2.5 x 2.5 needed

17.13 Camera 15 1 1 6.25 2.5 x 2.5 Behind goals Super slomo camera on platform

17.14 Unilateral camera position 3 3 15 2.5 x 6 Behind right goal – left

17.15 Unilateral camera position 3 3 15 2.5 x 6 Behind right goal – right

17.16 Unilateral camera position 3 3 15 2.5 x 6 Behind left goal – left

17.17 Unilateral camera position 3 3 15 2.5 x 6 Behind left goal – right

18    Spectator areas

18.01 Food and beverage concessions TBD TBD TBD TBD Stadium perimeter

18.02 Commercial display – partner 6 600 100 Stadium perimeter Each partner has 100m² (x 6), each national supporter has 50m² (x 6) and charity campaigns – 
discussions needed to be had. Power supply, access to water supply and waste facilities, food & 
beverages concessions, surface needs to be level, drainable and rigid.

18.03 Commercial display – supporter 6 300 50 Stadium perimeter

18.04 Commercial display – host city 1 100 100 Stadium perimeter

18.05 Commercial display – LOC 1 100 100 Stadium perimeter

18.06 Official licensed product concessions A 6-10 TBD 18 6 x 3 Internal stadium perimeter Size and quantity is dependent on the event hosted (opening and final matches) 

19    Ceremonies

19.01 Changing rooms 1 10 12 4 x 3 Main stand Ceremony requirements will be decided when the ceremony concept is available, 
5 additional camera positions may be used for opening and closing ceremonies

BEACH SOCCER WORLD CUP
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11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

20    Accreditation centre

20.01 Queuing area 1 20 Outside turnstiles

20.02 Welcome desk 1 1 Outside turnstiles

20.03 Print station 1 4 Outside turnstiles

20.04 Head accreditation office 1 2 8 2 x 4 Outside turnstiles

20.05 IT position 1 1 TBD TBD

21    Public address systems 

21.01 Sound control room 1 8 2 x 4

22    Service compounds

22.01 Volunteer rest area 1 200 200 200 Back of house 

22.02 Security assembly area 1 Back of house 

22.03 Waste removal 1 Back of house 

22.04 Partner / sponsor / supplier tbc Back of house 

22.05 Food & beverage storage Back of house Used by Coca-Cola and other food & beverage storage. Buffer product to avoid running out of 
stock: 30% of stock e.g. 6,000 seat = 9,000 units + 3,000 (buffer units) = 12,000 units. 

22.06 Back-up generator 4 Back of house 

23    LOC signage

23.01 LOC office Back of house 

23.02 Storage Back of house 

23.03 Work area Back of house 

24    Parking facilities

24.01 Team coach drop-off 1 Players‘ entrance

24.02 Team car parking 1 TBC Out of stadium

24.03 VIP drop-off 1 TBC VIP entrance

24.04 VVIP drop-off 1 VVIP entrance Dedicated drop-off with direct access route to VIP lounge by dedicated lift / stairs

24.05 FIFA staff drop-off 1 TBD FIFA / LOC entrance

24.06 VVIP cars 20 TBD TBD Close to VVIP entrance

24.07 FIFA partner 18 TBD TBD Close to VVIP entrance

24.08 FIFA staff 20 TBD TBD FIFA / LOC entrance

24.09 LOC parking TBD TBD TBD FIFA / LOC entrance

24.10 TV broadcaster parking – other 4 TBD TBD Outside broadcasting area
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20    Accreditation centre

20.01 Queuing area 1 20 Outside turnstiles

20.02 Welcome desk 1 1 Outside turnstiles

20.03 Print station 1 4 Outside turnstiles

20.04 Head accreditation office 1 2 8 2 x 4 Outside turnstiles

20.05 IT position 1 1 TBD TBD

21    Public address systems 

21.01 Sound control room 1 8 2 x 4

22    Service compounds

22.01 Volunteer rest area 1 200 200 200 Back of house 

22.02 Security assembly area 1 Back of house 

22.03 Waste removal 1 Back of house 

22.04 Partner / sponsor / supplier tbc Back of house 

22.05 Food & beverage storage Back of house Used by Coca-Cola and other food & beverage storage. Buffer product to avoid running out of 
stock: 30% of stock e.g. 6,000 seat = 9,000 units + 3,000 (buffer units) = 12,000 units. 

22.06 Back-up generator 4 Back of house 

23    LOC signage

23.01 LOC office Back of house 

23.02 Storage Back of house 

23.03 Work area Back of house 

24    Parking facilities

24.01 Team coach drop-off 1 Players‘ entrance

24.02 Team car parking 1 TBC Out of stadium

24.03 VIP drop-off 1 TBC VIP entrance

24.04 VVIP drop-off 1 VVIP entrance Dedicated drop-off with direct access route to VIP lounge by dedicated lift / stairs

24.05 FIFA staff drop-off 1 TBD FIFA / LOC entrance

24.06 VVIP cars 20 TBD TBD Close to VVIP entrance

24.07 FIFA partner 18 TBD TBD Close to VVIP entrance

24.08 FIFA staff 20 TBD TBD FIFA / LOC entrance

24.09 LOC parking TBD TBD TBD FIFA / LOC entrance

24.10 TV broadcaster parking – other 4 TBD TBD Outside broadcasting area

BEACH SOCCER WORLD CUP
SPACE REQUIREMENTS
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Futsal and 
beach soccer 

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

1  A rea   
2   FIFA location designation   
3   Quantity of spaces required   
4  A nticipated occupants   
5   Placement within stadium
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11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

25    Transportation areas

25.01 Airports

25.02 Rail stations

25.03 Coach drop-off

25.04 Park and ride

25.05 Spectator parking

26    Official hotels

26.01 FIFA staff hotel TBD Off site

26.02 LOC hotel TBD Off site

26.03 Teams‘ hotel TBD Off site

26.04 Referees‘ hotel TBD Off site

26.05 FIFA VVIP guests hotel TBD Off site

27    Training venues

27.01 Pitch 1 27 x 38 Out of stadium

27.02 Security fences

27.03 Warm-up area 2 27 x 38 Close to the main pitch

28    LOC fan parks

28.01 VIP area Main public gathering 

29    Scoreboards / video screens

29.01 Video screen 1 1 Stadium corner

29.02 Video screen 2 (optional) 1 Outside stadium

29.03 Scoreboard 1 1 At the second tier line

29.04 Scoreboard 2 1 At the second tier line

30    Flag poles

30.01 National flags 16 Opposite side to  
the main stand

30.02 FIFA flags 1 Opposite side to  
the main stand

30.03 FIFA Fair Play flags Opposite side to  
the main stand

30.04 UN flags Opposite side to  
the main stand

30.05 Confederation flags Opposite side to  
the main stand

30.06 IOC flags Opposite side to  
the main stand
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BEACH SOCCER WORLD CUP
SPACE REQUIREMENTS
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Futsal and 
beach soccer 

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

1  A rea   
2   FIFA location designation   
3   Quantity of spaces required   
4  A nticipated occupants   
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11.1	 Futsal strategic pre-construction decisions� 204

11.2	 Futsal players and match officials� 208

11.3	 Futsal media areas� 214

11.4	 Futsal space requirements� 220

11.5	B each soccer stadium construction� 246

11.6	B each soccer players and match officials� 249

11.7	B each soccer media� 258

11.8	B each soccer space requirements� 260

31    Ticketing centre (TBC)

31.01 Welcome desk TBD

31.02 Front office 1 2 10 5 x 2

31.03 Queuing area 1

31.04 Troubleshooting area 1

31.05 Venue manager office 1 2 2 people at desk positions

31.06 Secure storage Depends on whether it is decided to do over-counter sales but to be included 
in back room which should be secured (ticket stock / safe)

32    Volunteer centre

32.01 Rest area 1 40 incl. in (LOC areas) Outside perimeter IT installation and temperature control

33    IT technical areas

33.01 Primary technical area 1 1 30 incl. in (FIFA offices)

34    Others

34.01 Central logistics warehouse 20 10 x 2

35    Ticketing kiosk

35.01 Ticketing kiosk in the city TBD TBD Installation of ticketing kiosks at selected places
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31.01 Welcome desk TBD

31.02 Front office 1 2 10 5 x 2
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BEACH SOCCER WORLD CUP
SPACE REQUIREMENTS
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Temporary facilities
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Infrastructure required for the FIFA World Cup™ 
can comprise both permanent and temporary 
installations and a combination of both.
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Temporary facilities
12.1	 Event facilities� 278

12.2	 Event experience� 278

12.3	D emountable structures� 281

12.4	 Event facilities – sustainability� 287

12.1	p	 Event facilities 

Infrastructure required for the FIFA World Cup™ can comprise both permanent and 
temporary installations and a combination of both. For example, a stadium media 
centre or stadium accreditation centre could be a tent structure or integrated into 
an existing building adjacent to the stadium. However, these buildings may require 
refurbishment in order to meet the operational, safety and aesthetic requirements 
of the event and it is advisable for stadium owners to budget adequately for this 
undertaking. When handled in a considered manner, temporary architecture has the 
advantage of being mobile, adaptable, lightweight and cost-effective.

Event facilities include temporary products such as demountable seating, tents, 
platforms, ramps, cable and pedestrian bridges and signage; and services, such as 
electrical and mechanical services, waste water, ventilation and air conditioning. 

12.2	p	 Event experience

General 

All stadium venues should be separated into front-of-house and back-of-house 
areas, around a seating bowl and associated field of play.

Front of house (FOH)

The venue’s front-of-house area is the domain of the spectators and accommodates 
all of their needs at the venue entrance. The entrance to the stadium includes the 
security and ticket inspections, holding areas, circulation concourses, merchandise 
kiosks, concessions and toilets and sanitary facilities.

The FOH component of the venue is the area the spectator has reached after 
proceeding through the spectator entry point and / or security screening and ticket 
rip. The FOH is comprised of three main sections: the area outside the venue and 
leading to the venue; the concourse that contains spectator services; and the 
spectator seating area.

The concourse areas consist of open space where spectators are free to move around 
at their leisure throughout the period of the event. These areas allow reasonable 
circulation for a large number of people. A concourse area may be required  
both outside and inside the secure perimeter, depending upon the size of the 
stadium venue.

Shade / shelter and rest seating for spectators accessing both indoor and outdoor 
venues may be required, depending upon site context. 
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Back of house (BOH)

The venue’s back-of-house areas accommodate the multiple accredited user groups 
such as the players, competition management, FIFA officials, VVIPs and VIPs, media, 
broadcast, workforce and security. 

The back-of-house component of the venue is defined as those areas of the venue 
designed to support the operation. Typically located out of the view of the public, 
access to the BOH areas is restricted to those individuals with the appropriate 
accreditation.

General accredited zones are designated areas within a venue that limit 
participants’ access to areas they need to go to perform their support functions 
and keep unauthorised persons out of reserved areas (see FIFA World Cup™ space 
requirements document for details).

The broadcast compound area support the broadcast operations at the stadium. 
They are located in close proximity and with easy access to the media and broadcast 
facilities in the main tribune. 

Seating bowl 

Seating capacities for FIFA World Cup™ events may be higher than for the legacy 
use of the stadium. Safe, lightweight and fully integrated demountable seating 
systems can be deployed to increase capacity for the event. This seating can then be 
removed after the event.
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Temporary facilities
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Diagram 12a:  
Temporary infrastructure
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12.3	p	D emountable structures

Kit of parts 

The kit of parts approach to temporary infrastructure seeks to capture all the 
requirements of the FIFA World Cup™, ranging from the stadium structures, back-
of-house areas and spectator facilities through to entertainment zones. The kit of 
parts should be consistent in terms of the aesthetic and operational approach across 
all FIFA World Cup™ stadiums. 

The kit of parts should include the following elements:

Stadium seating

Commentary position: temporary build-out within the seating bowl for broadcast 
commentators 
Camera platform: temporary platform built to accommodate TV cameras
Media position: temporary build-out within the stadium bowl for media
Video screens: video replay and sports presentation device within the seating bowl 
Demountable seats: safe, lightweight, fully integrated seating system to increase 
stadium capacities with seats that tip up to allow spectator circulation
Vomitory: means of access into seating bowls from the concourse area

Scaffold, decking and grid structures 

Decking: decking platform applied to the exterior of portable cabin units to minimise 
the amount of ramps and steps required in clusters of cabin units
Lift: platform or hydraulic multi-storey temporary lift for wheelchair circulation and 
event operations
Pedestrian/cable bridge: used to allow circulation over areas of heavy pedestrian/
vehicular traffic
Ramps: access to seating tiers, concession cabins, toilets and sanitary facilities for 
wheelchair users and maintenance operations. To include vehicle ramps that bridge 
grade separation
Stairs: temporary solutions for multi-storey vertical circulation
Steps: temporary steps for access to cabins, platforms, etc.

Hard-wall structures (cabin/container)

Concession stand: food and beverage cabin
Merchandise stand: merchandise retail cabin unit
Generic: cabin that may be utilised for office space, ticketing, changing areas, etc. 
Storage: cabin or container for general venue storage requirements
Toilets and sanitary facilities: toilet cabin units inclusive of units for disabled people
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Diagram 12b:  
Temporary seating
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Tent and fabric structures

The architectural strategy for all tents shall use standard modules of small span 
portal tents, carefully arranged to provide visual consistency and coherence:

Larger tents: the module is simply repeated to create the desired size rather than 
the tent span being increased, unless (rarely) there is a very particular reason for a 
column-free space
Layout: the modules are arranged with gables arrayed in one direction to create 
visual impact. The other sides of the tent may have vertical elements to provide solar 
shading and for further visual effect
Height: where combined together, modules are of identical height, unless there are 
strong reasons for one element to be taller, e.g. to introduce light or air flow at the 
centre of an array or to mark an entrance
Cabins: complex elements such as kitchens, plant and equipment are delivered 
in separate cabins or modular enclosures decoupled from tent structures covering 
them; such modules may form the perimeter walls of the tent

Canopies

These are lightweight structures to provide shade and shelter over security screening 
facilities and rest areas along a pedestrian route.

Utilities integration

HVAC: air conditioning units need to be provided where naturally ventilated comfort 
cooling or air movement cannot be achieved.

Air conditioning or heating will be required in all hospitality areas. Acceptable 
temperatures range from 20.0 to 25.5 degrees Celsius (68 to 78 degrees Fahrenheit) 
at all times. A controllable thermostat should be provided within each structure.
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Electrical power

Electrical power shall be provided as needed to support the activity within each 
temporary structure. Final electrical loads shall be determined by actual code 
requirements based on final design. 

Water/waste containment: effluent tank associated with toilet units
Water storage: grey water and potable water storage
Fuel storage: fuel store associated with power 
Generators: mobile unit that will provide event temporary or back-up power 
generation
Masts: telecoms mast in back-of-house areas
Cable bridge: scaffold bridge solution to enable multiple cables to cross areas of 
heavy traffic
Cable containment: containment / covering device to manage cable, utility drainage, 
water supply, etc.

Fencing and barriers

Secure perimeter: found at all entry points to the venue, defines the site perimeter 
of the venue
Internal: spatial subdividing fence for internal use 
Concrete barricade: concrete barricade located towards venue entry points to 
enhance security
Water-filled barricade: vehicle management barricade
Metal barricade: pedestrian circulation and crowd management control device
Tenser/rope and stanchion: pedestrian circulation and queuing management
Circulation balustrades: found on stairs, ramp and other horizontal and vertical 
circulation devices
Seating balustrades: special handrails found within the seating bowl itself

Furniture, fittings and equipment 

Wayfinding
Beacon/tower: oversized wayfinding object to guide people in large crowds during 
the day and night 
Info board: human scale board with map and directional information
Signage: statutory and wayfinding signage
ATM: cash machine provided by others
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Street furniture

Bike racks: situated front of house, outside of the venue and on the perimeter; for 
storing bicycles, which are not allowed into the venue
Bins: recycling, general waste, dumpsters, etc. 
Flag poles: pole for raising the flags 
Lifeguard chairs: traditional devices to elevate volunteers for the purpose of crowd 
management
Loose furniture, fittings and equipment: benches, seats, tables, chairs, storage 
devices, etc.
Look application: application of “look” items such as banners, scrim, logos, and 
sport pictograms within the stadium and precinct
Awards podium: for presentations to teams and individuals
Retractable tunnel: pitch entry tunnel for athletes, competition management, etc.
Flags: ceremony, host city and FIFA flags within the seating bowl for ceremony 
purposes
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Lighting

Architectural: entrances, venue approach, illumination of venue architecture 
General lighting: general safety and task lighting, both internal and external in the 
back-of-house areas
Field of play/pitch: sport- and broadcast-specific lighting to illuminate the field of play 
Seating: lighting to illuminate the seating within the venue competition bowl, in 
cases where there is demountable seating used for the event

Surface treatments

Carpet: recyclable / reusable carpet in high quality areas such as media centres, 
lounge areas, and sponsor pavilions
Non-slip vinyl: durable surface used in wet areas such as concessions and players’ 
dressing rooms 
Non-slip plywood: surface associated with the demountable seating
Artificial turf: for warm-up areas and other locations as required
Gabions: wire cages filled with a variety of materials, from rocks to crushed cans, 
for earth retention, seating and stanchion stability
Potted plants small: likely internal use of small potted plants
Potted plants large: external use for trees in pots or surrounded by gabions to 
provide seating
Vegetation: used to cover unsightly fences in high-profile areas such as spectator 
front-of-house areas as well as VVIP / VIP and players’ routes in back-of-house areas 
Feature: water and light features such as fountains and sculptures
Bark chip: used to fill gaps between temporary roads and paths and the existing 
ground condition 
Reinforced grass: standard product applied to grass to protect areas that will likely 
see heavy crowd flow or vehicular traffic
Tarmac: road surface for external transportation areas
Temporary path: internal venue use to protect existing ground surfaces i.e. gravel 
or interlocking plastic ground cover
Temporary road: internal venue use for high traffic flow areas, to protect existing 
ground surfaces
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12.4	p	 Event facilities – sustainability

Selection of the materials and components used to create temporary facilities is 
crucial with respect to sustainability. 

Selection of materials

Materials should be selected with the following sequence of objectives in mind:
–	 zero waste to landfill
–	 protection of human health and the environment
–	 minimisation of embodied energy

Material quantity 

At the heart of any materials management programme is the need to reduce 
the quantity of materials required to satisfy the project. This must be the first 
consideration.

Recycling 

Recycling is also an important consideration. Recycling involves the processing of a 
material to put it back into productive use. This can involve:

1. Upcycling: the process of converting unwanted items into new materials or 
products of better quality or a higher environmental value.
2. Downcycling: the process of converting unwanted items into new materials or 
products of lesser quality and reduced functionality.
3. Composting: the process by which unwanted items that meet a certain 
specification degrade under aerobic or anaerobic conditions to create a product 
which can be put to beneficial use.

Reuse 

Where possible, select materials that can be readily re-used. Some of the strategies 
for improving the reuse of materials include:
–	� returning materials to suppliers for cleaning, testing and resale
–	� designing systems for dismantling with plug and socket connections and 

mechanical fixings
–	 using popular materials which will have a greater reuse 

Passive energy design 

Wherever possible, attempt to use the principles of passive energy design for 
temporary structures. Passive building technologies must be employed to avoid 
a plethora of cooling systems with consequential cost, energy and materials 
implications.

For more on Green Goal,  
see Chapter 1.
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Temporary facilities
12.1	 Event facilities� 278

12.2	 Event experience� 278

12.3	D emountable structures� 281

12.4	 Event facilities – sustainability� 287

Passive technologies include:
–	 flying roof
–	 thermal mass
–	 shading 
–	 open spaces with good air flow

Design of temporary structures 

Design of temporary structures should recognise that significant material reductions 
are possible through selecting materials and systems that reflect the temporary 
nature of the event. Examples include:
–	 settlement criteria for temporary structures can be relaxed
–	 road surface durability factors can be reduced
–	 requirements for heating will be minimal
–	 solar control to avoid overheating must be considered
–	 building regulations dispensations are possible
–	� most systems will operate 24/7 for the duration of the event and so variable 

volume and complex seasonal control systems are irrelevant

Use of materials 

The event period allows the use of materials in their basic form, ensuring the 
potential for maximum disassembly, reusability and recyclability. 

Examples of this strategy include:
–	� avoidance of paint, foil or laminate finishes to timber, steel, etc.; use of materials 

in raw form
–	� avoidance of plastering partitions and walls; use of self-finished materials
–	 use of raw concrete or timber floor surfaces and avoidance of carpets, vinyl, etc.
–	 avoidance of laminate paper or card signs, leaflets, etc.; use of recyclable card
–	 avoidance of self-adhesive vinyl graphics; use of simple mechanical fixings

Event operation 

The operation of the event can reduce energy consumption. For example, it is 
possible to consider the use of additional staff to support operational requirements. 
Supervision by event staff can be used to eliminate some typically automated systems 
that we would find in a normal building environment.

Legacy

Where temporary facilities create long-term value, the item may remain in place as part 
of the legacy of the event. Items where this is possible must be carefully considered 
because their design criteria will change to those of a permanent nature. Items may 
include street furniture, underground services, drainage and utilities, and kiosks.
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World Cup™ 
CONSIDERATIONS

Temporary facilities

In delivering a FIFA World Cup™ competition, it is common to utilise permanent 
and temporary structures. However, all proposals for temporary structures must be 
reviewed and approved by the relevant FIFA authority to ensure that these structures 
are compliant.
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World Cup™ 
SPACE REQUIREMENTS

Sorted by department	 page�350

Sorted by category	 page�296

Football 
Stadiums
Space requirements p

Please note that the data contained herein and in the Football Stadiums Technical 

Recommendations and Requirements remain subject to specifically agreed terms and 

conditions as set forth in the relevant hosting agreement, the stadium agreement and further 

annexes hereto and as modified and / or enhanced by FIFA from time to time so as to reflect  

any technological, commercial, operational or infrastructural developments necessary to 

produce and deliver a FIFA World Cup™ to the highest international standard.
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FIFA / LOC 
Offices

CMYK

30 | 50 | 0 | 0
RGB 

182 | 228 | 251

TV / Broadcast

CMYK

0 | 20 | 15 | 0
RGB 

254 | 215 | 205

Competitions

CMYK

50 | 0 | 60 | 0
RGB 

147 | 201 | 128

Media

CMYK

3 | 3 | 60 | 0
RGB 

246 | 233 | 136

Ceremonies

CMYK

10 | 35 | 0 | 0
RGB 

249 | 184 | 249

IT & T

CMYK

20 | 0 | 25 | 0
RGB 

218 | 255 | 209

Hospitality

CMYK

20 | 35 | 0 | 0
RGB 

217 | 179 | 255

Security

CMYK

5 | 90 | 80 | 0
RGB 

225 | 55 | 55

The following colour codes are to be incorporated in all stadium architectural and 
computer-aided design (CAD) drawings for the FIFA World Cup™. The allocation of 
spaces noted within stadium drawings must highlight the area using the appropriate 
departmental colour codes listed below. Proposed variations to the established 
colour codes require FIFA’s approval, in writing.

FIFA colour codes
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World Cup™ 
SPACE REQUIREMENTS

FIFA colour code

Ticketing

CMYK

50 | 0 | 35 | 0
RGB 

143 | 210 | 184

Medical

CMYK

20 | 75 | 55 | 5
RGB 

194 | 90 | 90

V / VIP Protocol

CMYK

60 | 30 | 0 | 0
RGB 

106 | 160 | 213

Spectators

CMYK

10 | 10 | 30 | 0
RGB 

232 | 221 | 185

Commercial
Display

CMYK

0 | 35 | 60 | 0
RGB 

250 | 185 | 117

Volunteers

CMYK

15 | 15 | 3 | 0
RGB 

217 | 211 | 227

Concessions

CMYK

5 | 35 | 50 | 0
RGB 

238 | 185 | 140

Logistics

CMYK

30 | 25 | 20 | 0
RGB 

186 | 186 | 186
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Zone Area Details

Zone 1* Field –	 Pitch area
–	 Substitutes’ benches
–	� Fourth official’s bench
–	 Photographers’ area
–	 Pitch access and tunnel

Zone 2* Competition area –	D ressing rooms, players
–	D ressing rooms, referees
–	 Players medical room
–	 FIFA delegation offices
–	LO C venue manager’s office
–	D oping control
–	� Corridors (with access to  

dressing rooms) and offices

Zone 3 Public area –	� General public entrance  
and areas

–	 Public toilet facilities
–	 Public points of sale
–	 Spectator medical centre
–	� Commercial and host  

cities’ display

The following is a list of FIFA accreditation zones which identifies the access 
privileges required on the accreditation badge to enter departmental spaces. During 
the stadium planning, construction and operational phases, the accreditation  
zones and enforcement process should be indicated in the stadium drawings. The 
accreditation operational plan, developed by the local organiser and approved 
by FIFA, must detail the stakeholders’ access privileges, devices, enforcement 
procedures, policies and procedures. 

FIFA accreditation zones
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World Cup™ 
SPACE REQUIREMENTS

Zone Area Details

Zone 4 Operations-related
areas (offices)

–	� FIFA offices (IT room, announcer’s 
room, police/firemen, radio  
control room, screen sound room, 
electricity generator, emergency 
medical facilities)

–	LO C offices 
–	 FIFA storage rooms
–	LO C storage rooms

Zone 5* VIP area –	 VIP reception room
–	 FIFA banquet area

Zone 6* Media stands –	 Written press seats
–	� Radio and TV commentators’  

and observers’ seats
–	� Photographer seats  

under observer seats
–	� Mixed zone
–	� Press conference room

Zone 7 Media centre –	 Media working area
–	 Media catering area
–	 Photographers’ room
–	� Facilities and services for media

Zone 8 Broadcast area –	T V compound
–	T V and radio studios
–	 Camera platform

Zone 9* Hospitality area –	�O fficial sponsor and  
supplier village

–	 Hospitality village
–	 Hospitality lounges
–	 Skyboxes

FIFA accreditation zones

* �Some areas (indicated with *) will require additional credentials. Supplementary Access Devices (SAD)  
will give access to certain defined areas on site; e.g. the pitch, stands and studios during this period.
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Please note that the data contained herein and in the Football Stadiums Technical 

Recommendations and Requirements remain subject to specifically agreed terms and 

conditions as set forth in the relevant hosting agreement, the stadium agreement and further 

annexes hereto and as modified and / or enhanced by FIFA from time to time so as to reflect  

any technological, commercial, operational or infrastructural developments necessary to 

produce and deliver a FIFA World Cup™ to the highest international standard.

World Cup™ 
SPACE REQUIREMENTS

Sorted by category	 page�296

Sorted by department	 page�350
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Department Page

1 Access control points 300

2 Spectator areas 300

3 Playing area 302

4 Dressing rooms (changing rooms) 304

5 Medical facilities 306

6 Doping control 306

7 FIFA offices 308

8 LOC offices & meeting rooms 312

9 Ceremonies 314

10 Merchandise shops 314

11 Service compounds 314

12 Stadium signage and decor 316

13 Hospitality areas – stadium 316

14 Hospitality areas – within stadium perimeter 320

15 Media interview areas 324

16 Press conference room 326

17 Media areas – tribune 326

Table of contents
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World Cup™ 
SPACE REQUIREMENTS

Sorted by category

Department Page

18 Stadium Media Centre 328

19 FIFA New Media areas 330

20 Broadcast compounds 330

21 Broadcast areas 330

22 Camera positions 332

23 International Broadcast Centre (IBC) 336

24 IT technical areas 336

25 Accreditation centre 338

26 Stadium ticketing centre (STC) 338

27 Volunteer centre 340

28 Flagpoles 340

29 Transport areas 340

30 Parking facilities 340

31 Security and emergency services 344

32 Auxiliary venues 346

33 Airports 348
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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m
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t*

1    Access control points

1.01 Vehicle search areas TBD TBD TBD TBD 3 LOC Stadium perimeter Must allow for efficient security clearance during arrival times.     

1.02 Mag and bag area TBD TBD TBD TBD 3 LOC Stadium perimeter     

1.03 Turnstiles TBD TBD TBD TBD 3 LOC Between stadium perimeter  
and stadium bowl.     

1.04 Ticket clearing points 2 2 4 3 Ticketing Adjacent to main 
stadium entrance 

Must be accessible from both inside and 
outside the inner perimeter or turnstile line.

Important to note that these are ticketing clearing points  
(help desks) as opposed to a ticketing office. Number of clearing 
points are subject to the number of access points to the turnstiles 
(recommend that the stadiums consider an average of four clearing 
points). Not possible at this point to confirm exactly how many 
points are required per stadium.

      

1.05 Staff entry points TBD TBD TBD TBD 3 ALL Adjacent to spectator 
turnstiles and mag & 
bags

Dedicated mag & bag chutes and turnstiles for staff access into the 
stadium. Location of these points is dependent on staff parking, 
drop-off areas and operation pathways, e.g. staff operating in the 
stadium should not queue with general spectators when accessing 
designated area and security screened as required.

  

2    Spectator areas

2.01 Commercial display – 
commercial affiliates, 
FIFA and host city

15-20 n/a 4,000- 
5,500

4,000- 
5,500

3 Marketing Stadium perimeter OAA
LOR

Between search area and turnstiles. Located 
between outer perimeter (mag & bag) and 
inner perimeter (turnstiles), or inside the 
inner perimeter.

Area for sponsors to actively demonstrate their products / entertain 
spectators. Area must be in main spectators’ flow to stadium. Level, 
compacted surface required with access to bulk services i.e. power, 
water and services provided by stadium. Area must be usable space, 
free of foliage or other obstacles, i.e. benches, water features etc. 
Area must be well lit for evening matches and accessible for larger 
vehicles and forklifts. Spectator access pathways to be a natural 
pathway to the stadium, level, drained surface from point of 
transport drop-off, pick-up and parking.

   

2.02 ATM min. 1 TBD TBD TBD 3 Marketing Internal stadium 
perimeter

ATM(s) may be supplied in public areas by 
official event bank. Existing ATM(s) must be 
disabled or removed.

Depends on contract with service provider, ISDN line and normal 
power supply. VISA / bank sponsor to inform about the quantity of 
ATMs to be supplied. 

    

2.03 Food and beverage 
concession stands

TBD TBD TBD TBD 3 Marketing Internal stadium 
perimeter and stadium 
concourses

OAA
LOR 
FLCA

Concession stands in public areas. One point of sale per 250 spectators, with 1-1.5m of counter space. 
It is important to know as much as possible about the concession 
stands as soon as possible for proper planning by the food and 
concession partners as well as the LOC appointed concessionaire. 
Exclusive use of existing catering stands and equipment augmented 
by temporary catering facilities. Access to water, power and 
drainage.

     

2.04 Spectator seating TBD TBD TBD TBD 3 Ticketing Stadium bowl OAA
LOR

Modular seating to be installed six (6) months prior to the start of 
the FWC. Mobility-iImpaired seating numbers to be reflective of 
the international standard in relation to stadium capacity. Careful 
consideration must be given to Mobility-impaired pathways, ramps, 
lifts, toilets and sanitary and other services from their point of arrival 
to their seating positions and back. The above-mentioned services 
are inclusive of VVIP / VIP areas. Audio description services to be 
considered for spectators.

  

2.05 Spectator medical centre TBD TBD TBD TBD 3 LOC Stadium bowl / perimeter     
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World Cup™ 
SPACE REQUIREMENTS
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HV
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14
Te
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s1

5

UP
S

17

Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex

Te
le

vi
sio

n 
fe

ed

IT
 n

et
w

or
k 

co
nn

ec
t1

6

* The abbreviations refer to the following documents:

1    Access control points

1.01 Vehicle search areas TBD TBD TBD TBD 3 LOC Stadium perimeter Must allow for efficient security clearance during arrival times.     

1.02 Mag and bag area TBD TBD TBD TBD 3 LOC Stadium perimeter     

1.03 Turnstiles TBD TBD TBD TBD 3 LOC Between stadium perimeter  
and stadium bowl.     

1.04 Ticket clearing points 2 2 4 3 Ticketing Adjacent to main 
stadium entrance 

Must be accessible from both inside and 
outside the inner perimeter or turnstile line.

Important to note that these are ticketing clearing points  
(help desks) as opposed to a ticketing office. Number of clearing 
points are subject to the number of access points to the turnstiles 
(recommend that the stadiums consider an average of four clearing 
points). Not possible at this point to confirm exactly how many 
points are required per stadium.

      

1.05 Staff entry points TBD TBD TBD TBD 3 ALL Adjacent to spectator 
turnstiles and mag & 
bags

Dedicated mag & bag chutes and turnstiles for staff access into the 
stadium. Location of these points is dependent on staff parking, 
drop-off areas and operation pathways, e.g. staff operating in the 
stadium should not queue with general spectators when accessing 
designated area and security screened as required.

  

2    Spectator areas

2.01 Commercial display – 
commercial affiliates, 
FIFA and host city

15-20 n/a 4,000- 
5,500

4,000- 
5,500

3 Marketing Stadium perimeter OAA
LOR

Between search area and turnstiles. Located 
between outer perimeter (mag & bag) and 
inner perimeter (turnstiles), or inside the 
inner perimeter.

Area for sponsors to actively demonstrate their products / entertain 
spectators. Area must be in main spectators’ flow to stadium. Level, 
compacted surface required with access to bulk services i.e. power, 
water and services provided by stadium. Area must be usable space, 
free of foliage or other obstacles, i.e. benches, water features etc. 
Area must be well lit for evening matches and accessible for larger 
vehicles and forklifts. Spectator access pathways to be a natural 
pathway to the stadium, level, drained surface from point of 
transport drop-off, pick-up and parking.

   

2.02 ATM min. 1 TBD TBD TBD 3 Marketing Internal stadium 
perimeter

ATM(s) may be supplied in public areas by 
official event bank. Existing ATM(s) must be 
disabled or removed.

Depends on contract with service provider, ISDN line and normal 
power supply. VISA / bank sponsor to inform about the quantity of 
ATMs to be supplied. 

    

2.03 Food and beverage 
concession stands

TBD TBD TBD TBD 3 Marketing Internal stadium 
perimeter and stadium 
concourses

OAA
LOR 
FLCA

Concession stands in public areas. One point of sale per 250 spectators, with 1-1.5m of counter space. 
It is important to know as much as possible about the concession 
stands as soon as possible for proper planning by the food and 
concession partners as well as the LOC appointed concessionaire. 
Exclusive use of existing catering stands and equipment augmented 
by temporary catering facilities. Access to water, power and 
drainage.

     

2.04 Spectator seating TBD TBD TBD TBD 3 Ticketing Stadium bowl OAA
LOR

Modular seating to be installed six (6) months prior to the start of 
the FWC. Mobility-iImpaired seating numbers to be reflective of 
the international standard in relation to stadium capacity. Careful 
consideration must be given to Mobility-impaired pathways, ramps, 
lifts, toilets and sanitary and other services from their point of arrival 
to their seating positions and back. The above-mentioned services 
are inclusive of VVIP / VIP areas. Audio description services to be 
considered for spectators.

  

2.05 Spectator medical centre TBD TBD TBD TBD 3 LOC Stadium bowl / perimeter     
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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3    Playing area

3.01 Pitch 1 25 105x68 125x85 1 Competitions LOTG  
TMD

Service tunnel, players’ tunnel This is the area where the match is played, includes area behind 
the goals and touchlines. Space must be large enough for warm-up 
area behind goal lines. A minimum of 5m beyond the touchlines 
and 5m beyond the goal lines must be of the same surface material 
as the playing field. Pitch must have a minimum 6 weeks rest period 
prior to first match at the stadium.

  

3.02 Players’ tunnel 1 90 4-6m width 
min 15m 
length

60-90 1 Competitions Main stand LOTG Dressing rooms and entry point  
from main stand to pitch

An extendable tunnel protector is required from the mouth of the 
players’ tunnel beyond the first row of spectator seats – width to 
accommodate six people abreast.

  

3.03 Substitutes’ bench 2 23 23 seats 
x 1m

46 1 Competitions Main stand LOTG Main stand, Players’ tunnel These are seats for the substitutes in designated positions next 
to the pitch adjacent to the main stand. The bench includes 
transparent heat reflecting / minimising Plexiglas™ cover.

  

3.04 Fourth official’s bench 1 4 4 seats 
x 1m

4 1 Competitions Main stand LOTG Between substitutes’ benches Same design as substitute benches. Provides seating for one match 
official and three event coordinators. The reserve assistant referee will 
be seated elsewhere along the touchlines, either on their own bench 
with Plexiglas™ cover or with the stretcher-bearers, preferably on the 
side of Team A’s substitutes’ bench.

     

3.05 Players’ outdoor warm-up area 2 14 3 x 30 90 1 Competitions Goal side FSTRR Behind both goals and 
photographer positions

This is the area where the substitute players warm-up during the 
match. The warm-up area surface should be the same as the playing 
surface i.e. grass or artificial turf with proper cushioning. Each area 
to cater for 6 players and 2 officials. Should sufficient space not  
be available behind the goals, a shared warm-up area behind 
assistant referee 1 must be provided. This area must cater for  
3 players and one official per team.

 

3.06 Infotainment desk 1 4 8 x 1 8 1 LOC Main stand Either behind the substitutes’ bench  
of Team A or Team B

This is the location from which stadium infotainment operations are 
controlled and requires power and data points. Incorporate noise 
reduction elements in the design. Alternative location could be in 
the main stand within the CCR located adjacent to the Stadium 
Operations Centre.

    

3.07 Photographers’ positions 4 150-250 TBD TBD 1 Media Goal side and opposite 
touchline

FMR There are four (4) designated positions, 
namely, behind the goal line at the corner 
flags and extending up to the halfway line 
on the touchline on the opposite side to the 
main stand.

Include media chairs behind goals. Domestic power to be supplied 
according to FIFA requirements. Internet access required.

    

3.08 Pitch to spectator seat – 
goal side 

TBD TBD TBD TBD 1 Competitions Goal side FSTRR Pitch Min. 10m. In addition refer to 3.10

3.09 Pitch to spectator seat – 
touchlines

TBD TBD TBD TBD 1 Competitions Touchlines FSTRR Pitch Min 8.5m. In addition refer to 3.10

3.10 Pitch protection TBD TBD TBD TBD 1 Competitions / 
Security

Pitch perimeter FSR Between pitch access and the first row  
of spectator seats.

Can be in the form of pitch protection barriers and / or security 
personnel. There are various products available in the market which 
assist in the deterrent of pitch invasions and provides a safe and 
efficient movement of spectators from their seats to the pitch in the 
event of an emergency evacuation. 

  

3.11 Advertising boards – 
pitch perimeter

TBD TBD TBD TBD 1 Marketing Pitch FSTRR Requires access to dedicated power supply with synchronised 
back-up supply for LED advertising boards. LED advertising boards 
measure between 0.90m-1.00m in height.

  
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* The abbreviations refer to the following documents:

3    Playing area

3.01 Pitch 1 25 105x68 125x85 1 Competitions LOTG  
TMD

Service tunnel, players’ tunnel This is the area where the match is played, includes area behind 
the goals and touchlines. Space must be large enough for warm-up 
area behind goal lines. A minimum of 5m beyond the touchlines 
and 5m beyond the goal lines must be of the same surface material 
as the playing field. Pitch must have a minimum 6 weeks rest period 
prior to first match at the stadium.

  

3.02 Players’ tunnel 1 90 4-6m width 
min 15m 
length

60-90 1 Competitions Main stand LOTG Dressing rooms and entry point  
from main stand to pitch

An extendable tunnel protector is required from the mouth of the 
players’ tunnel beyond the first row of spectator seats – width to 
accommodate six people abreast.

  

3.03 Substitutes’ bench 2 23 23 seats 
x 1m

46 1 Competitions Main stand LOTG Main stand, Players’ tunnel These are seats for the substitutes in designated positions next 
to the pitch adjacent to the main stand. The bench includes 
transparent heat reflecting / minimising Plexiglas™ cover.

  

3.04 Fourth official’s bench 1 4 4 seats 
x 1m

4 1 Competitions Main stand LOTG Between substitutes’ benches Same design as substitute benches. Provides seating for one match 
official and three event coordinators. The reserve assistant referee will 
be seated elsewhere along the touchlines, either on their own bench 
with Plexiglas™ cover or with the stretcher-bearers, preferably on the 
side of Team A’s substitutes’ bench.

     

3.05 Players’ outdoor warm-up area 2 14 3 x 30 90 1 Competitions Goal side FSTRR Behind both goals and 
photographer positions

This is the area where the substitute players warm-up during the 
match. The warm-up area surface should be the same as the playing 
surface i.e. grass or artificial turf with proper cushioning. Each area 
to cater for 6 players and 2 officials. Should sufficient space not  
be available behind the goals, a shared warm-up area behind 
assistant referee 1 must be provided. This area must cater for  
3 players and one official per team.

 

3.06 Infotainment desk 1 4 8 x 1 8 1 LOC Main stand Either behind the substitutes’ bench  
of Team A or Team B

This is the location from which stadium infotainment operations are 
controlled and requires power and data points. Incorporate noise 
reduction elements in the design. Alternative location could be in 
the main stand within the CCR located adjacent to the Stadium 
Operations Centre.

    

3.07 Photographers’ positions 4 150-250 TBD TBD 1 Media Goal side and opposite 
touchline

FMR There are four (4) designated positions, 
namely, behind the goal line at the corner 
flags and extending up to the halfway line 
on the touchline on the opposite side to the 
main stand.

Include media chairs behind goals. Domestic power to be supplied 
according to FIFA requirements. Internet access required.

    

3.08 Pitch to spectator seat – 
goal side 

TBD TBD TBD TBD 1 Competitions Goal side FSTRR Pitch Min. 10m. In addition refer to 3.10

3.09 Pitch to spectator seat – 
touchlines

TBD TBD TBD TBD 1 Competitions Touchlines FSTRR Pitch Min 8.5m. In addition refer to 3.10

3.10 Pitch protection TBD TBD TBD TBD 1 Competitions / 
Security

Pitch perimeter FSR Between pitch access and the first row  
of spectator seats.

Can be in the form of pitch protection barriers and / or security 
personnel. There are various products available in the market which 
assist in the deterrent of pitch invasions and provides a safe and 
efficient movement of spectators from their seats to the pitch in the 
event of an emergency evacuation. 

  

3.11 Advertising boards – 
pitch perimeter

TBD TBD TBD TBD 1 Marketing Pitch FSTRR Requires access to dedicated power supply with synchronised 
back-up supply for LED advertising boards. LED advertising boards 
measure between 0.90m-1.00m in height.

  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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3    Playing area

3.12 Advertising boards – 
blind side

TBD TBD 4m x 0.7m 
per board

Min. 
60m total 
around 
benches

1 Marketing Pitch FSTRR Position to the left and right of the  
substitutes’ benches.

Can be attached to fencing or stadium bowl pitch perimeter.  
Blind side boards on main touchline measure 14 units of 4m  
wide by 0.70m in height.  

3.13 Service tunnel 2 TBD TBD TBD 1 LOC Stadium bowl FSTRR Access directly onto field level from stadium 
perimeter.

Four tunnels in the stadium corners are ideal to support 
pitch ventilation. Tunnel height to accommodate service vehicles 
(min 5m).

  

3.14 Video screens / boards 2 TBD TBD 3/4 LOC Stadium bowl TA Ideally seen from every seat in the stadium. FIFA Competitions provides guidelines with respect to what content 
is captured on video boards. Video boards to incorporate both a 
scoreboard and clock. FIFA TV & Competitions provide content and 
guidelines with respect to what is shown on the screens. 

     

3.15 Interior stadium bowl flags TBD TBD TBD 3 Competitions Stadium bowl FFG Sufficient space and erecting options to 
accommodate the flags.

May include FIFA, fair play, confederations, national, United Nations 
and IOC flags. Flag dimensions must be proportional with the 
stadium bowl. Positioning of the flags must take into consideration 
the stadium floodlights in order for the flags to be visible from all 
areas (pitch / VVIP / VIP).

  

3.16 Floodlights TBD TBD TBD 3 LOC Stadium bowl TA The floodlights are for the illumination of the field of play,  
with yielding of shadowless environment and iin accordance with 
requirements by FIFA TV. Uninterrupted power supporting continual 
lighting lux to be supplied. 

   

3.17 Contingency pitch TBD Min. 
105m x 

68m

Min.
125m x 

85m

n/a Competitions / 
LOC

Off site FSTRR 
TMD 
HA 

Within close proximity to the stadium / 
host city.

Contingency pitch for the stadium if required. To include necessary 
equipment and manpower to install pitch when required.    

4    Dressing rooms (changing rooms)

4.01 Team A, dressing room 1 23   80 250 2 Competitions Main stand FSTRR Coach drop-off, doping control, 
flash-interview areas

This is the main dressing room for Team A and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       

4.02 Showers & toilet facilities, 
Team A

1 11   50 included 
in 4.01

2 Competitions Main stand FSTRR Within players’ dressing room area Minimum eleven shower heads. Towel hooks to be placed in an 
area next to showers for players to dry off. To include toilets, urinals 
and sinks with mirrors.

 

4.03 Massage room, Team A 1 8   40 included 
in 4.01

2 Competitions Main stand FSTRR Adjacent to players’ dressing room area. The space would include 3 massage tables, utility table and
ice machine.    

4.04 Kit manager’s room, Team A 1 3   25 included 
in 4.01

2 Competitions Main stand FSTRR Players’ dressing rooms and, if provided, 
indoor warm-up area

This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress to this area must be accessible for large 
equipment.

  

4.05 Coaches and technical room, 
Team A

1 4   30 included 
in 4.01

2 Competitions Main stand FSTRR Adjacent to players’ dressing-room area. Provide four lockers, chairs, table, one toilet and one shower.
      

4.06 Refreshment / utility area, 
Team A

1 TBD   25 included 
in 4.01

2 Competitions Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
by players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

4.07 Players’ indoor warm-up area, 
Team A

1 23 100 100 2 Competitions Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double-
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

4.08 Team B, dressing room 1 23   80 250 2 Competitions Main stand FSTRR Coach drop-off, doping control,  
flash-interview areas.

This is the main dressing room for Team B and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       
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* The abbreviations refer to the following documents:

3    Playing area

3.12 Advertising boards – 
blind side

TBD TBD 4m x 0.7m 
per board

Min. 
60m total 
around 
benches

1 Marketing Pitch FSTRR Position to the left and right of the  
substitutes’ benches.

Can be attached to fencing or stadium bowl pitch perimeter.  
Blind side boards on main touchline measure 14 units of 4m  
wide by 0.70m in height.  

3.13 Service tunnel 2 TBD TBD TBD 1 LOC Stadium bowl FSTRR Access directly onto field level from stadium 
perimeter.

Four tunnels in the stadium corners are ideal to support 
pitch ventilation. Tunnel height to accommodate service vehicles 
(min 5m).

  

3.14 Video screens / boards 2 TBD TBD 3/4 LOC Stadium bowl TA Ideally seen from every seat in the stadium. FIFA Competitions provides guidelines with respect to what content 
is captured on video boards. Video boards to incorporate both a 
scoreboard and clock. FIFA TV & Competitions provide content and 
guidelines with respect to what is shown on the screens. 

     

3.15 Interior stadium bowl flags TBD TBD TBD 3 Competitions Stadium bowl FFG Sufficient space and erecting options to 
accommodate the flags.

May include FIFA, fair play, confederations, national, United Nations 
and IOC flags. Flag dimensions must be proportional with the 
stadium bowl. Positioning of the flags must take into consideration 
the stadium floodlights in order for the flags to be visible from all 
areas (pitch / VVIP / VIP).

  

3.16 Floodlights TBD TBD TBD 3 LOC Stadium bowl TA The floodlights are for the illumination of the field of play,  
with yielding of shadowless environment and iin accordance with 
requirements by FIFA TV. Uninterrupted power supporting continual 
lighting lux to be supplied. 

   

3.17 Contingency pitch TBD Min. 
105m x 

68m

Min.
125m x 

85m

n/a Competitions / 
LOC

Off site FSTRR 
TMD 
HA 

Within close proximity to the stadium / 
host city.

Contingency pitch for the stadium if required. To include necessary 
equipment and manpower to install pitch when required.    

4    Dressing rooms (changing rooms)

4.01 Team A, dressing room 1 23   80 250 2 Competitions Main stand FSTRR Coach drop-off, doping control, 
flash-interview areas

This is the main dressing room for Team A and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       

4.02 Showers & toilet facilities, 
Team A

1 11   50 included 
in 4.01

2 Competitions Main stand FSTRR Within players’ dressing room area Minimum eleven shower heads. Towel hooks to be placed in an 
area next to showers for players to dry off. To include toilets, urinals 
and sinks with mirrors.

 

4.03 Massage room, Team A 1 8   40 included 
in 4.01

2 Competitions Main stand FSTRR Adjacent to players’ dressing room area. The space would include 3 massage tables, utility table and
ice machine.    

4.04 Kit manager’s room, Team A 1 3   25 included 
in 4.01

2 Competitions Main stand FSTRR Players’ dressing rooms and, if provided, 
indoor warm-up area

This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress to this area must be accessible for large 
equipment.

  

4.05 Coaches and technical room, 
Team A

1 4   30 included 
in 4.01

2 Competitions Main stand FSTRR Adjacent to players’ dressing-room area. Provide four lockers, chairs, table, one toilet and one shower.
      

4.06 Refreshment / utility area, 
Team A

1 TBD   25 included 
in 4.01

2 Competitions Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
by players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

4.07 Players’ indoor warm-up area, 
Team A

1 23 100 100 2 Competitions Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double-
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

4.08 Team B, dressing room 1 23   80 250 2 Competitions Main stand FSTRR Coach drop-off, doping control,  
flash-interview areas.

This is the main dressing room for Team B and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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4    Dressing rooms (changing rooms)

4.09 Showers & toilet facilities, 
Team B

1 11   50 included 
in 4.08

2 Competitions Main stand FSTRR Within players’ dressing-room area. Minimum eleven (11) shower heads. Towel hooks to be placed 
in an area next to showers for players to dry off. To include toilets, 
urinals and sinks with mirrors.

  

4.10 Massage room, Team B 1 8 40 included 
in 4.08

2 Competitions Main stand FSTRR Adjacent to players’ dressing-room area. The space would include 3 massage tables, utility table and 
ice machine.   

4.11 Kit manager’s room, Team B 1 3 25 included 
in 4.08

2 Competitions Main stand FSTRR Players’ dressing room This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress to this area must be accessible for large 
equipment.

  

4.12 Coaches and technical room, 
Team B

1 4 30 included 
in 4.08

2 Competitions Main stand FSTRR Adjacent to players’ dressing-room area. Provide four lockers, chairs, table, one toilet and one shower.
      

4.13 Refreshment / utility area, 
Team B

1 TBD 25 included 
in 4.08

2 Competitions Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
by players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

4.14 Players’ indoor warm-up area, 
Team B

1 23 100 100 2 Competitions Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double-
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

4.15 Referees 1 - dressing room 1 5-7 24-35 24-35 2 Competitions Main stand FSTRR Players’ dressing room Provide seven lockers, massage table, desk and chairs.       

4.16 Referees 2 - dressing room 1 2 16 16 2 Competitions Main stand FSTRR Players’ dressing room Provide two lockers, massage table, desk and chairs.       

4.17 Referees’ showers 1 1 3 3 x 1.5m 5 2 Competitions Main stand FSTRR Within the referees’ dressing room. Provide three showers (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

4.18 Referees’ showers 2 1 2 2 x 1.5m 3 2 Competitions Main stand FSTRR Within the referees’ dressing room. Provide one shower (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

5    Medical facilities

5.01 Stretcher-bearers’ and medical 
team area

2 3 / 4 8 16 1 Medical Main stand LOTG Close to players’ tunnel, emergency services 
and adjacent to substitutes’ benches.

This is the position for medical personnel on the field, 5-8m from 
the touchline. Incorporates heat reflecting / minimising Plexiglas™ 
cover. The reserve assistant referee may be seated on the stretcher-
bearers’ bench to the left of the substitutes’ bench of Team A.

 

5.02 Players’ medical room 1 4 50 50 2 Medical Main stand FSTRR Close to players’ tunnel and  
emergency services.

Used for players and team officials working close to the pitch. 
Stretcher access from the medical room to parking area for 
ambulances required. Refer to section 30, “Parking facilities”.

      

5.03 Medical officer’s room 1 2 incl. 5.02 incl. 5.02 2 Medical Main stand FSTRR Close to players’ tunnel and  
emergency services.       

6    Doping control

6.01 Waiting room 1 8 16 16 2 Medical Main stand FSTRR Close to players’ dressing rooms and 6.02. This is the area where players wait to be tested. The doping control 
room is connected to the waiting room and medical office. Must 
contain refrigerator with unopened drinks in plastic bottles, TV and 
waste bin.

    

6.02 Medical office 1 4 16 16 2 Medical Main stand FSTRR Close to players’ dressing rooms / 
tunnel and emergency services.

Must be well ventilated, brightly lit with easily washable and 
non-slippery floors. Must contain two desks with four chairs, one 
lockable cabinet, two waste bins, wash basin and a mirror.

      



Re
fe

re
nc

e 

   
do

cu
m

en
t*

Football  StadiUMS 307

World Cup™ 
SPACE REQUIREMENTS

Re
fe

re
nc

e 

   
do

cu
m

en
t*

Af
fin

ity
11

Co
m

m
en

ts

Pe
rm

an
en

t1
2

Te
m

po
ra

ry
12

Sh
ar

ed
13

De
di

ca
te

d
13

HV
AC

14
Te

le
co

m
s1

5

UP
S

17

Sorted by category

BMR	B roadcast Media Rights  
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* The abbreviations refer to the following documents:

4    Dressing rooms (changing rooms)

4.09 Showers & toilet facilities, 
Team B

1 11   50 included 
in 4.08

2 Competitions Main stand FSTRR Within players’ dressing-room area. Minimum eleven (11) shower heads. Towel hooks to be placed 
in an area next to showers for players to dry off. To include toilets, 
urinals and sinks with mirrors.

  

4.10 Massage room, Team B 1 8 40 included 
in 4.08

2 Competitions Main stand FSTRR Adjacent to players’ dressing-room area. The space would include 3 massage tables, utility table and 
ice machine.   

4.11 Kit manager’s room, Team B 1 3 25 included 
in 4.08

2 Competitions Main stand FSTRR Players’ dressing room This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress to this area must be accessible for large 
equipment.

  

4.12 Coaches and technical room, 
Team B

1 4 30 included 
in 4.08

2 Competitions Main stand FSTRR Adjacent to players’ dressing-room area. Provide four lockers, chairs, table, one toilet and one shower.
      

4.13 Refreshment / utility area, 
Team B

1 TBD 25 included 
in 4.08

2 Competitions Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
by players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

4.14 Players’ indoor warm-up area, 
Team B

1 23 100 100 2 Competitions Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double-
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

4.15 Referees 1 - dressing room 1 5-7 24-35 24-35 2 Competitions Main stand FSTRR Players’ dressing room Provide seven lockers, massage table, desk and chairs.       

4.16 Referees 2 - dressing room 1 2 16 16 2 Competitions Main stand FSTRR Players’ dressing room Provide two lockers, massage table, desk and chairs.       

4.17 Referees’ showers 1 1 3 3 x 1.5m 5 2 Competitions Main stand FSTRR Within the referees’ dressing room. Provide three showers (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

4.18 Referees’ showers 2 1 2 2 x 1.5m 3 2 Competitions Main stand FSTRR Within the referees’ dressing room. Provide one shower (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

5    Medical facilities

5.01 Stretcher-bearers’ and medical 
team area

2 3 / 4 8 16 1 Medical Main stand LOTG Close to players’ tunnel, emergency services 
and adjacent to substitutes’ benches.

This is the position for medical personnel on the field, 5-8m from 
the touchline. Incorporates heat reflecting / minimising Plexiglas™ 
cover. The reserve assistant referee may be seated on the stretcher-
bearers’ bench to the left of the substitutes’ bench of Team A.

 

5.02 Players’ medical room 1 4 50 50 2 Medical Main stand FSTRR Close to players’ tunnel and  
emergency services.

Used for players and team officials working close to the pitch. 
Stretcher access from the medical room to parking area for 
ambulances required. Refer to section 30, “Parking facilities”.

      

5.03 Medical officer’s room 1 2 incl. 5.02 incl. 5.02 2 Medical Main stand FSTRR Close to players’ tunnel and  
emergency services.       

6    Doping control

6.01 Waiting room 1 8 16 16 2 Medical Main stand FSTRR Close to players’ dressing rooms and 6.02. This is the area where players wait to be tested. The doping control 
room is connected to the waiting room and medical office. Must 
contain refrigerator with unopened drinks in plastic bottles, TV and 
waste bin.

    

6.02 Medical office 1 4 16 16 2 Medical Main stand FSTRR Close to players’ dressing rooms / 
tunnel and emergency services.

Must be well ventilated, brightly lit with easily washable and 
non-slippery floors. Must contain two desks with four chairs, one 
lockable cabinet, two waste bins, wash basin and a mirror.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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6    Doping control

6.03 Toilet 1 2 4 4 2 Medical Main stand FSTRR Close to players’ dressing rooms and 6.02. Toilets must be linked to the medical office and large enough for 
two people. Must be well ventilated, brightly lit with easily washable 
and non-slippery floors. Must contain a toilet, wash basin, mirror, 
shower and a waste bin.

   

7    FIFA offices

7.01 General coordinator’s (GC) 
office

1 2-3 40 40 2 Competitions Main stand FSTRR Players’ dressing rooms and tunnel This is the office for the FIFA representatives managing
match day operations.        

7.02 GC meeting room (crisis 
management)

1 10 50 50 2/4 Competitions Main stand FSTRR Adjacent to or within general coordinator’s 
or match commissioner’s office       

7.03 GC storage room 1 n/a 20 20 2 Competitions Main stand FSTRR Can be located within the general 
coordinator’s office

Lockable and secure location required
  

7.04 Match coordination 
meeting room

1 40 100 100 2/4 Competitions Main stand FSTRR Within stadium secure perimeter, 
ideally with view of the pitch

Match coordination room required for match day minus one 
meetings. Ideally, the room should have a pleasant ambience for 
meeting team representatives. 

      

7.05 Match commissioner office 1 1 60 60 2/4 Competitions Main stand FSTRR As close as possible to general 
coordinator’s office

May include areas listed in 7.6-7.10.
       

7.06 Head of delegation’s office 1 1 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR       

7.07 Technical Study Group office 1 2-3 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR       

7.08 Referees Committee member’s 
office

1 1 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR
      

7.09 Referees’ assessor 1 1 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR       

7.10 Referees’ video specialist  
office

1 2 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR
      

7.11 Security office 1 2 20 20 2 Competitions Main stand FSTRR Close proximity to general 
coordinator’s office

Ideally located near or with LOC security office
       

7.12 Youth programme 1 100 300 300 2/4 Marketing Main stand (lower level) OAA
LOR

Within minimum walking distance from 
stadium, max. 300-400m from pitch. Ideally 
situated adjacent to an outdoor playing area.

Room ideally adjacent to the stadium bowl but within the perimeter 
of the stadium for players’ escorts, flag-bearers and ball kids. 
Should be an open area for meals and recreation and ideally have 
an outdoor playing area. Changing rooms and toilets for both boys 
and girls are essential.

      

7.13 Ball kids holding room  
and toilets

1 TBD 30-40 30-40 2/4 Marketing Main stand Required area with toilet for ball kids during the half-time 
break only. Does not need to be in the stadium technical zone but 
must have easy access to and from the pitch.

  

7.14 Mascot dressing room 1 3-4 10 10 2/4 Marketing Main stand Close proximity to players’ tunnel / pitch Access to toilets       

7.15 Marketing office 1 4-5 50 50 2/4 Marketing Main stand OAA
LOR

Within close proximity to general 
coordinator’s office

Typically used on match days and / or when the general coordinator 
will be working from the stadium. Lockable cabinet required.        

7.16 Rights protection programme 
(RPP) office

1 1-2 20 20 4 Marketing Main stand OAA
LOR

Ideally next to or integrated within FIFA 
Marketing office, however, accreditation 
zones should be respected (Zone 4) and not 
in the restricted competitions area (Zone 2).

The RPP office in the stadium is generally used on match days.

      
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* The abbreviations refer to the following documents:

6    Doping control

6.03 Toilet 1 2 4 4 2 Medical Main stand FSTRR Close to players’ dressing rooms and 6.02. Toilets must be linked to the medical office and large enough for 
two people. Must be well ventilated, brightly lit with easily washable 
and non-slippery floors. Must contain a toilet, wash basin, mirror, 
shower and a waste bin.

   

7    FIFA offices

7.01 General coordinator’s (GC) 
office

1 2-3 40 40 2 Competitions Main stand FSTRR Players’ dressing rooms and tunnel This is the office for the FIFA representatives managing
match day operations.        

7.02 GC meeting room (crisis 
management)

1 10 50 50 2/4 Competitions Main stand FSTRR Adjacent to or within general coordinator’s 
or match commissioner’s office       

7.03 GC storage room 1 n/a 20 20 2 Competitions Main stand FSTRR Can be located within the general 
coordinator’s office

Lockable and secure location required
  

7.04 Match coordination 
meeting room

1 40 100 100 2/4 Competitions Main stand FSTRR Within stadium secure perimeter, 
ideally with view of the pitch

Match coordination room required for match day minus one 
meetings. Ideally, the room should have a pleasant ambience for 
meeting team representatives. 

      

7.05 Match commissioner office 1 1 60 60 2/4 Competitions Main stand FSTRR As close as possible to general 
coordinator’s office

May include areas listed in 7.6-7.10.
       

7.06 Head of delegation’s office 1 1 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR       

7.07 Technical Study Group office 1 2-3 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR       

7.08 Referees Committee member’s 
office

1 1 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR
      

7.09 Referees’ assessor 1 1 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR       

7.10 Referees’ video specialist  
office

1 2 incl. 7.05 incl. 7.05 2/4 Competitions Main stand FSTRR
      

7.11 Security office 1 2 20 20 2 Competitions Main stand FSTRR Close proximity to general 
coordinator’s office

Ideally located near or with LOC security office
       

7.12 Youth programme 1 100 300 300 2/4 Marketing Main stand (lower level) OAA
LOR

Within minimum walking distance from 
stadium, max. 300-400m from pitch. Ideally 
situated adjacent to an outdoor playing area.

Room ideally adjacent to the stadium bowl but within the perimeter 
of the stadium for players’ escorts, flag-bearers and ball kids. 
Should be an open area for meals and recreation and ideally have 
an outdoor playing area. Changing rooms and toilets for both boys 
and girls are essential.

      

7.13 Ball kids holding room  
and toilets

1 TBD 30-40 30-40 2/4 Marketing Main stand Required area with toilet for ball kids during the half-time 
break only. Does not need to be in the stadium technical zone but 
must have easy access to and from the pitch.

  

7.14 Mascot dressing room 1 3-4 10 10 2/4 Marketing Main stand Close proximity to players’ tunnel / pitch Access to toilets       

7.15 Marketing office 1 4-5 50 50 2/4 Marketing Main stand OAA
LOR

Within close proximity to general 
coordinator’s office

Typically used on match days and / or when the general coordinator 
will be working from the stadium. Lockable cabinet required.        

7.16 Rights protection programme 
(RPP) office

1 1-2 20 20 4 Marketing Main stand OAA
LOR

Ideally next to or integrated within FIFA 
Marketing office, however, accreditation 
zones should be respected (Zone 4) and not 
in the restricted competitions area (Zone 2).

The RPP office in the stadium is generally used on match days.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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7    FIFA offices

7.17 RPP meeting room 1 8-10 50 50 4 Marketing Main stand OAA
LOR

Must be located in Zone 4 so local authorities 
may have access to this area.

Can be a shared space and used for other meetings when not 
required. The RPP manager will use this room to meet with 
authorities on match days.

      

7.18 RPP storage room 1 n/a 50 50 3/4 Marketing Main stand Must be lockable and accessible to those 
without Zone 4 accreditation.

Storage for counterfeit and illegal products seized at the stadium.
  

7.19 Coca-Cola logistics office 1 2 25 25 3/4/9 Marketing Main stand Located within secure perimeter of stadium. 
Not co-located with FIFA marketing staff. 
Needs good access to public concessions 
areas and should not be too far if located 
outside the stadium.

This office is for the Coca-Cola staff to manage deliveries and 
quantities of VIK and product for concessions. May be located 
within the back-of-house compound.       

7.20 Cash-handling office 1 2 30 30 4 Marketing Stadium bowl Secure non-public area, access to 
merchandise and F&B outlets.

Area required for a safe where merchandise and F&B outlets can 
deposit excess cash.    

7.21 Storage for credit card 
payment devices

1 2 3 3 3/4 Marketing Stadium bowl Accessible to credit card payment solution 
provider but not in general spectator area.

Used for general storage and repair of credit card payment devices 
used at F&B and merchandise Concessions.    

7.22 LED advertising boards 
operator position

1 2 15 15 4 Marketing Pitch / main stand Located on pitch or in a cabin either with 
unobstructed views of all three lines of LED 
advertising boards.

Required for the operation of the advertising boards. Must be air-
conditioned due to computer equipment used in this room. Also 
used for meetings.

       

7.23 Merchandise concessionaire 
office

1 2 20 20 3/4 Marketing Back of house Back-of-house area ideally located near to 
the storage location of the merchandise 
concessionaire.

Office location for merchandise concessionaire, for general 
operations       

7.24 F&B concessionaire office 1 3-4 40 40 3/4 Marketing Near F&B storage / 
delivery area

Back-of-house area ideally located near to the 
storage location of the F&B concessionaire.

Office location for F&B concessionaire, for general operations.
      

7.25 Signage / advertising 
boards storage

1 n/a 100 100 4 Marketing Stadium bowl OAA
LOR

Close proximity to service tunnels. In the event LED boards or rotational boards are installed at the 
stadium, a location for two containers is required in proximity to the 
stadium in addition to a storage location near the pitch. Access to 
power required.

  

7.26 Media hot desk 1 1 TBD TBD 2 Media Main stand As close as possible to general 
coordinator’s office        

7.27 Hospitality office 1 2-4 25 25 4/9 Hospitality Main stand       

7.28 Hospitality rights holder office 1 2-4 25 25 9 Hospitality Main stand Adjacent to the hospitality areas       

7.29 Protocol office 1 4 25 25 5 Protocol Main stand Office should be located close to 
VIP reception desk.

Ideally located near or with LOC protocol office
      

7.30 IT stadium infrastructure 
support

1 5 30 30 TBD MATCH IT Stadium bowl FITR Within the stadium inner perimeter. Easily 
accessible during the non-exclusive and 
exclusive use period. 

Within the stadium bowl but outside the competition areas and 
VIP / VVIP facilities.       

7.31 Central results system 1 TBD 40 40 2/4 Content 
Management

Main stand General coordinator’s office,  
FIFA media office       

7.32 IT command centre (ITCC) 1 60 650 650 TBD MATCH IT FITR IBC / broadcast areas / HQ Located within the IBC for the FWC and FIFA HQ or 
broadcast areas during the FCC.       

7.33 IT liaison 1 1 10 10 2/4 MATCH IT Main stand FITR Located within the FIFA general office space.       
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 
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FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
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FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 
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OAA 	�O rganising Association
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* The abbreviations refer to the following documents:

7    FIFA offices

7.17 RPP meeting room 1 8-10 50 50 4 Marketing Main stand OAA
LOR

Must be located in Zone 4 so local authorities 
may have access to this area.

Can be a shared space and used for other meetings when not 
required. The RPP manager will use this room to meet with 
authorities on match days.

      

7.18 RPP storage room 1 n/a 50 50 3/4 Marketing Main stand Must be lockable and accessible to those 
without Zone 4 accreditation.

Storage for counterfeit and illegal products seized at the stadium.
  

7.19 Coca-Cola logistics office 1 2 25 25 3/4/9 Marketing Main stand Located within secure perimeter of stadium. 
Not co-located with FIFA marketing staff. 
Needs good access to public concessions 
areas and should not be too far if located 
outside the stadium.

This office is for the Coca-Cola staff to manage deliveries and 
quantities of VIK and product for concessions. May be located 
within the back-of-house compound.       

7.20 Cash-handling office 1 2 30 30 4 Marketing Stadium bowl Secure non-public area, access to 
merchandise and F&B outlets.

Area required for a safe where merchandise and F&B outlets can 
deposit excess cash.    

7.21 Storage for credit card 
payment devices

1 2 3 3 3/4 Marketing Stadium bowl Accessible to credit card payment solution 
provider but not in general spectator area.

Used for general storage and repair of credit card payment devices 
used at F&B and merchandise Concessions.    

7.22 LED advertising boards 
operator position

1 2 15 15 4 Marketing Pitch / main stand Located on pitch or in a cabin either with 
unobstructed views of all three lines of LED 
advertising boards.

Required for the operation of the advertising boards. Must be air-
conditioned due to computer equipment used in this room. Also 
used for meetings.

       

7.23 Merchandise concessionaire 
office

1 2 20 20 3/4 Marketing Back of house Back-of-house area ideally located near to 
the storage location of the merchandise 
concessionaire.

Office location for merchandise concessionaire, for general 
operations       

7.24 F&B concessionaire office 1 3-4 40 40 3/4 Marketing Near F&B storage / 
delivery area

Back-of-house area ideally located near to the 
storage location of the F&B concessionaire.

Office location for F&B concessionaire, for general operations.
      

7.25 Signage / advertising 
boards storage

1 n/a 100 100 4 Marketing Stadium bowl OAA
LOR

Close proximity to service tunnels. In the event LED boards or rotational boards are installed at the 
stadium, a location for two containers is required in proximity to the 
stadium in addition to a storage location near the pitch. Access to 
power required.

  

7.26 Media hot desk 1 1 TBD TBD 2 Media Main stand As close as possible to general 
coordinator’s office        

7.27 Hospitality office 1 2-4 25 25 4/9 Hospitality Main stand       

7.28 Hospitality rights holder office 1 2-4 25 25 9 Hospitality Main stand Adjacent to the hospitality areas       

7.29 Protocol office 1 4 25 25 5 Protocol Main stand Office should be located close to 
VIP reception desk.

Ideally located near or with LOC protocol office
      

7.30 IT stadium infrastructure 
support

1 5 30 30 TBD MATCH IT Stadium bowl FITR Within the stadium inner perimeter. Easily 
accessible during the non-exclusive and 
exclusive use period. 

Within the stadium bowl but outside the competition areas and 
VIP / VVIP facilities.       

7.31 Central results system 1 TBD 40 40 2/4 Content 
Management

Main stand General coordinator’s office,  
FIFA media office       

7.32 IT command centre (ITCC) 1 60 650 650 TBD MATCH IT FITR IBC / broadcast areas / HQ Located within the IBC for the FWC and FIFA HQ or 
broadcast areas during the FCC.       

7.33 IT liaison 1 1 10 10 2/4 MATCH IT Main stand FITR Located within the FIFA general office space.       
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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8    LOC offices & meeting rooms

8.01 Venue manager 1 1 40 40 2/4 LOC Main stand Close to FIFA GC offices        

8.02 Venue manager assistant 1 1-2 incl. 8.01 2/4 LOC Main stand        

8.03 Site manager 1 TBD TBD TBD 2/4 LOC Main stand Venue manager and / or site compound This is an area where the site manager coordinates the installation 
and maintenance of temporary structures along with the service 
providers. See section 11.

       

8.04 Working rooms / hot desk 1 TBD TBD TBD 4 LOC Main stand Assigned to staff not permanently allocated to specific stadium 
or staff not previously accounted for.        

8.05 IT office 1 TBD TBD TBD 4  LOC Main stand This area should be close to the 
FIFA IT office location.        

8.06 Signage office 1 TBD TBD TBD 4 LOC Main stand        

8.07 Infotainment office 1 TBD TBD TBD 4 LOC Main stand        

8.08 Logistics office 1 TBD TBD TBD 3/4 LOC Main stand Logistics compound        

8.09 Transport office 1 TBD TBD TBD 3/4 LOC Main stand Ideally positioned near transport hub        

8.10 Marketing office 1 TBD TBD TBD 4 LOC Main stand        

8.11 Medical office 1 TBD TBD TBD 4 LOC Main stand Adjacent to the players’ medical room        

8.12 Drivers’ room 1 TBD TBD TBD 3/4 LOC Main stand Adjacent to or within close proximity 
of the V/VIP drop-off and parking        

8.13 Security office 1 TBD TBD TBD 2/4 LOC Main stand Located in close proximity or shared 
with FIFA security        

8.14 Hospitality office 1 TBD TBD TBD 4/9 LOC Main stand        

8.15 Protocol office 1 TBD TBD TBD 4/5 LOC Main stand Located in close proximity or shared 
with FIFA protocol        

8.16 Catering (F&B) office 1 TBD TBD TBD 4/5/9 LOC Main stand        

8.17 Volunteer office 1 TBD TBD TBD 4 LOC Main stand        

8.18 General office TBD TBD TBD TBD 4 LOC Main stand        

8.19 Media hot desk 1 TBD TBD TBD 4 LOC Main stand        

8.20 Ceremonies office 1 TBD TBD TBD 4 LOC Main stand Office opening match, final and third-place match venues only        

8.21 Stadium management offices TBD TBD TBD TBD 3/4 LOC Main stand Close proximity to the LOC offices To support the stadium operations during 
the FWC and in legacy mode.        

8.22 Stadium facilities management 
offices

TBD TBD TBD TBD 3/4 LOC Main stand Close proximity to the LOC offices To support the stadium operations during 
the FWC and in legacy mode.        

8.23 Stadium grounds keeper 
facilities

TBD TBD TBD TBD 3/4 LOC To support the stadium operations during 
the FWC and in legacy mode.        

8.24 Other TBD TBD TBD TBD 3/4 LOC        
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* The abbreviations refer to the following documents:

8    LOC offices & meeting rooms

8.01 Venue manager 1 1 40 40 2/4 LOC Main stand Close to FIFA GC offices        

8.02 Venue manager assistant 1 1-2 incl. 8.01 2/4 LOC Main stand        

8.03 Site manager 1 TBD TBD TBD 2/4 LOC Main stand Venue manager and / or site compound This is an area where the site manager coordinates the installation 
and maintenance of temporary structures along with the service 
providers. See section 11.

       

8.04 Working rooms / hot desk 1 TBD TBD TBD 4 LOC Main stand Assigned to staff not permanently allocated to specific stadium 
or staff not previously accounted for.        

8.05 IT office 1 TBD TBD TBD 4  LOC Main stand This area should be close to the 
FIFA IT office location.        

8.06 Signage office 1 TBD TBD TBD 4 LOC Main stand        

8.07 Infotainment office 1 TBD TBD TBD 4 LOC Main stand        

8.08 Logistics office 1 TBD TBD TBD 3/4 LOC Main stand Logistics compound        

8.09 Transport office 1 TBD TBD TBD 3/4 LOC Main stand Ideally positioned near transport hub        

8.10 Marketing office 1 TBD TBD TBD 4 LOC Main stand        

8.11 Medical office 1 TBD TBD TBD 4 LOC Main stand Adjacent to the players’ medical room        

8.12 Drivers’ room 1 TBD TBD TBD 3/4 LOC Main stand Adjacent to or within close proximity 
of the V/VIP drop-off and parking        

8.13 Security office 1 TBD TBD TBD 2/4 LOC Main stand Located in close proximity or shared 
with FIFA security        

8.14 Hospitality office 1 TBD TBD TBD 4/9 LOC Main stand        

8.15 Protocol office 1 TBD TBD TBD 4/5 LOC Main stand Located in close proximity or shared 
with FIFA protocol        

8.16 Catering (F&B) office 1 TBD TBD TBD 4/5/9 LOC Main stand        

8.17 Volunteer office 1 TBD TBD TBD 4 LOC Main stand        

8.18 General office TBD TBD TBD TBD 4 LOC Main stand        

8.19 Media hot desk 1 TBD TBD TBD 4 LOC Main stand        

8.20 Ceremonies office 1 TBD TBD TBD 4 LOC Main stand Office opening match, final and third-place match venues only        

8.21 Stadium management offices TBD TBD TBD TBD 3/4 LOC Main stand Close proximity to the LOC offices To support the stadium operations during 
the FWC and in legacy mode.        

8.22 Stadium facilities management 
offices

TBD TBD TBD TBD 3/4 LOC Main stand Close proximity to the LOC offices To support the stadium operations during 
the FWC and in legacy mode.        

8.23 Stadium grounds keeper 
facilities

TBD TBD TBD TBD 3/4 LOC To support the stadium operations during 
the FWC and in legacy mode.        

8.24 Other TBD TBD TBD TBD 3/4 LOC        
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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9    Ceremonies

9.01 Opening & closing ceremonies 
changing rooms (green room)

TBD TBD TBD TBD 3/4 LOC Main stand and tunnels Away from public routes and close to 
player / service tunnels

Ceremonies requirements will be decided when the ceremony 
concept is confirmed.      

9.02 Opening / closing ceremonies 
prop store

TBD TBD TBD TBD 4 LOC Main stand and tunnels Away from public routes and close to 
player / service tunnels   

9.03 Opening / closing ceremonies 
additional facilities

TBD TBD TBD TBD TBD LOC TBD Area required for opening / closing ceremony rehearsals F&B 
requirements, holding areas, toilets and sanitary facilities and 
transport requirements etc. Size of the location dependent on the 
ceremonies programme.

  

9.04 Award ceremonies hostesses’ 
changing room – final &  
third-place matches

1 16-20 100 100 2/4 Marketing Main stand Accreditation zones dependent on 
location of the rooms.

Required for the third-place and final matches only. Changing 
rooms to include spaces for the award ceremony hostesses. 
Restricted access to the players’ tunnel and dressing rooms.

    

9.05 Awards ceremonies staging 
area – final & third-place 
match

TBD TBD TBD TBD 4/5 Competitions Main stand Located in route from the VVIP lounge to the 
awards podium.

Holding area to cater for VVIPs, hostesses, protocol and security 
staff, with access to the awards podium and the main stand.   

9.06 Awards ceremonies podium – 
final & third-place match

TBD TBD TBD TBD 3/5 Competitions Main stand VVIP tribune and pitch. Podium to be situated in the main stand for the final and on the 
field of play for the third-place match. Access to and from the field 
of play and the VVIP holding areas required.

  

9.07 Awards ceremonies medal 
preparation & holding room – 
final & third-place matches

TBD TBD TBD TBD 2/4 Competitions Main stand Required for third-place and final matches only.
  

10    Merchandise shops

10.01 Official merchandise 
shops / kiosks

8-25 TBD 16-250 TBD 3 Marketing All public areas OAA
LOR

Along all public circulation areas. Temporary kiosks may be required, depending on stadium capacity 
and existing structures situated at the stadium. Minimum of 
8-25 kiosks required of various sizes. Power to be supplied by the 
stadium to all outlets and surrounding area, must be well lit.

    

10.02 Merchandise storage TBD TBD 500 500 3 Marketing Storage Close proximity to the merchandise 
outlets / kiosks.

Ideally secure space inside the stadium of minimum 500m² is 
available. If space or limited space is not available within the 
stadium, a space for 6 -12 sea containers (dependent on stadium 
capacity) is required.

    

11    Service compounds

11.01 Back-of-house compound TBD TBD TBD TBD 4 Marketing /  
LOC

Back of house Adjacent to the stadium and spectator 
concession stands.

The location of the compound is to support various operations 
and the storage of goods, i.e. F&B, IT&T, merchandise, logistics, 
site management, waste management, etc. The layout of the 
compound(s) should include demarcation of areas with security 
fencing (2 metres high), dry and cold storage containers and 
dedicated access gates with sufficient area for simultaneous large 
delivery vehicles and forklifts. Area should be clear of internal 
spectator traffic and venue dressing applied to fence lines to 
conceal the operation. The compound must have proper ground 
preparation, drainage, lighting and services. As this area will be 
erected prior to / during the non-exclusive use period, a security 
fence is required pre-, post- and during operations. Power 
distribution may be required for refrigerated containers.

       
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FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
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and Requirements

FMR	� FWC Media Requirements
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* The abbreviations refer to the following documents:

9    Ceremonies

9.01 Opening & closing ceremonies 
changing rooms (green room)

TBD TBD TBD TBD 3/4 LOC Main stand and tunnels Away from public routes and close to 
player / service tunnels

Ceremonies requirements will be decided when the ceremony 
concept is confirmed.      

9.02 Opening / closing ceremonies 
prop store

TBD TBD TBD TBD 4 LOC Main stand and tunnels Away from public routes and close to 
player / service tunnels   

9.03 Opening / closing ceremonies 
additional facilities

TBD TBD TBD TBD TBD LOC TBD Area required for opening / closing ceremony rehearsals F&B 
requirements, holding areas, toilets and sanitary facilities and 
transport requirements etc. Size of the location dependent on the 
ceremonies programme.

  

9.04 Award ceremonies hostesses’ 
changing room – final &  
third-place matches

1 16-20 100 100 2/4 Marketing Main stand Accreditation zones dependent on 
location of the rooms.

Required for the third-place and final matches only. Changing 
rooms to include spaces for the award ceremony hostesses. 
Restricted access to the players’ tunnel and dressing rooms.

    

9.05 Awards ceremonies staging 
area – final & third-place 
match

TBD TBD TBD TBD 4/5 Competitions Main stand Located in route from the VVIP lounge to the 
awards podium.

Holding area to cater for VVIPs, hostesses, protocol and security 
staff, with access to the awards podium and the main stand.   

9.06 Awards ceremonies podium – 
final & third-place match

TBD TBD TBD TBD 3/5 Competitions Main stand VVIP tribune and pitch. Podium to be situated in the main stand for the final and on the 
field of play for the third-place match. Access to and from the field 
of play and the VVIP holding areas required.

  

9.07 Awards ceremonies medal 
preparation & holding room – 
final & third-place matches

TBD TBD TBD TBD 2/4 Competitions Main stand Required for third-place and final matches only.
  

10    Merchandise shops

10.01 Official merchandise 
shops / kiosks

8-25 TBD 16-250 TBD 3 Marketing All public areas OAA
LOR

Along all public circulation areas. Temporary kiosks may be required, depending on stadium capacity 
and existing structures situated at the stadium. Minimum of 
8-25 kiosks required of various sizes. Power to be supplied by the 
stadium to all outlets and surrounding area, must be well lit.

    

10.02 Merchandise storage TBD TBD 500 500 3 Marketing Storage Close proximity to the merchandise 
outlets / kiosks.

Ideally secure space inside the stadium of minimum 500m² is 
available. If space or limited space is not available within the 
stadium, a space for 6 -12 sea containers (dependent on stadium 
capacity) is required.

    

11    Service compounds

11.01 Back-of-house compound TBD TBD TBD TBD 4 Marketing /  
LOC

Back of house Adjacent to the stadium and spectator 
concession stands.

The location of the compound is to support various operations 
and the storage of goods, i.e. F&B, IT&T, merchandise, logistics, 
site management, waste management, etc. The layout of the 
compound(s) should include demarcation of areas with security 
fencing (2 metres high), dry and cold storage containers and 
dedicated access gates with sufficient area for simultaneous large 
delivery vehicles and forklifts. Area should be clear of internal 
spectator traffic and venue dressing applied to fence lines to 
conceal the operation. The compound must have proper ground 
preparation, drainage, lighting and services. As this area will be 
erected prior to / during the non-exclusive use period, a security 
fence is required pre-, post- and during operations. Power 
distribution may be required for refrigerated containers.

       
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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11    Service compounds

11.02 Food & beverage dry / cold 
storage

TBD TBD TBD incl. 11.01 4 Marketing Back of house Adjacent to F&B stands. Ideally, 150% of stadium capacity inventory to be stored in existing 
facilities. The remaining inventory will be stored in containers 
within the stadium perimeter (back of house). It is important that 
this compound is as close to the stadium as possible. Power to be 
supplied by stadium.

   

11.03 Merchandise compound TBD TBD TBD incl. 11.01 4 Marketing Back of house This is a space in the stadium precinct for temporary storage, where 
sufficient storage is not available in the stadium. Can be used for 
merchandise storage. Minimum height clearance of 4.8m to be 
considered.

   

11.04 Waste removal / recycling TBD TBD TBD incl. 11.01 4 LOC Back of house    

11.05 Logistics compound / office TBD TBD TBD incl. 11.01 4 LOC Back of house        

11.06 Site management compound TBD TBD TBD incl. 11.01 4 LOC Back of house       

11.07 Back-up generators TBD TBD TBD TBD 4 LOC Back of house   

12    Stadium signage and decor

12.01 Stadium signage and decor 
office

2 TBD 20 40 4 LOC Main stand / lower level Near to or included within the signage 
storeroom / storage. See 12.02.       

12.02 Stadium signage and decor 
storage / workroom

1 TBD 150 150 4 LOC Main stand / lower level Accessible to all stadium areas. Requires power and must be suitable for working conditions.
  

12.03 Signage storage 1 TBD 100-150 100-150 4 Marketing Main stand / lower level Area separate from advertising boards signage.   

13    Hospitality areas – stadium

13.01 Skyboxes / hospitality suites All TBD TBD TBD 9 Hospitality Stadium bowl LOR 
FSTRR 

Unless otherwise agreed by FIFA in writing, 
for the FIFA World Cup™, each stadium 
should have the following: eight per cent 
(8%) of total number of seats (i.e. all seats 
including the seat kills, media tribune and  
VIP tribune) for opening match, semi-finals 
and final. Five per cent (5%) of the total 
number of seats for remaining matches. 
Skyboxes must represent a minimum of 30% 
of the hospitality programme.

All skyboxes and associated seats are at the disposal of the 
Hospitality programme. Seat allocations, by constituent groups, 
and infrastructure requirements will vary according to the specific 
event and stadium. FIFA will provide the minimal finishes for a 
skybox. Consideration for skyboxes must include the following: 
access to toilets in close proximity but separate to public toilets 
and sanitary facilities; catering area with access to power, water 
and drainage (but no cooking equipment required); structure must 
consist of three (3) walls (floor to ceiling) and a floor to ceiling 
window looking onto the pitch. Access must be provided directly 
from the skybox interior to the designated exterior seating area 
without compromising the view of the pitch. Seating, indoor or 
outdoor, must be separate from the general public with a barrier, 
i.e. partition. Seating in this area must be a higher standard than 
general seats. Dedicated guest access routes and lifts separated 
from VIP and media guests.

     

13.02 Commercial hospitality kitchen 1 TBD according 
to capacity

TBD 9 Hospitality Adjacent to commercial 
hospitality lounges    

13.03 VIP lounge – opening and final 1 1,350 1,350 x 1 1,350 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within Hospitality i.e. FIFA and 
LOC Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

     
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* The abbreviations refer to the following documents:

11    Service compounds

11.02 Food & beverage dry / cold 
storage

TBD TBD TBD incl. 11.01 4 Marketing Back of house Adjacent to F&B stands. Ideally, 150% of stadium capacity inventory to be stored in existing 
facilities. The remaining inventory will be stored in containers 
within the stadium perimeter (back of house). It is important that 
this compound is as close to the stadium as possible. Power to be 
supplied by stadium.

   

11.03 Merchandise compound TBD TBD TBD incl. 11.01 4 Marketing Back of house This is a space in the stadium precinct for temporary storage, where 
sufficient storage is not available in the stadium. Can be used for 
merchandise storage. Minimum height clearance of 4.8m to be 
considered.

   

11.04 Waste removal / recycling TBD TBD TBD incl. 11.01 4 LOC Back of house    

11.05 Logistics compound / office TBD TBD TBD incl. 11.01 4 LOC Back of house        

11.06 Site management compound TBD TBD TBD incl. 11.01 4 LOC Back of house       

11.07 Back-up generators TBD TBD TBD TBD 4 LOC Back of house   

12    Stadium signage and decor

12.01 Stadium signage and decor 
office

2 TBD 20 40 4 LOC Main stand / lower level Near to or included within the signage 
storeroom / storage. See 12.02.       

12.02 Stadium signage and decor 
storage / workroom

1 TBD 150 150 4 LOC Main stand / lower level Accessible to all stadium areas. Requires power and must be suitable for working conditions.
  

12.03 Signage storage 1 TBD 100-150 100-150 4 Marketing Main stand / lower level Area separate from advertising boards signage.   

13    Hospitality areas – stadium

13.01 Skyboxes / hospitality suites All TBD TBD TBD 9 Hospitality Stadium bowl LOR 
FSTRR 

Unless otherwise agreed by FIFA in writing, 
for the FIFA World Cup™, each stadium 
should have the following: eight per cent 
(8%) of total number of seats (i.e. all seats 
including the seat kills, media tribune and  
VIP tribune) for opening match, semi-finals 
and final. Five per cent (5%) of the total 
number of seats for remaining matches. 
Skyboxes must represent a minimum of 30% 
of the hospitality programme.

All skyboxes and associated seats are at the disposal of the 
Hospitality programme. Seat allocations, by constituent groups, 
and infrastructure requirements will vary according to the specific 
event and stadium. FIFA will provide the minimal finishes for a 
skybox. Consideration for skyboxes must include the following: 
access to toilets in close proximity but separate to public toilets 
and sanitary facilities; catering area with access to power, water 
and drainage (but no cooking equipment required); structure must 
consist of three (3) walls (floor to ceiling) and a floor to ceiling 
window looking onto the pitch. Access must be provided directly 
from the skybox interior to the designated exterior seating area 
without compromising the view of the pitch. Seating, indoor or 
outdoor, must be separate from the general public with a barrier, 
i.e. partition. Seating in this area must be a higher standard than 
general seats. Dedicated guest access routes and lifts separated 
from VIP and media guests.

     

13.02 Commercial hospitality kitchen 1 TBD according 
to capacity

TBD 9 Hospitality Adjacent to commercial 
hospitality lounges    

13.03 VIP lounge – opening and final 1 1,350 1,350 x 1 1,350 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within Hospitality i.e. FIFA and 
LOC Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

     
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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13    Hospitality areas – stadium

13.04 VIP lounge – semi-final 1 1,100 1,110 x 1 1,110 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

13.05 VIP lounge – quarter-final 1 650 650 x 1 650 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

13.06 VIP lounge – group stage & 
round of 16

1 550 550 x 1 550 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

13.07 VVIP lounge – opening match 
and final

1 150  150 x 1.8 270 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.08 VVIP lounge – semi-final 1 100 100 x 1.8 180 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.09 VVIP lounge – quarter-final 1 75 75 x 1.8 135 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.10 VVIP lounge – group stage 1 50 50 x 1.8 90 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.11 FIFA President’s lounge 1 6 6 x 2.5 15 5 Hospitality /  
Protocol

Main stand Adjacent to VVIP lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

13.12 LOC President’s (Chairman’s) 
lounge 

1 6 6 x 2.5 15 5 Hospitality /  
Protocol 

Main stand Adjacent to FIFA President’s lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

13.13 Bodyguards / security personnel 
– opening match and final

1 100 100 x 1 100 5 Protocol Main stand As close as possible to VIP areas. Clean broadcast feed required by IT. To be taken in consideration 
with 8.15.      

13.14 Bodyguards / security personnel 
– other matches

1 50 50 x 1 50 5 Protocol Main stand As close as possible to VIP areas.

13.15 VVIP/VIP interview position 2 4 12 24 5 TV/ Protocol Main stand Interview area situated within the VIP lounge, separate area / room 
not required.  

13.16 VVIP/VIP medical room(s) 1-2 4 min. 20m² 20-40 5 Medical /  
Protocol

Main stand Adjacent to or within the VVIP/VIP lounge. Dependent on size, a second VIP medical room may be required. 
VVIP medical room required if the VVIP tribune is on a separate 
level to the VIP tribune and to be in close proximity to their seating 
and lifts. Unrestricted access for stretcher-bearers. Minimum size – 
20m². Dedicated doctor to be made available.

     

13.17 VVIP/VIP kitchen(s) 1 TBD according 
to capacity

TBD 5 Hospitality Main stand Adjacent to VVIP/VIP lounges.
    

13.18 VIP welcome desk – opening 
match and final

1 10 40 40 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     
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* The abbreviations refer to the following documents:

13    Hospitality areas – stadium

13.04 VIP lounge – semi-final 1 1,100 1,110 x 1 1,110 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

13.05 VIP lounge – quarter-final 1 650 650 x 1 650 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

13.06 VIP lounge – group stage & 
round of 16

1 550 550 x 1 550 5 Hospitality /  
Protocol

Main stand Behind the VIP seats with unobstructed 
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
Presidents’ lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

13.07 VVIP lounge – opening match 
and final

1 150  150 x 1.8 270 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.08 VVIP lounge – semi-final 1 100 100 x 1.8 180 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.09 VVIP lounge – quarter-final 1 75 75 x 1.8 135 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.10 VVIP lounge – group stage 1 50 50 x 1.8 90 5 Hospitality /  
Protocol

Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required for 
VVIPs and VIPs.       

13.11 FIFA President’s lounge 1 6 6 x 2.5 15 5 Hospitality /  
Protocol

Main stand Adjacent to VVIP lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

13.12 LOC President’s (Chairman’s) 
lounge 

1 6 6 x 2.5 15 5 Hospitality /  
Protocol 

Main stand Adjacent to FIFA President’s lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

13.13 Bodyguards / security personnel 
– opening match and final

1 100 100 x 1 100 5 Protocol Main stand As close as possible to VIP areas. Clean broadcast feed required by IT. To be taken in consideration 
with 8.15.      

13.14 Bodyguards / security personnel 
– other matches

1 50 50 x 1 50 5 Protocol Main stand As close as possible to VIP areas.

13.15 VVIP/VIP interview position 2 4 12 24 5 TV/ Protocol Main stand Interview area situated within the VIP lounge, separate area / room 
not required.  

13.16 VVIP/VIP medical room(s) 1-2 4 min. 20m² 20-40 5 Medical /  
Protocol

Main stand Adjacent to or within the VVIP/VIP lounge. Dependent on size, a second VIP medical room may be required. 
VVIP medical room required if the VVIP tribune is on a separate 
level to the VIP tribune and to be in close proximity to their seating 
and lifts. Unrestricted access for stretcher-bearers. Minimum size – 
20m². Dedicated doctor to be made available.

     

13.17 VVIP/VIP kitchen(s) 1 TBD according 
to capacity

TBD 5 Hospitality Main stand Adjacent to VVIP/VIP lounges.
    

13.18 VIP welcome desk – opening 
match and final

1 10 40 40 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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13    Hospitality areas – stadium

13.19 VIP welcome desk – semi-final 1 10 30 30 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

13.20 VIP welcome desk – group 
stage and round of 16

1 10 20 20 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

13.21 VVIP welcome desk 1 10 20 20 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VVIP lounges.

Fixed position throughout the tournament with access to 
power. Electronic access control system utilised in this area 
to validate tickets.

     

13.22 VIP tribune 1 550-
1,350

TBD TBD 5 Ticketing /  
Protocol

Main stand Ideally in one location on the main stand 
but depending on the stadium configuration, 
this could be split on various levels.

VIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. Tribune may expand / reduce with CAT 1 seats 
as required. VIP tribune accessibility from CAT 1 seats must be 
controlled with barriers and/or security personnel. VIPs must have 
direct access to/from their lounge. See 13.03-13.06.

     

13.23 VVIP tribune 1 50-150 TBD TBD 5 Ticketing /  
Protocol

Main stand VVIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. This is controlled with barriers or access  
personnel and must have direct access to/from VVIP/VIP lounge,  
see 13.07-13.10. Half VVIP tribune seating allocated to FIFA, 
half allocated to the LOC.

     

14    Hospitality areas – within stadium perimeter 

14.01 Commercial affiliate  
village – final

1 5,000-
7,000

5-5.6m²  
per 

occupancy

35,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.02 Commercial affiliate  
semi-finals

1 3,500-
4,000

5-5.6m² 
per 

occupancy

20,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
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FITR	� FWC Information  

Technology Requirements
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LOTG	L aws of the Game
OAA 	�O rganising Association
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TMD	�LO C Turf Management Document 

(as approved by FIFA)
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* The abbreviations refer to the following documents:

13    Hospitality areas – stadium

13.19 VIP welcome desk – semi-final 1 10 30 30 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

13.20 VIP welcome desk – group 
stage and round of 16

1 10 20 20 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

13.21 VVIP welcome desk 1 10 20 20 5 Protocol Main stand Adjacent to guests’ drop-off / pick-up and  
VVIP lounges.

Fixed position throughout the tournament with access to 
power. Electronic access control system utilised in this area 
to validate tickets.

     

13.22 VIP tribune 1 550-
1,350

TBD TBD 5 Ticketing /  
Protocol

Main stand Ideally in one location on the main stand 
but depending on the stadium configuration, 
this could be split on various levels.

VIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. Tribune may expand / reduce with CAT 1 seats 
as required. VIP tribune accessibility from CAT 1 seats must be 
controlled with barriers and/or security personnel. VIPs must have 
direct access to/from their lounge. See 13.03-13.06.

     

13.23 VVIP tribune 1 50-150 TBD TBD 5 Ticketing /  
Protocol

Main stand VVIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. This is controlled with barriers or access  
personnel and must have direct access to/from VVIP/VIP lounge,  
see 13.07-13.10. Half VVIP tribune seating allocated to FIFA, 
half allocated to the LOC.

     

14    Hospitality areas – within stadium perimeter 

14.01 Commercial affiliate  
village – final

1 5,000-
7,000

5-5.6m²  
per 

occupancy

35,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.02 Commercial affiliate  
semi-finals

1 3,500-
4,000

5-5.6m² 
per 

occupancy

20,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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14    Hospitality areas – within stadium perimeter

14.03 Commercial affiliate village – 
quarter-final

1 n/a 5-5.6m² 
per 

occupancy

10,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.04 Commercial affiliate village – 
round of 16 and group stage

1 n/a 5-5.6m² 
per 

occupancy

8,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.05 Commercial hospitality – final 1 n/a 4.6m² per 
occupancy

50,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.06 Commercial hospitality –  
semi-final

1 n/a 4.6m² per 
occupancy

20,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.07 Commercial hospitality – 
quarter-final

1 n/a 4.6m² per 
occupancy

10,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      
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BMR	B roadcast Media Rights  
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TMD	�LO C Turf Management Document 
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* The abbreviations refer to the following documents:

14    Hospitality areas – within stadium perimeter

14.03 Commercial affiliate village – 
quarter-final

1 n/a 5-5.6m² 
per 

occupancy

10,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.04 Commercial affiliate village – 
round of 16 and group stage

1 n/a 5-5.6m² 
per 

occupancy

8,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.05 Commercial hospitality – final 1 n/a 4.6m² per 
occupancy

50,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.06 Commercial hospitality –  
semi-final

1 n/a 4.6m² per 
occupancy

20,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.07 Commercial hospitality – 
quarter-final

1 n/a 4.6m² per 
occupancy

10,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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14    Hospitality areas – within stadium perimeter

14.08 Commercial hospitality –  
round of 16

1 1,900 4.6m² per 
occupancy

9,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.09 Commercial hospitality –  
group stage

1 1,100 4.6m² per 
occupancy

9,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

15    Media interview areas

15.01 Multilateral flash interview 2 4 6 12 1/2 TV Players’ tunnel HA In players’ tunnel or direct access off tunnel. 
Ideally located on the pitch.

Location near tunnel entrance to be identified at all venues and 
cable pathways to be identified. Technical and domestic power 
provided in this area. 

  

15.02 Unilateral flash interview 6 4 6 36 1/2 TV Players’ tunnel HA Location near / within tunnel entrance to be 
identified. Ideally located close to the players’ 
dressing rooms, different location from 
multilateral flash interview area. Backdrops 
provided by FIFA Marketing.

Cable pathways to be identified. Technical and domestic power 
provided in this area. 

  

15.03 Presentation studio –  
opening match and final

8 10 40 320 8 TV Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with view 
of pitch.

      

15.04 Presentation studio –  
round of 16, quarter-final  
and semi-final

6 10 40 240 8 TV Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with view 
of pitch.

      

15.05 Presentation studio –  
group-match venues only

4 10 40 160 8 TV Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with view 
of pitch.

      

15.06 TV studio –  
FIFA interview studio

4 8 40 160 8 TV Main stand TA Close to the players’ dressing rooms. Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

15.07 Pre-mixed zone 1 TBD TBD TBD 6/7 TV / FIFA.com Main stand TA Mixed zone       

15.08 Mixed zone 1 250- 
300

600 600 6/7 Media Main stand Located in route from the Players’ dressing 
rooms to the team coaches.

Location between dressing rooms and players’ coaches to be 
identified. Size and layout to be jointly determined with Media 
and TV.

      
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Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
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* The abbreviations refer to the following documents:

14    Hospitality areas – within stadium perimeter

14.08 Commercial hospitality –  
round of 16

1 1,900 4.6m² per 
occupancy

9,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

14.09 Commercial hospitality –  
group stage

1 1,100 4.6m² per 
occupancy

9,000 9 Hospitality 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste/water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to the 
exclusive use period. Pedestrian pathways from guest drop-off /  
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

15    Media interview areas

15.01 Multilateral flash interview 2 4 6 12 1/2 TV Players’ tunnel HA In players’ tunnel or direct access off tunnel. 
Ideally located on the pitch.

Location near tunnel entrance to be identified at all venues and 
cable pathways to be identified. Technical and domestic power 
provided in this area. 

  

15.02 Unilateral flash interview 6 4 6 36 1/2 TV Players’ tunnel HA Location near / within tunnel entrance to be 
identified. Ideally located close to the players’ 
dressing rooms, different location from 
multilateral flash interview area. Backdrops 
provided by FIFA Marketing.

Cable pathways to be identified. Technical and domestic power 
provided in this area. 

  

15.03 Presentation studio –  
opening match and final

8 10 40 320 8 TV Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with view 
of pitch.

      

15.04 Presentation studio –  
round of 16, quarter-final  
and semi-final

6 10 40 240 8 TV Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with view 
of pitch.

      

15.05 Presentation studio –  
group-match venues only

4 10 40 160 8 TV Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with view 
of pitch.

      

15.06 TV studio –  
FIFA interview studio

4 8 40 160 8 TV Main stand TA Close to the players’ dressing rooms. Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

15.07 Pre-mixed zone 1 TBD TBD TBD 6/7 TV / FIFA.com Main stand TA Mixed zone       

15.08 Mixed zone 1 250- 
300

600 600 6/7 Media Main stand Located in route from the Players’ dressing 
rooms to the team coaches.

Location between dressing rooms and players’ coaches to be 
identified. Size and layout to be jointly determined with Media 
and TV.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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15    Media interview areas

15.09 Coach on Arrival 
Interview Position

2 TBD TBD TBD 2/8 TV Main stand TA Located in routefrom the players’ drop-off to 
the dressing rooms.

Position required for an interview with the team coach on arrival 
at the stadium.      

16    Press conference room

16.01 Press conference room 1 150- 
200

500 500 6/7 Media Main stand HA Close proximity to players’ dressing rooms 
and mixed zone.

Seating & standing requirements per venue to be determined 
(150 - 200 seats). Opening match and final venues to cater for 
higher attendance.

       

16.02 Head table 1 6 incl. 16.01 incl. 16.01 6/7 Media Main stand      

16.03 Interpreting booths 3-4 6-8 incl. 16.01 incl. 
16.01

6/7 Media Main stand FIFA official languages are Spanish, French, English and German. 
Provide interpreting services for the two teams.      

16.04 Camera platform 1 TBD 2 x 10-20m 20-40m 6/7 TV Main stand TA Location within press conference room. Platform construction may be split levels within same area, 
audio split of PA.   

17    Media areas – tribune

17.01 Press positions, with desks 300 / 
400 / 
800 / 
1,000

300 / 
400 / 
800 / 
1,000

TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone and 
press conference room.

The media tribune must make provision to increase and reduce its 
capacity (i.e. desk positions replaced for spectator seating and vice 
versa) for larger and smaller matches. The media tribune consists of 
positions for written press with and without desks. Desk positions 
include seats with desks, power, cabled internet access (all seats) 
and a television monitor (one monitor per three desk seats).

      

17.02 Press positions, without desks 300 /
400 /
800 /
1,000

300 / 
400 / 
800 / 
1,000

TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone and 
Press conference room.

Minimal technical services or power required, if any. For the FWC 
the following is required: group match 300; quarter-finals 400, 
semi-finals and third-place match 800, opening match and final 
1,000.

  

17.03 Refreshment area TBD TBD TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone and 
Press conference room.   

17.04 Tribune photographers 50-
100

50-
100

TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone 
and Press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
The larger quantity required for the opening match, semi-finals and 
final (100).

  

17.05 Observer seats 200- 
375

200- 
375

TBD TBD 6 TV Main stand TA Above the VIP area, close to mixed zone and 
Press conference room.

Observer seats are without desks and in the proximity of the 
media tribune’s seats that are without desks. Seat allocations, 
by constituent groups, and infrastructure requirements will vary 
according to the specific event and stadium. 

  

17.06 Commentary positions 110 /
120 /
130 / 
160

110 /
120 /
130 / 
160

1.80 x 0.60 TBD 6 TV Main stand Above the VIP area, close to mixed zone and 
Press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
Construction of desks, seats, cable pathways and technical power 
to be identified. One commentary position (which houses three 
people) typically takes up the space of a minimum of six (6) seats, 
typically seven (7) to nine (9) seats (two sequential rows of three). 
Typically the design of the commentary positions is venue-specific. 
Group stage, round of 16 and third-place match require 110. For 
the remaining matches, 120 for quarter-finals; 130 for semi-finals;  
160 for opening match and final. Dimensions are 1.8m wide x 1.6m 
separated by Perspex. Also required are domestic and technical 
power, data cables, telecoms cables, two monitors. Twenty per cent 
(20%) of the broadcast commentary positions at the rear of the 
tribune may accommodate a commentary camera.

      

17.07 Cableways TBD TBD TBD 6 TV Main stand TA   
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FR	 FIFA regulations
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FSTRR	� Football Stadiums  
Technical Recommendations  
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FITR	� FWC Information  
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* The abbreviations refer to the following documents:

15    Media interview areas

15.09 Coach on Arrival 
Interview Position

2 TBD TBD TBD 2/8 TV Main stand TA Located in routefrom the players’ drop-off to 
the dressing rooms.

Position required for an interview with the team coach on arrival 
at the stadium.      

16    Press conference room

16.01 Press conference room 1 150- 
200

500 500 6/7 Media Main stand HA Close proximity to players’ dressing rooms 
and mixed zone.

Seating & standing requirements per venue to be determined 
(150 - 200 seats). Opening match and final venues to cater for 
higher attendance.

       

16.02 Head table 1 6 incl. 16.01 incl. 16.01 6/7 Media Main stand      

16.03 Interpreting booths 3-4 6-8 incl. 16.01 incl. 
16.01

6/7 Media Main stand FIFA official languages are Spanish, French, English and German. 
Provide interpreting services for the two teams.      

16.04 Camera platform 1 TBD 2 x 10-20m 20-40m 6/7 TV Main stand TA Location within press conference room. Platform construction may be split levels within same area, 
audio split of PA.   

17    Media areas – tribune

17.01 Press positions, with desks 300 / 
400 / 
800 / 
1,000

300 / 
400 / 
800 / 
1,000

TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone and 
press conference room.

The media tribune must make provision to increase and reduce its 
capacity (i.e. desk positions replaced for spectator seating and vice 
versa) for larger and smaller matches. The media tribune consists of 
positions for written press with and without desks. Desk positions 
include seats with desks, power, cabled internet access (all seats) 
and a television monitor (one monitor per three desk seats).

      

17.02 Press positions, without desks 300 /
400 /
800 /
1,000

300 / 
400 / 
800 / 
1,000

TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone and 
Press conference room.

Minimal technical services or power required, if any. For the FWC 
the following is required: group match 300; quarter-finals 400, 
semi-finals and third-place match 800, opening match and final 
1,000.

  

17.03 Refreshment area TBD TBD TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone and 
Press conference room.   

17.04 Tribune photographers 50-
100

50-
100

TBD TBD 6 Media Main stand Above the VIP area, close to mixed zone 
and Press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
The larger quantity required for the opening match, semi-finals and 
final (100).

  

17.05 Observer seats 200- 
375

200- 
375

TBD TBD 6 TV Main stand TA Above the VIP area, close to mixed zone and 
Press conference room.

Observer seats are without desks and in the proximity of the 
media tribune’s seats that are without desks. Seat allocations, 
by constituent groups, and infrastructure requirements will vary 
according to the specific event and stadium. 

  

17.06 Commentary positions 110 /
120 /
130 / 
160

110 /
120 /
130 / 
160

1.80 x 0.60 TBD 6 TV Main stand Above the VIP area, close to mixed zone and 
Press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
Construction of desks, seats, cable pathways and technical power 
to be identified. One commentary position (which houses three 
people) typically takes up the space of a minimum of six (6) seats, 
typically seven (7) to nine (9) seats (two sequential rows of three). 
Typically the design of the commentary positions is venue-specific. 
Group stage, round of 16 and third-place match require 110. For 
the remaining matches, 120 for quarter-finals; 130 for semi-finals;  
160 for opening match and final. Dimensions are 1.8m wide x 1.6m 
separated by Perspex. Also required are domestic and technical 
power, data cables, telecoms cables, two monitors. Twenty per cent 
(20%) of the broadcast commentary positions at the rear of the 
tribune may accommodate a commentary camera.

      

17.07 Cableways TBD TBD TBD 6 TV Main stand TA   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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18    Stadium Media Centre

18.01 Stadium Media Centre (SMC) 1 800- 
2,000

4,000- 
7,000

4,000- 
7,000

7 Media SMC FITR Access from the media tribune 
and the pitch. 

Opening match and final to be the larger number. Area to include 
bulk services, i.e. sufficient lighting, drainage and access to power 
supply etc. As this area will be erected during the non-exclusive use 
period, a security fence is required pre-, post and during operations. 
Pedestrian pathways to include level, drained surface from point of 
transport drop-off, pick-up and parking.

       

18.02 Rate card service desk 1 4-8 incl. 18.01 incl. 18.01 7 Media SMC Space to be coordinated with LOC rate card planning.        

18.03 IT office (rate card) 1 3 15 incl. 18.01 7 MATCH IT / LOC SMC Similar to the MATCH IT office.        

18.04 IT storage (rate card) 1 n/a 15 incl. 18.01 7 MATCH IT / LOC SMC Storage for rate card-related assets.       

18.05 Offices – SMC 1 8-12 32-48 incl. 18.01 7 Media SMC Final venue requires the larger amount (48).        

18.06 Copy area TBD incl. 18.05 incl. 18.05 7 Media SMC        

18.07 Meeting room 1-2 20-30 80-120 incl. 18.01 7 Media SMC        

18.08 Camera repair service 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.09 Information desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.10 Cafeteria and lounge 1 TBD incl. 18.01 incl. 18.01 7 Media SMC Catering area for journalists for purchase of hot food. Space to 
include a buffet, counters, fridges, tables & chairs. Ideally, food 
preparation area i.e. grills, fryers, would also be available.

       

18.11 Pigeon holes 1 incl. 18.01 incl. 18.01 7 Media SMC    

18.12 Welcome desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.13 Ticket distribution desk 2 2 incl. 18.01 incl. 18.01 7 Ticketing SMC One for press, one for photographers.        

18.14 Host city information desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.15 Medical room 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.16 Media work desks 1 500- 
1,000

incl. 18.01 incl. 18.01 7 Media SMC Final match requires the larger amount (1,000).
       

18.17 Photographers’ work desks 1 100 - 
150

incl. 18.01 incl. 18.01 7 Media SMC Final match requires the larger amount (150).
       

18.18 Lockers 1 200- 
300

incl. 18.01 incl. 18.01 7 Media SMC Size of lockers (trolleys for photographers). Final match requires 
the larger amount (300).    

18.19 Press agency offices TBD TBD incl. 18.01 incl. 18.01 7 Media SMC Press agency offices is roughly 1,000m² located  
within the SMC or IBC.        

18.20 Vending machines TBD TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.21 Transportation desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.22 Media storage room TBD TBD incl. 18.01 incl. 18.01 7 Media SMC       

18.23 Office for Telecom Partner 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.24 Offices – Editors 1 5 400 incl. 18.01 7 Media SMC 400m² offices for the editors.        

18.25 Office – FIFA media officers 1 2-4 incl. 18.01 incl. 18.01 7 Media SMC        
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Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex
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* The abbreviations refer to the following documents:

18    Stadium Media Centre

18.01 Stadium Media Centre (SMC) 1 800- 
2,000

4,000- 
7,000

4,000- 
7,000

7 Media SMC FITR Access from the media tribune 
and the pitch. 

Opening match and final to be the larger number. Area to include 
bulk services, i.e. sufficient lighting, drainage and access to power 
supply etc. As this area will be erected during the non-exclusive use 
period, a security fence is required pre-, post and during operations. 
Pedestrian pathways to include level, drained surface from point of 
transport drop-off, pick-up and parking.

       

18.02 Rate card service desk 1 4-8 incl. 18.01 incl. 18.01 7 Media SMC Space to be coordinated with LOC rate card planning.        

18.03 IT office (rate card) 1 3 15 incl. 18.01 7 MATCH IT / LOC SMC Similar to the MATCH IT office.        

18.04 IT storage (rate card) 1 n/a 15 incl. 18.01 7 MATCH IT / LOC SMC Storage for rate card-related assets.       

18.05 Offices – SMC 1 8-12 32-48 incl. 18.01 7 Media SMC Final venue requires the larger amount (48).        

18.06 Copy area TBD incl. 18.05 incl. 18.05 7 Media SMC        

18.07 Meeting room 1-2 20-30 80-120 incl. 18.01 7 Media SMC        

18.08 Camera repair service 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.09 Information desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.10 Cafeteria and lounge 1 TBD incl. 18.01 incl. 18.01 7 Media SMC Catering area for journalists for purchase of hot food. Space to 
include a buffet, counters, fridges, tables & chairs. Ideally, food 
preparation area i.e. grills, fryers, would also be available.

       

18.11 Pigeon holes 1 incl. 18.01 incl. 18.01 7 Media SMC    

18.12 Welcome desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.13 Ticket distribution desk 2 2 incl. 18.01 incl. 18.01 7 Ticketing SMC One for press, one for photographers.        

18.14 Host city information desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.15 Medical room 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.16 Media work desks 1 500- 
1,000

incl. 18.01 incl. 18.01 7 Media SMC Final match requires the larger amount (1,000).
       

18.17 Photographers’ work desks 1 100 - 
150

incl. 18.01 incl. 18.01 7 Media SMC Final match requires the larger amount (150).
       

18.18 Lockers 1 200- 
300

incl. 18.01 incl. 18.01 7 Media SMC Size of lockers (trolleys for photographers). Final match requires 
the larger amount (300).    

18.19 Press agency offices TBD TBD incl. 18.01 incl. 18.01 7 Media SMC Press agency offices is roughly 1,000m² located  
within the SMC or IBC.        

18.20 Vending machines TBD TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.21 Transportation desk 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.22 Media storage room TBD TBD incl. 18.01 incl. 18.01 7 Media SMC       

18.23 Office for Telecom Partner 1 TBD incl. 18.01 incl. 18.01 7 Media SMC        

18.24 Offices – Editors 1 5 400 incl. 18.01 7 Media SMC 400m² offices for the editors.        

18.25 Office – FIFA media officers 1 2-4 incl. 18.01 incl. 18.01 7 Media SMC        
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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18    Stadium Media Centre

18.26 Interpreting centre 1 6-8 incl. 18.01 incl. 18.01 7 Media SMC Ideally located in the SMC of the final 
venue, however, can be located in the 
IBC or FIFA HQ.

Space to include eight (8) sound-proof interpreting booths, 
a control room and a lounge.        

18.27 ATM 1 TBD TBD 7 Marketing SMC Official event bank may install an ATM in each SMC.    

19    FIFA New Media areas

19.01 FIFA.com office –  
opening match/final

1 120 TBD TBD 7 New Media SMC
      

19.02 FIFA.com office –  
other stadiums

1 5 25 25 7 New Media SMC
      

19.03 FIFA Media Channel 1 6-7 30 30 7 Media SMC        

19.04 Content Management Services 1 5 25 25 7 Media SMC       

20    Broadcast compounds

20.01 Broadcast compound 1 TBD 4,000- 
6,000

4,000- 
6,000

8 TV Behind main stand HA
TA

Provision of space, fence / gates, cable pathways into stadium, 
temporary buildings, storage space and technical power. Office /  
technical / production space within each broadcast compound 
provided by the LOC. Area for mobile units and fly away units for 
both the host broadcaster and media rights licensees with technical 
requirements to broadcast the event from the stadium. For the 
opening match / semi-final / final venues, 6,000m² is required. For 
all remaining stadiums, 4,000m² is required. Area to include bulk 
services, i.e. sufficient lighting, drainage and access to power supply 
etc. As this area will be erected during the non-exclusive use period, 
a security fence is required pre-, post- and during operations, and 
24-hour safety and security to be in place. Pedestrian pathways to 
include level, drained surface from point of vehicle drop-off, pick-up 
and parking. Area to be available prior to the exclusive use period.

      

20.02 Satellite farm 1 TBD incl. 20.01 TBD 8 TV Behind main stand TA Broadcast compound Ideally located in the broadcast compound but should an exception 
be required, this may be situated adjacent to the broadcast 
compound. Unobstructed view of the sky.

    

20.03 Host broadcaster offices /  
graphics house / storage

1 TBD 300-400 TBD 8 TV Behind main stand TA 300 - 400m² of office and production space within or adjacent 
to the compound.         

21    Broadcast areas

21.01 Commentary control room 
(CCR)

1 20 80 80 8 TV Main stand TA In vicinity of commentary positions,  
e.g. close to the media tribune

Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

21.02 Commentary control room – 
storage

1 n/a 30 30 8 TV Main stand TA Next to the CCR.
  

21.03 Announcer’s platform 4 4 8 32 8 TV Main stand TA Location requires platform construction, cable pathways and power.    

21.04 Rate card technical areas 1 2 20 20 8 MATCH IT /  
LOC

Main stand FITR Similar to secondary technical areas (STA) requirements.
     

21.05 Rate card support 2 2 TBD TBD 8 MATCH IT /  
LOC

Main stand FITR Two seats in the media tribune.
    
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
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* The abbreviations refer to the following documents:

18    Stadium Media Centre

18.26 Interpreting centre 1 6-8 incl. 18.01 incl. 18.01 7 Media SMC Ideally located in the SMC of the final 
venue, however, can be located in the 
IBC or FIFA HQ.

Space to include eight (8) sound-proof interpreting booths, 
a control room and a lounge.        

18.27 ATM 1 TBD TBD 7 Marketing SMC Official event bank may install an ATM in each SMC.    

19    FIFA New Media areas

19.01 FIFA.com office –  
opening match/final

1 120 TBD TBD 7 New Media SMC
      

19.02 FIFA.com office –  
other stadiums

1 5 25 25 7 New Media SMC
      

19.03 FIFA Media Channel 1 6-7 30 30 7 Media SMC        

19.04 Content Management Services 1 5 25 25 7 Media SMC       

20    Broadcast compounds

20.01 Broadcast compound 1 TBD 4,000- 
6,000

4,000- 
6,000

8 TV Behind main stand HA
TA

Provision of space, fence / gates, cable pathways into stadium, 
temporary buildings, storage space and technical power. Office /  
technical / production space within each broadcast compound 
provided by the LOC. Area for mobile units and fly away units for 
both the host broadcaster and media rights licensees with technical 
requirements to broadcast the event from the stadium. For the 
opening match / semi-final / final venues, 6,000m² is required. For 
all remaining stadiums, 4,000m² is required. Area to include bulk 
services, i.e. sufficient lighting, drainage and access to power supply 
etc. As this area will be erected during the non-exclusive use period, 
a security fence is required pre-, post- and during operations, and 
24-hour safety and security to be in place. Pedestrian pathways to 
include level, drained surface from point of vehicle drop-off, pick-up 
and parking. Area to be available prior to the exclusive use period.

      

20.02 Satellite farm 1 TBD incl. 20.01 TBD 8 TV Behind main stand TA Broadcast compound Ideally located in the broadcast compound but should an exception 
be required, this may be situated adjacent to the broadcast 
compound. Unobstructed view of the sky.

    

20.03 Host broadcaster offices /  
graphics house / storage

1 TBD 300-400 TBD 8 TV Behind main stand TA 300 - 400m² of office and production space within or adjacent 
to the compound.         

21    Broadcast areas

21.01 Commentary control room 
(CCR)

1 20 80 80 8 TV Main stand TA In vicinity of commentary positions,  
e.g. close to the media tribune

Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

21.02 Commentary control room – 
storage

1 n/a 30 30 8 TV Main stand TA Next to the CCR.
  

21.03 Announcer’s platform 4 4 8 32 8 TV Main stand TA Location requires platform construction, cable pathways and power.    

21.04 Rate card technical areas 1 2 20 20 8 MATCH IT /  
LOC

Main stand FITR Similar to secondary technical areas (STA) requirements.
     

21.05 Rate card support 2 2 TBD TBD 8 MATCH IT /  
LOC

Main stand FITR Two seats in the media tribune.
    
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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21    Broadcast areas

21.06 Cable pathways TBD TBD TBD TBD 8 MATCH IT /  
LOC / TV

Main stand Consists of easy-to-rig pathways for cabling for all multilateral and 
unilateral facilities, i.e. camera platforms, TV studios, presentation 
studios, announcer platforms. Special cable paths in commentary 
area required. Detailed specifications by host broadcaster. 

 

21.07 Cable bridges and ducts TBD TBD TBD TBD 8 MATCH IT /  
LOC / TV

Main stand The cable protection of all routes should have either temporary 
or permanent cable bridges or ducts installed from the broadcast 
compound to the various camera positions, the commentary 
positions, mixed zone, SMC, CCR and field of play.

 

22    Camera positions

22.01 Camera 1 1 1 2 x 3m 6 3 TV Stadium bowl TA Centre line – main stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.02 Camera 2 1 1 2 x 3m 6 3 TV Stadium bowl TA Next to camera 1 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.03 Camera 3 & 4 2 1 2 x 3m 6 3 TV Stadium bowl TA 16m line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.04 Camera 5 & 6 2 1 2 x 3m 6 3 TV Stadium bowl TA Main stand on goal line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

   

22.05 Camera 7 & 8 2 1 2 x 3m 6 1 TV Stadium bowl TA Behind goals Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.06 Camera 9 1 1 2 x 3m 6 1 TV Stadium bowl TA Centre line - pitch Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.07 Camera 10 1 1 2 x 3m 6 3 TV Stadium bowl TA Raised on south stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.08 Camera 11 1 1 2 x 3m 6 3 TV Stadium bowl TA Raised on north stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.09 Camera 12 & 13 2 1 2 x 3m 6 1 TV Stadium bowl TA On field next to goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.10 Camera 14 1 1 2 x 3m 6 1 TV Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.11 Camera 15 1 1 2 x 3m 6 1 TV Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.12 Camera 16 & 17 2 1 2 x 3m 6 1 TV Stadium bowl TA Pitch level of action Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  
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Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex
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* The abbreviations refer to the following documents:

21    Broadcast areas

21.06 Cable pathways TBD TBD TBD TBD 8 MATCH IT /  
LOC / TV

Main stand Consists of easy-to-rig pathways for cabling for all multilateral and 
unilateral facilities, i.e. camera platforms, TV studios, presentation 
studios, announcer platforms. Special cable paths in commentary 
area required. Detailed specifications by host broadcaster. 

 

21.07 Cable bridges and ducts TBD TBD TBD TBD 8 MATCH IT /  
LOC / TV

Main stand The cable protection of all routes should have either temporary 
or permanent cable bridges or ducts installed from the broadcast 
compound to the various camera positions, the commentary 
positions, mixed zone, SMC, CCR and field of play.

 

22    Camera positions

22.01 Camera 1 1 1 2 x 3m 6 3 TV Stadium bowl TA Centre line – main stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.02 Camera 2 1 1 2 x 3m 6 3 TV Stadium bowl TA Next to camera 1 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.03 Camera 3 & 4 2 1 2 x 3m 6 3 TV Stadium bowl TA 16m line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.04 Camera 5 & 6 2 1 2 x 3m 6 3 TV Stadium bowl TA Main stand on goal line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

   

22.05 Camera 7 & 8 2 1 2 x 3m 6 1 TV Stadium bowl TA Behind goals Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.06 Camera 9 1 1 2 x 3m 6 1 TV Stadium bowl TA Centre line - pitch Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.07 Camera 10 1 1 2 x 3m 6 3 TV Stadium bowl TA Raised on south stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.08 Camera 11 1 1 2 x 3m 6 3 TV Stadium bowl TA Raised on north stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.09 Camera 12 & 13 2 1 2 x 3m 6 1 TV Stadium bowl TA On field next to goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.10 Camera 14 1 1 2 x 3m 6 1 TV Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.11 Camera 15 1 1 2 x 3m 6 1 TV Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.12 Camera 16 & 17 2 1 2 x 3m 6 1 TV Stadium bowl TA Pitch level of action Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

Re
fe

re
nc

e 

   
do

cu
m

en
t*

22    Camera positions

22.13 Camera 18 1 1 2 x 3m 6 3 TV Stadium bowl TA Raised reverse angle Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.14 Camera 19 & 20 2 1 2 x 3m 6 3 TV Stadium bowl TA Reverse angle for bench Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.15 Camera 21 1 1 2 x 3m 6 3 TV Stadium bowl TA Opposite camera 9 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.16 Camera 22 1 1 2 x 3m 6 3 TV Stadium bowl TA Main stand platform Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.17 Camera 23 & 24 2 1 2 x 3m 6 3 TV Stadium bowl TA Roving player camera Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.18 Camera 25 1 1 2 x 3m 6 8 TV Stadium bowl TA On SE diagonal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.19 Unilateral camera position – 
centre left

1 1 2.5 x 10 25 3 TV Stadium bowl TA Requires platform construction, cable pathways and power.
  

22.20 Unilateral camera position – 
centre right

1 1 2.5 x 10 25 3 TV Stadium bowl TA Requires platform construction, cable pathways and power.
  

22.21 Unilateral camera position – 
goal left

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.22 Unilateral camera position – 
goal right

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.23 Unilateral camera position – 
field left 1

1 1 2.5 x 12 30 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.24 Unilateral camera position – 
field left 2

1 1 2.5 x 9 22,5 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.25 Unilateral camera position – 
field right 1

1 1 2.5 x 12 30 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.26 Unilateral camera position – 
field right 2

1 1 2.5 x 9 22,5 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.27 Unilateral camera position – 
reverse left

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.28 Unilateral camera position – 
reverse right

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.29 Spider-cam & control desk TBD 1 TBD TBD 1 TV Stadium bowl TA Placement of anchors should minimise seat kills.   

22.30 3D cameras TBD TBD TBD TBD 1/3 TV Stadium bowl TA Located alongside the main camera and on the field of play.   



Re
fe

re
nc

e 

   
do

cu
m

en
t*

Football  StadiUMS 335

World Cup™ 
SPACE REQUIREMENTS

Re
fe

re
nc

e 

   
do

cu
m

en
t*

Af
fin

ity
11

Co
m

m
en

ts

Pe
rm

an
en

t1
2

Te
m

po
ra

ry
12

Sh
ar

ed
13

De
di

ca
te

d
13

HV
AC

14
Te

le
co

m
s1

5

UP
S

17

Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
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* The abbreviations refer to the following documents:

22    Camera positions

22.13 Camera 18 1 1 2 x 3m 6 3 TV Stadium bowl TA Raised reverse angle Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.14 Camera 19 & 20 2 1 2 x 3m 6 3 TV Stadium bowl TA Reverse angle for bench Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.15 Camera 21 1 1 2 x 3m 6 3 TV Stadium bowl TA Opposite camera 9 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.16 Camera 22 1 1 2 x 3m 6 3 TV Stadium bowl TA Main stand platform Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.17 Camera 23 & 24 2 1 2 x 3m 6 3 TV Stadium bowl TA Roving player camera Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.18 Camera 25 1 1 2 x 3m 6 8 TV Stadium bowl TA On SE diagonal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

22.19 Unilateral camera position – 
centre left

1 1 2.5 x 10 25 3 TV Stadium bowl TA Requires platform construction, cable pathways and power.
  

22.20 Unilateral camera position – 
centre right

1 1 2.5 x 10 25 3 TV Stadium bowl TA Requires platform construction, cable pathways and power.
  

22.21 Unilateral camera position – 
goal left

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.22 Unilateral camera position – 
goal right

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.23 Unilateral camera position – 
field left 1

1 1 2.5 x 12 30 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.24 Unilateral camera position – 
field left 2

1 1 2.5 x 9 22,5 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.25 Unilateral camera position – 
field right 1

1 1 2.5 x 12 30 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.26 Unilateral camera position – 
field right 2

1 1 2.5 x 9 22,5 1 TV Stadium bowl TA Requires cable pathways and power. 
Platform requirements to be added to camera drawings.   

22.27 Unilateral camera position – 
reverse left

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.28 Unilateral camera position – 
reverse right

1 1 2.5 x 5 12,5 3 TV Stadium bowl TA
  

22.29 Spider-cam & control desk TBD 1 TBD TBD 1 TV Stadium bowl TA Placement of anchors should minimise seat kills.   

22.30 3D cameras TBD TBD TBD TBD 1/3 TV Stadium bowl TA Located alongside the main camera and on the field of play.   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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23    International Broadcast Centre (IBC)

23.01 International 
Broadcast Centre

1 TBD 30,000 30,000 7 TV BMR 
TA 
HA

Centralised location for coordination of broadcast activities. Ideally, 
in the city hosting the opening match. Includes HVAC, domestic and 
technical power. If the IBC is located adjacent to a match stadium, 
planning and coordination between the venues must be accounted for.

       

24    IT technical areas

24.01 Technology compound 1 114 1,100 1,100 4 MATCH IT Adjacent to 
main stand

FITR Preferred location within the stadium outer 
perimeter, in a secure location and easily 
accessible on match day. Close to the 
broadcast compound to minimise cabling 
needed between two locations.

The technology compound is the ideal approach for the delivery 
of the space required for stadium IT. If there is no possibility to 
deliver these locations in one area, then the locations will need 
to be distributed throughout the venue. Access to this area will 
be required in advance of the exclusive use period (6 - 8 weeks in 
advance).

      

24.02 Primary technical area (PTA) 1 1 30 incl. 24.01 4 MATCH IT FITR Central location in building 30m² per room. Central technical areas within the stadium that will house the core 
technology components. Space for minimum 8 x 19" racks - 24m²; 
Easy access to the equipment; Access to wiring racks from all sides; 
Space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust-
free with a raised floor. 

      

24.03 Primary technical area (PTA) 2 1 30 incl. 24.01 4 MATCH IT FITR If required, PTA would be a central location 
in building 30m² per room. 

Central technical areas within the stadium that will house the core 
technology components. Space for minimum 6 x 19" racks - 24m²; 
Easy access to the equipment; Access to wiring racks from all sides; 
Space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust-
free with a raised floor.

      

24.04 IT management office 1 20 90 incl. 24.01 4 MATCH IT /  
LOC

FITR This space will be used by the management team with 
representatives from MATCH IT, LOC IT, Telecommunications 
support staff (FIFA IT solution and rate card), local operations teams 
(LOT).

      

24.05 IT meeting room 1 8 30 incl. 24.01 4 MATCH IT /  
LOC

FITR
      

24.06 IT support office 1 30 140 incl. 24.01 4 MATCH IT /  
LOC

FITR This space will be used by the management team with 
representatives from MATCH IT, LOC IT, telecommunications support 
staff (FIFA IT solution and rate card), local operations teams (LOT) 
and the companies supporting areas of power and event radios.

      

24.07 IT reception and support desk 1 8 45 incl. 24.01 4 MATCH IT /  
LOC

FITR LOC IT and radios (including 15m² for storage).
      

24.08 MATCH IT storage 1 8 30 incl. 24.01 4 MATCH IT FITR    

24.09 LOC IT storage 1 8 30 incl. 24.01 4 LOC FITR    

24.10 Telecommunications provider 
storage

1 8 30 incl. 24.01 4 MATCH IT FITR Inventory for FIFA IT solution and rate card.
   

24.11 Technical services storage 1 8 30 incl. 24.01 4 MATCH IT FITR Inventory for event radios and power.    

24.12 Break area 1 8 30 incl. 24.01 4 MATCH IT /  
LOC

FITR
   

24.13 Generators area 1 8 50 incl. 24.01 4 MATCH IT /  
LOC

FITR Dedicated for the provision of power in the technology compound.
   
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OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex

Te
le

vi
sio

n 
fe

ed

IT
 n

et
w

or
k 

co
nn

ec
t1

6

* The abbreviations refer to the following documents:

23    International Broadcast Centre (IBC)

23.01 International 
Broadcast Centre

1 TBD 30,000 30,000 7 TV BMR 
TA 
HA

Centralised location for coordination of broadcast activities. Ideally, 
in the city hosting the opening match. Includes HVAC, domestic and 
technical power. If the IBC is located adjacent to a match stadium, 
planning and coordination between the venues must be accounted for.

       

24    IT technical areas

24.01 Technology compound 1 114 1,100 1,100 4 MATCH IT Adjacent to 
main stand

FITR Preferred location within the stadium outer 
perimeter, in a secure location and easily 
accessible on match day. Close to the 
broadcast compound to minimise cabling 
needed between two locations.

The technology compound is the ideal approach for the delivery 
of the space required for stadium IT. If there is no possibility to 
deliver these locations in one area, then the locations will need 
to be distributed throughout the venue. Access to this area will 
be required in advance of the exclusive use period (6 - 8 weeks in 
advance).

      

24.02 Primary technical area (PTA) 1 1 30 incl. 24.01 4 MATCH IT FITR Central location in building 30m² per room. Central technical areas within the stadium that will house the core 
technology components. Space for minimum 8 x 19" racks - 24m²; 
Easy access to the equipment; Access to wiring racks from all sides; 
Space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust-
free with a raised floor. 

      

24.03 Primary technical area (PTA) 2 1 30 incl. 24.01 4 MATCH IT FITR If required, PTA would be a central location 
in building 30m² per room. 

Central technical areas within the stadium that will house the core 
technology components. Space for minimum 6 x 19" racks - 24m²; 
Easy access to the equipment; Access to wiring racks from all sides; 
Space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust-
free with a raised floor.

      

24.04 IT management office 1 20 90 incl. 24.01 4 MATCH IT /  
LOC

FITR This space will be used by the management team with 
representatives from MATCH IT, LOC IT, Telecommunications 
support staff (FIFA IT solution and rate card), local operations teams 
(LOT).

      

24.05 IT meeting room 1 8 30 incl. 24.01 4 MATCH IT /  
LOC

FITR
      

24.06 IT support office 1 30 140 incl. 24.01 4 MATCH IT /  
LOC

FITR This space will be used by the management team with 
representatives from MATCH IT, LOC IT, telecommunications support 
staff (FIFA IT solution and rate card), local operations teams (LOT) 
and the companies supporting areas of power and event radios.

      

24.07 IT reception and support desk 1 8 45 incl. 24.01 4 MATCH IT /  
LOC

FITR LOC IT and radios (including 15m² for storage).
      

24.08 MATCH IT storage 1 8 30 incl. 24.01 4 MATCH IT FITR    

24.09 LOC IT storage 1 8 30 incl. 24.01 4 LOC FITR    

24.10 Telecommunications provider 
storage

1 8 30 incl. 24.01 4 MATCH IT FITR Inventory for FIFA IT solution and rate card.
   

24.11 Technical services storage 1 8 30 incl. 24.01 4 MATCH IT FITR Inventory for event radios and power.    

24.12 Break area 1 8 30 incl. 24.01 4 MATCH IT /  
LOC

FITR
   

24.13 Generators area 1 8 50 incl. 24.01 4 MATCH IT /  
LOC

FITR Dedicated for the provision of power in the technology compound.
   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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24    IT technical areas

24.14 Secondary technical areas 
(STA)

TBD TBD 15 15 MATCH IT FITR These are decentralised technical areas within the stadium that 
will house the distribution components. The quantity of STAs are 
dependent on the stadium layout and basic infrastructure. The STAs 
will serve the tertiary user access level 0 of the stadium. Access must 
be exclusive for FIFA IT solution team,, lockable and dust-proof for 
the delivery of equipment, i.e. network cabinets. Back-up power 
and air-conditioning required. Note no sprinklers or water pipes can 
be in this area.

      

24.15 Local technical areas (LTA) TBD TBD 5 5 MATCH IT FITR Local space at area where IT is deployed to house local cabling and 
hardware (switches). As per the STAs, the area must be lockable 
and dust-free.

      

25    Accreditation centre

25.01 Accreditation centre 1 TBD TBD 1200 3 LOC Stadium perimeter Includes 25.02-25.10        

25.02 Security desk 1 TBD TBD incl. 25.01 3 LOC       

25.03 Queuing area 1 TBD TBD incl. 25.01 3 LOC    

25.04 Welcome desk 1 TBD TBD incl. 25.01 3 LOC       

25.05 Image capture desks 4-8 TBD TBD incl. 25.01 3 LOC       

25.06 Print station 1 TBD TBD incl. 25.01 3 LOC       

25.07 Accreditation office 1 TBD TBD incl. 25.01 3 LOC Office allocated to accreditation manager / coordinator.       

25.08 General offices 3 TBD TBD incl. 25.01 3 LOC Offices used for accreditation staff and meeting rooms.       

25.09 Lounge and refreshments 1 TBD TBD incl. 25.01 3 LOC       

25.10 IT office 1 15 incl. 25.01 3 MATCH IT FITR Located within accreditation centre.  
Exclusive access required for 
FIFA IT solution staff.

Office space for support and storage.
      

26    Stadium ticketing centre (STC)

26.01 Front office 1 20-40 50-100 50-100 3 Ticketing Stadium perimeter Group-stage and round-of-16 matches to cater for 50m², Quarter-
finals and semi-finals for 70m² and opening match and final 
matches cater for 100m².

      

26.02 Queuing area 1 75-150 120-200 120-200 3 Ticketing Stadium perimeter Group-stage and round-of-16 matches to cater for 120m², Quarter-
finals and semi-finals for 150m² and opening match and final 
matches cater for 200m².

   

26.03 Trouble-shooting area 1 10 12 12 3 Ticketing Stadium perimeter Five people at counter, five solving issues.       

26.04 Back office 1 5-10 25-40 25-40 3 Ticketing Stadium perimeter Group-stage and round-of-16 matches to cater for 25m², Quarter-
finals and semi-finals for 40m² and opening match and final 
matches cater for 40m².

      

26.05 Ticketing manager office 1 2 30 30 3 Ticketing Stadium perimeter       

26.06 Meeting rooms 2 10 30 60 3 Ticketing Stadium perimeter       

26.07 Secure storage 1 n/a 20 20 3 Ticketing Stadium perimeter These rooms should only be accessible via the 
back office of the stadium ticketing centre 
(STC).

The area of 20m² is subdivided in two rooms. The first room is 
for ticket stock (4m²) the second for hardware (16m²).   



Re
fe

re
nc

e 

   
do

cu
m

en
t*

Football  StadiUMS 339

World Cup™ 
SPACE REQUIREMENTS

Re
fe

re
nc

e 

   
do

cu
m

en
t*

Af
fin

ity
11

Co
m

m
en

ts

Pe
rm

an
en

t1
2

Te
m

po
ra

ry
12

Sh
ar

ed
13

De
di

ca
te

d
13

HV
AC

14
Te

le
co

m
s1

5

UP
S

17

Sorted by category

BMR	B roadcast Media Rights  
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* The abbreviations refer to the following documents:

24    IT technical areas

24.14 Secondary technical areas 
(STA)

TBD TBD 15 15 MATCH IT FITR These are decentralised technical areas within the stadium that 
will house the distribution components. The quantity of STAs are 
dependent on the stadium layout and basic infrastructure. The STAs 
will serve the tertiary user access level 0 of the stadium. Access must 
be exclusive for FIFA IT solution team,, lockable and dust-proof for 
the delivery of equipment, i.e. network cabinets. Back-up power 
and air-conditioning required. Note no sprinklers or water pipes can 
be in this area.

      

24.15 Local technical areas (LTA) TBD TBD 5 5 MATCH IT FITR Local space at area where IT is deployed to house local cabling and 
hardware (switches). As per the STAs, the area must be lockable 
and dust-free.

      

25    Accreditation centre

25.01 Accreditation centre 1 TBD TBD 1200 3 LOC Stadium perimeter Includes 25.02-25.10        

25.02 Security desk 1 TBD TBD incl. 25.01 3 LOC       

25.03 Queuing area 1 TBD TBD incl. 25.01 3 LOC    

25.04 Welcome desk 1 TBD TBD incl. 25.01 3 LOC       

25.05 Image capture desks 4-8 TBD TBD incl. 25.01 3 LOC       

25.06 Print station 1 TBD TBD incl. 25.01 3 LOC       

25.07 Accreditation office 1 TBD TBD incl. 25.01 3 LOC Office allocated to accreditation manager / coordinator.       

25.08 General offices 3 TBD TBD incl. 25.01 3 LOC Offices used for accreditation staff and meeting rooms.       

25.09 Lounge and refreshments 1 TBD TBD incl. 25.01 3 LOC       

25.10 IT office 1 15 incl. 25.01 3 MATCH IT FITR Located within accreditation centre.  
Exclusive access required for 
FIFA IT solution staff.

Office space for support and storage.
      

26    Stadium ticketing centre (STC)

26.01 Front office 1 20-40 50-100 50-100 3 Ticketing Stadium perimeter Group-stage and round-of-16 matches to cater for 50m², Quarter-
finals and semi-finals for 70m² and opening match and final 
matches cater for 100m².

      

26.02 Queuing area 1 75-150 120-200 120-200 3 Ticketing Stadium perimeter Group-stage and round-of-16 matches to cater for 120m², Quarter-
finals and semi-finals for 150m² and opening match and final 
matches cater for 200m².

   

26.03 Trouble-shooting area 1 10 12 12 3 Ticketing Stadium perimeter Five people at counter, five solving issues.       

26.04 Back office 1 5-10 25-40 25-40 3 Ticketing Stadium perimeter Group-stage and round-of-16 matches to cater for 25m², Quarter-
finals and semi-finals for 40m² and opening match and final 
matches cater for 40m².

      

26.05 Ticketing manager office 1 2 30 30 3 Ticketing Stadium perimeter       

26.06 Meeting rooms 2 10 30 60 3 Ticketing Stadium perimeter       

26.07 Secure storage 1 n/a 20 20 3 Ticketing Stadium perimeter These rooms should only be accessible via the 
back office of the stadium ticketing centre 
(STC).

The area of 20m² is subdivided in two rooms. The first room is 
for ticket stock (4m²) the second for hardware (16m²).   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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26    Stadium ticketing centre (STC)

26.08 Rest Area 1 10 30 30 3 Ticketing Stadium perimeter One vending machine per STC to be located in the rest area.    

27    Volunteer centre

27.01 Reception Desk TBD TBD TBD TBD 3 LOC Stadium perimeter      

27.02 Offices TBD TBD TBD TBD 3 LOC Stadium perimeter      

27.03 Volunteers’ Rest Area TBD TBD TBD TBD 3 LOC Stadium perimeter       

28    Flagpoles

28.01 Exterior stadium flags TBD TBD TBD TBD 3 LOC Stadium perimeter FFG   

29    Transport areas

29.01 Rail stations TBD TBD TBD TBD LOC /  
host city

29.02 Park and ride TBD TBD TBD TBD LOC /  
host city

Facilities must cater for mobility-impaired spectators.

29.03 Spectator parking  
(park and walk)

TBD TBD TBD TBD LOC /  
host city

Facilities must cater for mobility-impaired spectators.

30    Parking facilities 

30.01 Team bus drop-off / pick-up /  
parking

2-4 v 2 Competitions Main stand Under or adjacent to main stand and mixed 
zone exit.

Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectator missile, then overhang or canopy covering the buses 
should be minimum 4.8m height. Canopy should extend from the 
buses to players’ entrance into the stadium, and back to the buses 
from the mixed zone exit, if different location. Additional parking 
for police escort vehicles to be considered in the overall parking 
allocation.

 

30.02 Team car parking 12 2 Competitions Main stand Under or adjacent to main stand close to the 
mixed zone.

Car parking for six cars per team. Additional LOC support and police 
escort vehicles to be considered in overall allocation.  

30.03 Team equipment van 2 2 Competitions Team bus area  

30.04 Team guests' parking   12  
    2 v

2 Competitions Close to main stand Six cars and one bus per team, situated with direct access to the 
relevant seating allocation within the stadium bowl.  

30.05 Match officials’ drop-off /  
pick-up / parking

    1 v*
    1 

2 Competitions Main stand Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectators missile, then overhang or canopy covering vehicles 
should extend the match officials’ entry / exit point of stadium. 
Parking located near the entrance. Additional parking for police 
escort vehicles to be considered in the overall allocation.

 

30.06 Ambulance parking 4 2 Medical Main stand Vehicle space for four ambulances, each with a defibrillator for care 
of players, team officials, VVIPs / VIPs and FIFA delegation.  

30.07 Doping control collection 
vehicle

1 2 Medical Main stand Close to players’ entrance / exit and doping 
control room  

30.08 VIP drop-off 1 5 Protocol Main stand Under or adjacent to main stand close to the 
mixed zone.

Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.  

	cars   v buses    v* mini-bus



Re
fe

re
nc

e 

   
do

cu
m

en
t*

Football  StadiUMS 341

World Cup™ 
SPACE REQUIREMENTS

Re
fe

re
nc

e 

   
do

cu
m

en
t*

Af
fin

ity
11

Co
m

m
en

ts

Pe
rm

an
en

t1
2

Te
m

po
ra

ry
12

Sh
ar

ed
13

De
di

ca
te

d
13

HV
AC

14
Te

le
co

m
s1

5

UP
S

17

Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
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* The abbreviations refer to the following documents:

26    Stadium ticketing centre (STC)

26.08 Rest Area 1 10 30 30 3 Ticketing Stadium perimeter One vending machine per STC to be located in the rest area.    

27    Volunteer centre

27.01 Reception Desk TBD TBD TBD TBD 3 LOC Stadium perimeter      

27.02 Offices TBD TBD TBD TBD 3 LOC Stadium perimeter      

27.03 Volunteers’ Rest Area TBD TBD TBD TBD 3 LOC Stadium perimeter       

28    Flagpoles

28.01 Exterior stadium flags TBD TBD TBD TBD 3 LOC Stadium perimeter FFG   

29    Transport areas

29.01 Rail stations TBD TBD TBD TBD LOC /  
host city

29.02 Park and ride TBD TBD TBD TBD LOC /  
host city

Facilities must cater for mobility-impaired spectators.

29.03 Spectator parking  
(park and walk)

TBD TBD TBD TBD LOC /  
host city

Facilities must cater for mobility-impaired spectators.

30    Parking facilities 

30.01 Team bus drop-off / pick-up /  
parking

2-4 v 2 Competitions Main stand Under or adjacent to main stand and mixed 
zone exit.

Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectator missile, then overhang or canopy covering the buses 
should be minimum 4.8m height. Canopy should extend from the 
buses to players’ entrance into the stadium, and back to the buses 
from the mixed zone exit, if different location. Additional parking 
for police escort vehicles to be considered in the overall parking 
allocation.

 

30.02 Team car parking 12 2 Competitions Main stand Under or adjacent to main stand close to the 
mixed zone.

Car parking for six cars per team. Additional LOC support and police 
escort vehicles to be considered in overall allocation.  

30.03 Team equipment van 2 2 Competitions Team bus area  

30.04 Team guests' parking   12  
    2 v

2 Competitions Close to main stand Six cars and one bus per team, situated with direct access to the 
relevant seating allocation within the stadium bowl.  

30.05 Match officials’ drop-off /  
pick-up / parking

    1 v*
    1 

2 Competitions Main stand Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectators missile, then overhang or canopy covering vehicles 
should extend the match officials’ entry / exit point of stadium. 
Parking located near the entrance. Additional parking for police 
escort vehicles to be considered in the overall allocation.

 

30.06 Ambulance parking 4 2 Medical Main stand Vehicle space for four ambulances, each with a defibrillator for care 
of players, team officials, VVIPs / VIPs and FIFA delegation.  

30.07 Doping control collection 
vehicle

1 2 Medical Main stand Close to players’ entrance / exit and doping 
control room  

30.08 VIP drop-off 1 5 Protocol Main stand Under or adjacent to main stand close to the 
mixed zone.

Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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30    Parking facilities 

30.09 VVIP drop-off 1 5 Protocol Main stand At main entrance. Dedicated drop-off with direct access route to VVIP lounge by 
dedicated lift / stairs. 80 VVIPs will be dropped off at this point and 
parking must be available within close proximity. Additional parking 
for police escort vehicles to be considered in the overall parking 
allocation. 

 

30.10 VVIP cars – opening match 
and final

80 5 Protocol Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered in the 
overall allocation. Graded, level surface required.  

30.11 VVIP cars – other matches 40 5 Protocol Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered in the 
overall allocation. Graded, level surface required.  

30.12 VIP cars – group stage 150 5 Protocol Main stand Within 100m of VIP entrance. Graded, level surface required.   

30.13 VIP cars – opening match and 
final

200 5 Protocol Main stand Within 100m of VIP entrance. Graded, level surface required.
  

30.14 VIP buses – group stage 20 5 Protocol Main stand Within 100m of VIP entrance. 30-40 seater buses preferred.   

30.15 VIP buses – opening match 
and final

45 5 Protocol Main stand Within 100m of VIP entrance. 30-40 seater buses preferred.
  

30.16 Commercial affiliate hospitality 
– quarter-final

  100 
    80 v

Hospitality Hospitality village
  

30.17 Commercial affiliate hospitality 
– host

  100 
    80 v

Hospitality Hospitality village Marketing will work on a ratio of tickets to parking passes based on 
the total availability of parking spaces at the various venues.   

30.18 Commercial hospitality –  
semi-final

  100 
    80 v

Hospitality Hospitality village
  

30.19 Commercial hospitality – 
opening match and final

  200 
  200 v

Hospitality Hospitality village
  

30.20 Commercial hospitality – 
quarter-final

  400 
      4 v

Hospitality Hospitality village
  

30.21 Commercial hospitality – host   800 
    15 v

Hospitality Hospitality village
  

30.22 Commercial affiliate hospitality 
– semi-final

  800 
    15 v 

Hospitality Hospitality village
  

30.23 Commercial hospitality – 
opening match and final

1,000 
     20 v

Hospitality Hospitality village
  

30.24 Commercial affiliate  
non-hospitality

150-200
200-300v

Marketing Stadium precinct Larger amount for the opening match, quarter-finals, semi-finals 
and final.   

30.25 Commercial display 50-100
    5-10v

Marketing Stadium precinct Quantity of passes requested depends on activation of commercial 
display by the commercial affiliates.   

30.26 Marketing operations –  
group stage

50 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.27 Marketing operations – 
quarter-final

80 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

	cars   v buses 
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Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex
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* The abbreviations refer to the following documents:

30    Parking facilities 

30.09 VVIP drop-off 1 5 Protocol Main stand At main entrance. Dedicated drop-off with direct access route to VVIP lounge by 
dedicated lift / stairs. 80 VVIPs will be dropped off at this point and 
parking must be available within close proximity. Additional parking 
for police escort vehicles to be considered in the overall parking 
allocation. 

 

30.10 VVIP cars – opening match 
and final

80 5 Protocol Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered in the 
overall allocation. Graded, level surface required.  

30.11 VVIP cars – other matches 40 5 Protocol Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered in the 
overall allocation. Graded, level surface required.  

30.12 VIP cars – group stage 150 5 Protocol Main stand Within 100m of VIP entrance. Graded, level surface required.   

30.13 VIP cars – opening match and 
final

200 5 Protocol Main stand Within 100m of VIP entrance. Graded, level surface required.
  

30.14 VIP buses – group stage 20 5 Protocol Main stand Within 100m of VIP entrance. 30-40 seater buses preferred.   

30.15 VIP buses – opening match 
and final

45 5 Protocol Main stand Within 100m of VIP entrance. 30-40 seater buses preferred.
  

30.16 Commercial affiliate hospitality 
– quarter-final

  100 
    80 v

Hospitality Hospitality village
  

30.17 Commercial affiliate hospitality 
– host

  100 
    80 v

Hospitality Hospitality village Marketing will work on a ratio of tickets to parking passes based on 
the total availability of parking spaces at the various venues.   

30.18 Commercial hospitality –  
semi-final

  100 
    80 v

Hospitality Hospitality village
  

30.19 Commercial hospitality – 
opening match and final

  200 
  200 v

Hospitality Hospitality village
  

30.20 Commercial hospitality – 
quarter-final

  400 
      4 v

Hospitality Hospitality village
  

30.21 Commercial hospitality – host   800 
    15 v

Hospitality Hospitality village
  

30.22 Commercial affiliate hospitality 
– semi-final

  800 
    15 v 

Hospitality Hospitality village
  

30.23 Commercial hospitality – 
opening match and final

1,000 
     20 v

Hospitality Hospitality village
  

30.24 Commercial affiliate  
non-hospitality

150-200
200-300v

Marketing Stadium precinct Larger amount for the opening match, quarter-finals, semi-finals 
and final.   

30.25 Commercial display 50-100
    5-10v

Marketing Stadium precinct Quantity of passes requested depends on activation of commercial 
display by the commercial affiliates.   

30.26 Marketing operations –  
group stage

50 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.27 Marketing operations – 
quarter-final

80 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

Re
fe

re
nc

e 

   
do

cu
m

en
t*

30    Parking facilities 

30.28 Marketing operations –  
host nation, group

50 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.29 Marketing operations –  
semi-final

80 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.30 Marketing operations – 
opening match and final

100 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.31 FIFA / LOC staff parking 100 LOC Stadium precinct   

30.32 FIFA / LOC staff shuttle drop-off 1 LOC Stadium precinct Within stadium close to the main entrance.   

30.33 TV broadcast parking – 
opening match, semi-final 
and final

250 TV Stadium precinct TA Within 200m of broadcast compound /  
media entrance

Standard car parking spaces. Separate from broadcast compound.
  

30.34 TV broadcast parking – other 170 TV Stadium precinct TA Within 200m of broadcast compound /  
media entrance

Standard car parking spaces. Separate from broadcast compound.
  

30.35 Media parking 150- 
250

Media Stadium precinct Final stadium is allocated the larger amount.
  

30.36 Media drop-off 1 Media Stadium precinct Closest to media tribune or SMC entrance. Media drop-off may include shuttle services.   

30.37 Volunteer centre 15 LOC Volunteer centre   

30.38 Accreditation centre parking 15 LOC Accreditation centre   

30.39 Stadium ticketing centre (STC) 15 Ticketing Stadium ticketing centre   

30.40 IT&T parking 85 MATCH IT /  
LOC

Stadium precinct FITR Breakdown of parking allocation as follows: 20 parking spaces 
for MATCH IT & LOC IT staff, 15 parking spaces for rate card staff 
and 50 parking spaces for IT command centre staff.

  

31    Security and emergency services

31.01 Security perimeters TBD TBD TBD TBD 3 LOC Stadium perimeter FSR   

31.02 Stadium operations centre 
(SOC)

1 TBD TBD TBD 4 LOC FSR This is the hub of the operations in the stadium. Security and 
disaster management will be handled from the SOC. Uninterrupted 
view of the pitch and stadium bowl, supplemented by CCTV 
images of stadium spectators entry and egress points, including the 
transport hubs.

     

31.03 Stadium operations meeting 
room

1 TBD TBD TBD 4 LOC SOC FSR Meeting room required for daily briefings, de-briefings and 
emergency meetings for stadium-related matters.      

31.04 Sound control room 1 3 20 20 4 LOC SOC FSR Security area. The public address system is controlled from this room. Full view 
of the pitch, stadium and replay screen. Power for the PA System. 
Domestic power for lights. Stadium screens should be controlled 
from this same location.

     

31.05 Secure storage TBD TBD TBD 3 LOC Stadium perimeter   

31.06 Break area / toilets TBD TBD TBD 3 LOC Stadium perimeter   

31.07 Security posts TBD TBD TBD 3 LOC Stadium perimeter FSR   
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Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex
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* The abbreviations refer to the following documents:

30    Parking facilities 

30.28 Marketing operations –  
host nation, group

50 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.29 Marketing operations –  
semi-final

80 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.30 Marketing operations – 
opening match and final

100 Marketing Stadium precinct Passes required for operational items such as merchandise 
and F&B concessions.   

30.31 FIFA / LOC staff parking 100 LOC Stadium precinct   

30.32 FIFA / LOC staff shuttle drop-off 1 LOC Stadium precinct Within stadium close to the main entrance.   

30.33 TV broadcast parking – 
opening match, semi-final 
and final

250 TV Stadium precinct TA Within 200m of broadcast compound /  
media entrance

Standard car parking spaces. Separate from broadcast compound.
  

30.34 TV broadcast parking – other 170 TV Stadium precinct TA Within 200m of broadcast compound /  
media entrance

Standard car parking spaces. Separate from broadcast compound.
  

30.35 Media parking 150- 
250

Media Stadium precinct Final stadium is allocated the larger amount.
  

30.36 Media drop-off 1 Media Stadium precinct Closest to media tribune or SMC entrance. Media drop-off may include shuttle services.   

30.37 Volunteer centre 15 LOC Volunteer centre   

30.38 Accreditation centre parking 15 LOC Accreditation centre   

30.39 Stadium ticketing centre (STC) 15 Ticketing Stadium ticketing centre   

30.40 IT&T parking 85 MATCH IT /  
LOC

Stadium precinct FITR Breakdown of parking allocation as follows: 20 parking spaces 
for MATCH IT & LOC IT staff, 15 parking spaces for rate card staff 
and 50 parking spaces for IT command centre staff.

  

31    Security and emergency services

31.01 Security perimeters TBD TBD TBD TBD 3 LOC Stadium perimeter FSR   

31.02 Stadium operations centre 
(SOC)

1 TBD TBD TBD 4 LOC FSR This is the hub of the operations in the stadium. Security and 
disaster management will be handled from the SOC. Uninterrupted 
view of the pitch and stadium bowl, supplemented by CCTV 
images of stadium spectators entry and egress points, including the 
transport hubs.

     

31.03 Stadium operations meeting 
room

1 TBD TBD TBD 4 LOC SOC FSR Meeting room required for daily briefings, de-briefings and 
emergency meetings for stadium-related matters.      

31.04 Sound control room 1 3 20 20 4 LOC SOC FSR Security area. The public address system is controlled from this room. Full view 
of the pitch, stadium and replay screen. Power for the PA System. 
Domestic power for lights. Stadium screens should be controlled 
from this same location.

     

31.05 Secure storage TBD TBD TBD 3 LOC Stadium perimeter   

31.06 Break area / toilets TBD TBD TBD 3 LOC Stadium perimeter   

31.07 Security posts TBD TBD TBD 3 LOC Stadium perimeter FSR   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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t*

31    Security and emergency services

31.08 Working area / holding area TBD TBD TBD 3 LOC Stadium perimeter FSR    

31.09 Remote search park /  
vehicle screening

TBD TBD TBD 3 LOC Stadium perimeter FSR To include the following: vehicle queue, vehicle screening area,
oversized vehicle screening area, by-pass lane, observation  
platform, security area (work & break area for screening personnel), 
material transfer area, toilets, lighting, vehicle permit check

     

31.10 Spectator egress gates TBD TBD TBD 3 LOC Stadium perimeter FSR Gates next to entry points for spectator egress.   

31.11 Emergency vehicles TBD TBD TBD 3 LOC Stadium perimeter FSR Ambulance, fire engine and police parking within the stadium 
precinct.   

31.12 Casualty clearing station TBD TBD TBD 3 LOC Stadium perimeter FSR Governmental and host city plans will determine the requirements 
of this point.   

31.13 Stewards’ holding area TBD TBD TBD 3 LOC Stadium perimeter FSR Rest area required for stewards working at the stadium. 
Area to include lockers, toilets and sanitary facilities, F&B facilities, 
etc.

  

31.14 Helipad 1-2 TBD TBD 3 LOC Stadium perimeter FSR Large open area for helicopter landing / staging of VVIPs 
and emergency services.   

32    Auxiliary venues

32.01 Official hotels TBD TBD TBD TBD FIFA / LOC Host city HA Two venue-specific team hotels (VSTH) 
associated per FWC stadium. VSTH to be 
within 20 minutes’ drive of associated 
training pitch.

Includes FIFA HQ hotel, FIFA venue hotels, venue-specific team 
hotels (VSTH). Ticketing office and back office required within the 
FIFA venue hotels.       

32.02 Venue-specific training sites 
(VSTS)

2 TBD TBD TBD FIFA / LOC Host city FR Two VSTSs associated per FWC stadium. 
Ideally located within 20 minutes’ drive of 
the VSTH.

 

32.03 Team base camps 32 TBD TBD TBD FIFA / LOC Host country FR  

32.04 Referees’ headquarters 1 TBD TBD TBD Competitions Host country Includes hotel, meeting rooms, office space, dining room, massage 
rooms, two training pitches and storage facilities.  

32.05 FIFA Fan Fests TBD TBD TBD TBD Marketing Host city HA   

32.06 Public viewing areas TBD TBD TBD TBD Marketing / TV Host country   

32.07 Public transport services TBD TBD TBD TBD LOC Host country Includes rail stations, bus drop-off points, park & ride, spectator 
parking, etc.  

32.08 Main ticketing centre TBD TBD TBD TBD Ticketing Host city      

32.09 Venue ticketing centres TBD TBD TBD TBD Ticketing Host city      

32.10 LOC central logistics 
warehouse

TBD TBD 100 100 MATCH IT /  
LOC

Host city FITR PC factory
     
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Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex
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* The abbreviations refer to the following documents:

31    Security and emergency services

31.08 Working area / holding area TBD TBD TBD 3 LOC Stadium perimeter FSR    

31.09 Remote search park /  
vehicle screening

TBD TBD TBD 3 LOC Stadium perimeter FSR To include the following: vehicle queue, vehicle screening area,
oversized vehicle screening area, by-pass lane, observation  
platform, security area (work & break area for screening personnel), 
material transfer area, toilets, lighting, vehicle permit check

     

31.10 Spectator egress gates TBD TBD TBD 3 LOC Stadium perimeter FSR Gates next to entry points for spectator egress.   

31.11 Emergency vehicles TBD TBD TBD 3 LOC Stadium perimeter FSR Ambulance, fire engine and police parking within the stadium 
precinct.   

31.12 Casualty clearing station TBD TBD TBD 3 LOC Stadium perimeter FSR Governmental and host city plans will determine the requirements 
of this point.   

31.13 Stewards’ holding area TBD TBD TBD 3 LOC Stadium perimeter FSR Rest area required for stewards working at the stadium. 
Area to include lockers, toilets and sanitary facilities, F&B facilities, 
etc.

  

31.14 Helipad 1-2 TBD TBD 3 LOC Stadium perimeter FSR Large open area for helicopter landing / staging of VVIPs 
and emergency services.   

32    Auxiliary venues

32.01 Official hotels TBD TBD TBD TBD FIFA / LOC Host city HA Two venue-specific team hotels (VSTH) 
associated per FWC stadium. VSTH to be 
within 20 minutes’ drive of associated 
training pitch.

Includes FIFA HQ hotel, FIFA venue hotels, venue-specific team 
hotels (VSTH). Ticketing office and back office required within the 
FIFA venue hotels.       

32.02 Venue-specific training sites 
(VSTS)

2 TBD TBD TBD FIFA / LOC Host city FR Two VSTSs associated per FWC stadium. 
Ideally located within 20 minutes’ drive of 
the VSTH.

 

32.03 Team base camps 32 TBD TBD TBD FIFA / LOC Host country FR  

32.04 Referees’ headquarters 1 TBD TBD TBD Competitions Host country Includes hotel, meeting rooms, office space, dining room, massage 
rooms, two training pitches and storage facilities.  

32.05 FIFA Fan Fests TBD TBD TBD TBD Marketing Host city HA   

32.06 Public viewing areas TBD TBD TBD TBD Marketing / TV Host country   

32.07 Public transport services TBD TBD TBD TBD LOC Host country Includes rail stations, bus drop-off points, park & ride, spectator 
parking, etc.  

32.08 Main ticketing centre TBD TBD TBD TBD Ticketing Host city      

32.09 Venue ticketing centres TBD TBD TBD TBD Ticketing Host city      

32.10 LOC central logistics 
warehouse

TBD TBD 100 100 MATCH IT /  
LOC

Host city FITR PC factory
     
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply
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33    Airports

33.01 Dedicated team terminal TBD TBD TBD TBD LOC Host country To include immigration, customs clearance, baggage handling, 
holding lounges, dedicated media areas, drop-off / parking for 
team vehicles, food & beverage points etc. Terminal required for 
the chartered flights of participating member associations (PMA) 
and VVIPs arrival and departures, this may be located in the main 
terminal or a separate terminal.

     

33.02 Dedicated immigration lanes 
for FIFA delegation

TBD TBD TBD TBD LOC Host country
 

33.03 Signage TBD TBD TBD TBD LOC Host country Directional signage to pick-up points  

33.04 Volunteer holding room TBD TBD TBD TBD LOC Host country Holding area on air-side for volunteers working in this space.   

33.05 Welcome desks TBD TBD TBD TBD LOC Host country Transport & protocol services (TPS) to be available at welcome 
desks.    

33.06 Accreditation verification desk TBD TBD TBD TBD LOC Host country This area must be situated air-side of the terminal to validate 
accreditation of incoming delegates.    

33.07 Protocol lounge and processing TBD TBD TBD TBD LOC Host country Waiting area for processing VVIP arrival and departures. Requires 
direct access to parking / staging area.   

33.08 Ticketing kiosk TBD TBD TBD TBD LOC Host country    

33.09 Medical office TBD TBD TBD TBD LOC Host country     

33.10 Transport office TBD TBD TBD TBD LOC Host country     

33.11 Parking facilities TBD TBD TBD TBD LOC Host country Staging area for shuttles, staff parking and holding spaces for 
Team and V/VIP dedicated vehicles.   
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Sorted by category

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)
TA	T echnical Annex
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* The abbreviations refer to the following documents:

33    Airports

33.01 Dedicated team terminal TBD TBD TBD TBD LOC Host country To include immigration, customs clearance, baggage handling, 
holding lounges, dedicated media areas, drop-off / parking for 
team vehicles, food & beverage points etc. Terminal required for 
the chartered flights of participating member associations (PMA) 
and VVIPs arrival and departures, this may be located in the main 
terminal or a separate terminal.

     

33.02 Dedicated immigration lanes 
for FIFA delegation

TBD TBD TBD TBD LOC Host country
 

33.03 Signage TBD TBD TBD TBD LOC Host country Directional signage to pick-up points  

33.04 Volunteer holding room TBD TBD TBD TBD LOC Host country Holding area on air-side for volunteers working in this space.   

33.05 Welcome desks TBD TBD TBD TBD LOC Host country Transport & protocol services (TPS) to be available at welcome 
desks.    

33.06 Accreditation verification desk TBD TBD TBD TBD LOC Host country This area must be situated air-side of the terminal to validate 
accreditation of incoming delegates.    

33.07 Protocol lounge and processing TBD TBD TBD TBD LOC Host country Waiting area for processing VVIP arrival and departures. Requires 
direct access to parking / staging area.   

33.08 Ticketing kiosk TBD TBD TBD TBD LOC Host country    

33.09 Medical office TBD TBD TBD TBD LOC Host country     

33.10 Transport office TBD TBD TBD TBD LOC Host country     

33.11 Parking facilities TBD TBD TBD TBD LOC Host country Staging area for shuttles, staff parking and holding spaces for 
Team and V/VIP dedicated vehicles.   
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Please note that the data contained herein and in the Football Stadiums Technical 

Recommendations and Requirements remain subject to specifically agreed terms and 

conditions as set forth in the relevant hosting agreement, the stadium agreement and further 

annexes hereto and as modified and / or enhanced by FIFA from time to time so as to reflect  

any technological, commercial, operational or infrastructural developments necessary to 

produce and deliver a FIFA World Cup™ to the highest international standard.
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

1    Competitions

Playing area 3.01 Pitch 1 25 105 x 68 125 x 85 1 LOTG
TMD 

Service tunnel, players’ tunnel. This is the area where the match is played, includes area behind the 
goals and touch lines. Space must be large enough for warm-up 
area behind goal lines. A minimum of 5m beyond the touchlines 
and 5m beyond the goal lines must be of the same surface material 
as the playing field. Pitch must have a minimum 6 weeks rest period 
prior to first match at the stadium.

  

Playing area 3.02 Players’ tunnel 1 90 4-6m with 
min 15m 
length

60-90 1 Main stand LOTG Dressing rooms and entry point 
from main stand to pitch.

An extendable tunnel protector is required from the mouth of the 
players’ tunnel beyond the first row of spectator seats – width to 
accommodate six people abreast.

  

Playing area 3.03 Substitutes’ bench 2 23 23 seats 
x 1m

46 1 Main stand LOTG Main stand, players’ tunnel. These are seats for the substitutes in designated positions next 
to the pitch adjacent to the main stand. The bench includes 
transparent heat reflecting / minimising Plexiglas™ cover.

  

Playing area 3.04 Fourth official’s bench 1 4 4 seats 
x 1m

4 1 Main stand LOTG Between substitutes’ benches. Same design as substitute benches. Provides seating for one match 
official and three event coordinators. The reserve assistant referee 
will be seated elsewhere along the touch lines, either on their 
own bench with Plexiglas™ cover or with the stretcher-bearers, 
preferably on the side of Team A’s substitutes’ bench.

     

Playing area 3.05 Players’ outdoor  
warm-up area

2 14 3 x 30 90 1 Goal side FSTRR Behind both goals and  
photographer positions.

This is the area where the substitute players warm-up during the 
match. The warm-up area surface should be the same as the playing 
surface, i.e. grass or artificial turf with proper cushioning. Each 
area to cater for 6 players and 2 officials. Should sufficient space 
not be available behind the goals, a shared warm-up area behind 
the assistant referee 1 must be provided. This area must cater for 3 
players and 1 official per Team.

 

Playing area 3.08 Pitch to spectator seat –  
goal side 

TBD TBD TBD TBD 1 Goal side FSTRR Pitch Min. 10m. In addition refer to 3.10.

Playing area 3.09 Pitch to spectator seat –  
touch lines

TBD TBD TBD TBD 1 Touch lines FSTRR Pitch Min 8.5m. In addition refer to 3.10.

Playing area 3.15 Interior stadium bowl flags TBD TBD TBD 3 Stadium bowl FFG Sufficient space and erecting options  
to accommodate the flags.

May include FIFA, fair play, confederations, national, United Nations 
and IOC flags. Flag dimensions must be proportional with the 
stadium bowl. Positioning of the flags must take into consideration 
the stadium floodlights in order for the flags to be visible from all 
areas (pitch / VVIP / VIP).

  

Dressing rooms 4.01 Team A, dressing room 1 23 80 250 2 Main stand FSTRR Coach drop-off, doping control,  
flash-interview areas.

This is the main dressing room for Team A and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       

Dressing rooms 4.02 Showers & toilet facilities, 
Team A

1 11 50 included 
in 4.01

2 Main stand FSTRR Within players’ dressing-room area Minimum eleven (11) shower heads. Towel hooks to be placed  
in an area next to showers for players to dry off. To include toilets, 
urinals and sinks with mirrors.

 

Dressing rooms 4.03 Massage room,  
Team A

1 8 40 included 
in 4.01

2 Main stand FSTRR Adjacent to players’ dressing-room area The space would include 3 massage tables, utility table and  
ice machine.    

Dressing rooms 4.04 Kit manager’s room,  
Team A

1 3 25 included 
in 4.01

2 Main stand FSTRR Players’ dressing rooms and, if provided, 
indoor warm-up area.

This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress from the drop-off to this space must be 
accessible for large equipment.

  

Dressing rooms 4.05 Coaches’ and technical room, 
Team A

1 4 30 included 
in 4.01

2 Main stand FSTRR Adjacent to players’ dressing-room area Provide four lockers, chairs, table, one toilet and one shower.
      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

1    Competitions

Playing area 3.01 Pitch 1 25 105 x 68 125 x 85 1 LOTG
TMD 

Service tunnel, players’ tunnel. This is the area where the match is played, includes area behind the 
goals and touch lines. Space must be large enough for warm-up 
area behind goal lines. A minimum of 5m beyond the touchlines 
and 5m beyond the goal lines must be of the same surface material 
as the playing field. Pitch must have a minimum 6 weeks rest period 
prior to first match at the stadium.

  

Playing area 3.02 Players’ tunnel 1 90 4-6m with 
min 15m 
length

60-90 1 Main stand LOTG Dressing rooms and entry point 
from main stand to pitch.

An extendable tunnel protector is required from the mouth of the 
players’ tunnel beyond the first row of spectator seats – width to 
accommodate six people abreast.

  

Playing area 3.03 Substitutes’ bench 2 23 23 seats 
x 1m

46 1 Main stand LOTG Main stand, players’ tunnel. These are seats for the substitutes in designated positions next 
to the pitch adjacent to the main stand. The bench includes 
transparent heat reflecting / minimising Plexiglas™ cover.

  

Playing area 3.04 Fourth official’s bench 1 4 4 seats 
x 1m

4 1 Main stand LOTG Between substitutes’ benches. Same design as substitute benches. Provides seating for one match 
official and three event coordinators. The reserve assistant referee 
will be seated elsewhere along the touch lines, either on their 
own bench with Plexiglas™ cover or with the stretcher-bearers, 
preferably on the side of Team A’s substitutes’ bench.

     

Playing area 3.05 Players’ outdoor  
warm-up area

2 14 3 x 30 90 1 Goal side FSTRR Behind both goals and  
photographer positions.

This is the area where the substitute players warm-up during the 
match. The warm-up area surface should be the same as the playing 
surface, i.e. grass or artificial turf with proper cushioning. Each 
area to cater for 6 players and 2 officials. Should sufficient space 
not be available behind the goals, a shared warm-up area behind 
the assistant referee 1 must be provided. This area must cater for 3 
players and 1 official per Team.

 

Playing area 3.08 Pitch to spectator seat –  
goal side 

TBD TBD TBD TBD 1 Goal side FSTRR Pitch Min. 10m. In addition refer to 3.10.

Playing area 3.09 Pitch to spectator seat –  
touch lines

TBD TBD TBD TBD 1 Touch lines FSTRR Pitch Min 8.5m. In addition refer to 3.10.

Playing area 3.15 Interior stadium bowl flags TBD TBD TBD 3 Stadium bowl FFG Sufficient space and erecting options  
to accommodate the flags.

May include FIFA, fair play, confederations, national, United Nations 
and IOC flags. Flag dimensions must be proportional with the 
stadium bowl. Positioning of the flags must take into consideration 
the stadium floodlights in order for the flags to be visible from all 
areas (pitch / VVIP / VIP).

  

Dressing rooms 4.01 Team A, dressing room 1 23 80 250 2 Main stand FSTRR Coach drop-off, doping control,  
flash-interview areas.

This is the main dressing room for Team A and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       

Dressing rooms 4.02 Showers & toilet facilities, 
Team A

1 11 50 included 
in 4.01

2 Main stand FSTRR Within players’ dressing-room area Minimum eleven (11) shower heads. Towel hooks to be placed  
in an area next to showers for players to dry off. To include toilets, 
urinals and sinks with mirrors.

 

Dressing rooms 4.03 Massage room,  
Team A

1 8 40 included 
in 4.01

2 Main stand FSTRR Adjacent to players’ dressing-room area The space would include 3 massage tables, utility table and  
ice machine.    

Dressing rooms 4.04 Kit manager’s room,  
Team A

1 3 25 included 
in 4.01

2 Main stand FSTRR Players’ dressing rooms and, if provided, 
indoor warm-up area.

This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress from the drop-off to this space must be 
accessible for large equipment.

  

Dressing rooms 4.05 Coaches’ and technical room, 
Team A

1 4 30 included 
in 4.01

2 Main stand FSTRR Adjacent to players’ dressing-room area Provide four lockers, chairs, table, one toilet and one shower.
      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

1    Competitions

Dressing rooms 4.06 Refreshment / utility area, 
Team A

1 TBD 25 included 
in 4.01

2 Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
by players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

Dressing rooms 4.07 Players’ indoor warm-up area, 
Team A

1 23 100 100 2 Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double-
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

Dressing rooms 4.08 Team B, dressing room 1 23 80 250 2 Main stand FSTRR Coach drop-off, doping control, 
flash-interview areas.

This is the main dressing room for Team B and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       

Dressing rooms 4,09 Showers & toilet facilities, 
Team B

1 11 50 included 
in 4.08

2 Main stand FSTRR Within players’ dressing-room area Minimum eleven (11) shower heads. Towel hooks to be placed in an 
area next to showers for players to dry off. To include toilets, urinals 
and sinks with mirrors.

  

Dressing rooms 4.10 Massage room, Team B 1 8 40 included 
in 4.08

2 Main stand FSTRR Adjacent to players’ dressing-room area The space would include 3 massage tables, utility table and  
ice machine.   

Dressing rooms 4.11 Kit manager’s room, Team B 1 3 25 included 
in 4.08

2 Main stand FSTRR Players’ dressing room. This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress from the drop-off to this space must be 
accessible for large equipment.

  

Dressing rooms 4.12 Coaches’ and technical room, 
Team B

1 4 30 included 
in 4.08

2 Main stand FSTRR Adjacent to players’ dressing room area Provide four lockers, chairs, table, one toilet and one shower.
      

Dressing rooms 4.13 Refreshment / utility area, 
Team B

1 TBD 25 included 
in 4.08

2 Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
to players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

Dressing rooms 4.14 Players’ indoor warm-up area, 
Team B

1 23 100 100 2 Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double 
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

Dressing rooms 4.15 Referees 1 – dressing room 1 5-7 24-35 24-35 2 Main stand FSTRR Players’ dressing room. Provide seven lockers, massage table, desk and chairs.       

Dressing rooms 4.16 Referees 2 – dressing room 1 2 16 16 2 Main stand FSTRR Players’ dressing room. Provide two lockers, massage table, desk and chairs.       

Dressing rooms 4.17 Referees’ showers 1 1 3 3 x 1.5m 5 2 Main stand FSTRR Within the referees’ dressing room Provide three showers (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

Dressing rooms 4.18 Referees’ showers 2 1 2 2 x 1.5m 3 2 Main stand FSTRR Within the referees’ dressing room Provide one shower (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

FIFA offices 7.01 General coordinator’s (GC) 
office

1 2 - 3 40 40 2 Main stand FSTRR Players’ dressing rooms and tunnel. This is the office for the FIFA representatives managing 
match day operations.        

FIFA offices 7.02 GC meeting room  
(crisis management)

1 10 50 50 2/4 Main stand FSTRR Adjacent to or within general coordinator’s 
or match commissioner’s office.       

FIFA offices 7.03 GC storage room 1 n/a 20 20 2 Main stand FSTRR Can be located within the 
general coordinator’s office.

Lockable and secure location required.
  

FIFA offices 7.04 Match coordination meeting 
room

1 40 100 100 2/4 Main stand FSTRR Within stadium secure perimeter, ideally with 
view of the pitch.

Match coordination meeting room required for match day minus 
one meetings. Ideally, the room should have a pleasant ambience 
for meeting team representatives. 

      

FIFA offices 7.05 Match commissioner’s office 1 1 60 60 2/4 Main stand FSTRR As close as possible to general  
coordinator’s office.

May include areas listed in 7.6-7.10.
       
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

1    Competitions

Dressing rooms 4.06 Refreshment / utility area, 
Team A

1 TBD 25 included 
in 4.01

2 Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
by players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

Dressing rooms 4.07 Players’ indoor warm-up area, 
Team A

1 23 100 100 2 Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double-
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

Dressing rooms 4.08 Team B, dressing room 1 23 80 250 2 Main stand FSTRR Coach drop-off, doping control, 
flash-interview areas.

This is the main dressing room for Team B and includes twenty 
three (23) lockers, flipcharts, white board and clocks.       

Dressing rooms 4,09 Showers & toilet facilities, 
Team B

1 11 50 included 
in 4.08

2 Main stand FSTRR Within players’ dressing-room area Minimum eleven (11) shower heads. Towel hooks to be placed in an 
area next to showers for players to dry off. To include toilets, urinals 
and sinks with mirrors.

  

Dressing rooms 4.10 Massage room, Team B 1 8 40 included 
in 4.08

2 Main stand FSTRR Adjacent to players’ dressing-room area The space would include 3 massage tables, utility table and  
ice machine.   

Dressing rooms 4.11 Kit manager’s room, Team B 1 3 25 included 
in 4.08

2 Main stand FSTRR Players’ dressing room. This is a small office for the kit manager to store and distribute 
kit for players. A table, two chairs and a lockable cupboard are 
required. Access / egress from the drop-off to this space must be 
accessible for large equipment.

  

Dressing rooms 4.12 Coaches’ and technical room, 
Team B

1 4 30 included 
in 4.08

2 Main stand FSTRR Adjacent to players’ dressing room area Provide four lockers, chairs, table, one toilet and one shower.
      

Dressing rooms 4.13 Refreshment / utility area, 
Team B

1 TBD 25 included 
in 4.08

2 Main stand FSTRR Dressing room Space should be made available for a refrigerator and tables so 
that beverages, food or other items can be laid out for easy access 
to players and staff. The space could be in the open hallway area 
within team area or in dressing room itself.

    

Dressing rooms 4.14 Players’ indoor warm-up area, 
Team B

1 23 100 100 2 Main stand FSTRR Next to players’ dressing rooms. Indoor warm-up areas are a benefit for stadiums hosting double 
header matches as part of their legacy operations and provide an 
alternative warm-up area during inclement weather. 

   

Dressing rooms 4.15 Referees 1 – dressing room 1 5-7 24-35 24-35 2 Main stand FSTRR Players’ dressing room. Provide seven lockers, massage table, desk and chairs.       

Dressing rooms 4.16 Referees 2 – dressing room 1 2 16 16 2 Main stand FSTRR Players’ dressing room. Provide two lockers, massage table, desk and chairs.       

Dressing rooms 4.17 Referees’ showers 1 1 3 3 x 1.5m 5 2 Main stand FSTRR Within the referees’ dressing room Provide three showers (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

Dressing rooms 4.18 Referees’ showers 2 1 2 2 x 1.5m 3 2 Main stand FSTRR Within the referees’ dressing room Provide one shower (with towel hooks) and one toilet. 
Could also be used to accommodate female referees.   

FIFA offices 7.01 General coordinator’s (GC) 
office

1 2 - 3 40 40 2 Main stand FSTRR Players’ dressing rooms and tunnel. This is the office for the FIFA representatives managing 
match day operations.        

FIFA offices 7.02 GC meeting room  
(crisis management)

1 10 50 50 2/4 Main stand FSTRR Adjacent to or within general coordinator’s 
or match commissioner’s office.       

FIFA offices 7.03 GC storage room 1 n/a 20 20 2 Main stand FSTRR Can be located within the 
general coordinator’s office.

Lockable and secure location required.
  

FIFA offices 7.04 Match coordination meeting 
room

1 40 100 100 2/4 Main stand FSTRR Within stadium secure perimeter, ideally with 
view of the pitch.

Match coordination meeting room required for match day minus 
one meetings. Ideally, the room should have a pleasant ambience 
for meeting team representatives. 

      

FIFA offices 7.05 Match commissioner’s office 1 1 60 60 2/4 Main stand FSTRR As close as possible to general  
coordinator’s office.

May include areas listed in 7.6-7.10.
       
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

1    Competitions

FIFA offices 7.06 Head of delegation’s office 1 1 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR       

FIFA offices 7.07 Technical sudy group office 1 2-3 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR       

FIFA offices 7.08 Referees committee  
member’s office

1 1 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR
      

FIFA offices 7.09 Referees’ assessor 1 1 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR       

FIFA offices 7.10 Referees’ video  
specialist office 

1 2 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR
      

FIFA offices 7.11 Security office 1 2 20 20 2 Main stand FSTRR Close proximity to general  
coordinator’s office.

Ideally located near or with LOC security office.
       

Ceremonies 9.05 Awards ceremonies staging 
area – final & third place match

TBD TBD TBD TBD 4/5 Main stand Located in route from the VVIP lounge  
to the awards podium.

Holding area to cater for VVIPs, hostesses, protocol and security 
staff, with access to the awards podium on the main stand.   

Ceremonies 9.06 Awards ceremonies podium – 
final & third-place match

TBD TBD TBD TBD 3/5 Main stand VVIP tribune and pitch. Podium to be situated in the main stand for the final and on the 
field of play for the third-place match. Access to and from the field 
of play and the VVIP holding areas required.

  

Ceremonies 9.07 Awards ceremonies medal 
preparation & holding room – 
final & third-place matches

TBD TBD TBD TBD 2/4 Main stand Required for third-place and final matches only.
  

Parking facilities 30.01 Team bus drop-off / pick-up /
parking

2-4 v 2 Main stand Under or adjacent to main stand  
and mixed zone exit

Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectator missile, then overhang or canopy covering the buses 
should be minimum 4.8m height. Canopy should extend from the 
buses to players’ entrance into the stadium, and back to the buses 
from the mixed zone exit, if different location. Additional parking 
for police escort vehicles to be considered in the overall parking 
allocation.

 

Parking facilities 30.02 Team car parking 12 2 Main stand Under or adjacent to main stand 
close to the mixed zone.

Car parking for six cars per team. Additional LOC support and police 
escort vehicles to be considered in overall allocation.  

Parking facilities 30.03 Team equipment van 2 2 Team bus area  

Parking facilities 30.04 Team guests’ parking   12  
    2 v

2 Close to main stand Six cars and one bus per team, situated with direct access to the 
relevant seating allocation within the stadium bowl.  

Parking facilities 30.05 Match officials’ drop-off / 
pick-up / parking

    1 v*
    1 

2 Main stand Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectators missile, then overhang or canopy covering vehicles 
should extend the match officials’ entry / exit point of stadium. 
Parking located near the entrance. Additional parking for police 
escort vehicles to be considered in the overall allocation.

 

Auxiliary venues 32.02 Venue specific training site 
(VSTS)

2 TBD TBD TBD Host city FR Two VSTSs associated per FWC stadium. 
Ideally located within 20 minutes’ drive  
of the VSTH.

VSTS are identified by the LOC and confirmed by FIFA.
 

Auxiliary venues 32.03 Team base camps 32 TBD TBD TBD Host country FR TBC are identified by the LOC and approved by FIFA.  

Auxiliary venues 32.04 Referees’ headquarters 1 TBD TBD TBD Host country Includes hotel, meeting rooms, office space, dining room, 
massage rooms, two training pitches and storage facilities  

	cars   v buses   v* mini bus
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

1    Competitions

FIFA offices 7.06 Head of delegation’s office 1 1 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR       

FIFA offices 7.07 Technical sudy group office 1 2-3 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR       

FIFA offices 7.08 Referees committee  
member’s office

1 1 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR
      

FIFA offices 7.09 Referees’ assessor 1 1 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR       

FIFA offices 7.10 Referees’ video  
specialist office 

1 2 incl. 7.05 incl. 7.05 2/4 Main stand FSTRR
      

FIFA offices 7.11 Security office 1 2 20 20 2 Main stand FSTRR Close proximity to general  
coordinator’s office.

Ideally located near or with LOC security office.
       

Ceremonies 9.05 Awards ceremonies staging 
area – final & third place match

TBD TBD TBD TBD 4/5 Main stand Located in route from the VVIP lounge  
to the awards podium.

Holding area to cater for VVIPs, hostesses, protocol and security 
staff, with access to the awards podium on the main stand.   

Ceremonies 9.06 Awards ceremonies podium – 
final & third-place match

TBD TBD TBD TBD 3/5 Main stand VVIP tribune and pitch. Podium to be situated in the main stand for the final and on the 
field of play for the third-place match. Access to and from the field 
of play and the VVIP holding areas required.

  

Ceremonies 9.07 Awards ceremonies medal 
preparation & holding room – 
final & third-place matches

TBD TBD TBD TBD 2/4 Main stand Required for third-place and final matches only.
  

Parking facilities 30.01 Team bus drop-off / pick-up /
parking

2-4 v 2 Main stand Under or adjacent to main stand  
and mixed zone exit

Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectator missile, then overhang or canopy covering the buses 
should be minimum 4.8m height. Canopy should extend from the 
buses to players’ entrance into the stadium, and back to the buses 
from the mixed zone exit, if different location. Additional parking 
for police escort vehicles to be considered in the overall parking 
allocation.

 

Parking facilities 30.02 Team car parking 12 2 Main stand Under or adjacent to main stand 
close to the mixed zone.

Car parking for six cars per team. Additional LOC support and police 
escort vehicles to be considered in overall allocation.  

Parking facilities 30.03 Team equipment van 2 2 Team bus area  

Parking facilities 30.04 Team guests’ parking   12  
    2 v

2 Close to main stand Six cars and one bus per team, situated with direct access to the 
relevant seating allocation within the stadium bowl.  

Parking facilities 30.05 Match officials’ drop-off / 
pick-up / parking

    1 v*
    1 

2 Main stand Drop-off and pick-up ideally underneath the main stand. If exposed 
to spectators missile, then overhang or canopy covering vehicles 
should extend the match officials’ entry / exit point of stadium. 
Parking located near the entrance. Additional parking for police 
escort vehicles to be considered in the overall allocation.

 

Auxiliary venues 32.02 Venue specific training site 
(VSTS)

2 TBD TBD TBD Host city FR Two VSTSs associated per FWC stadium. 
Ideally located within 20 minutes’ drive  
of the VSTH.

VSTS are identified by the LOC and confirmed by FIFA.
 

Auxiliary venues 32.03 Team base camps 32 TBD TBD TBD Host country FR TBC are identified by the LOC and approved by FIFA.  

Auxiliary venues 32.04 Referees’ headquarters 1 TBD TBD TBD Host country Includes hotel, meeting rooms, office space, dining room, 
massage rooms, two training pitches and storage facilities  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

2    Competitions / Security

Playing Area 3.10 Pitch protection TBD TBD TBD TBD 1 Pitch perimeter FSR Between pitch access and the first row  
of spectator seats.

Can be in the form of pitch protection barriers and / or security 
personal. There are various products available in the market which 
assist in the deterrent of pitch invasions and provide a safe and 
efficient movement of spectators from their seats to the pitch in the 
event of an emergency evacuation.

  

3    Competitions / LOC

Playing area 3.17 Contingency pitch TBD Min. 105m 
x 68m

Min 125m 
x 85m

n/a Off site FSTRR 
TMD 
HA 

Within close proximity to the  
stadium / host city.

Contingency pitch for the stadium if required. To include necessary 
equipment and manpower to install pitch when required.    

4    Medical

Medical facilities 5.01 Stretcher-bearers’ and  
medical team area

2 3/4 8 16 1 Main stand LOTG Close to players’ tunnel, emergency services 
and adjacent to substitutes’ benches

This is the position for medical personnel on the field, 5-8m from 
the touchline. Incorporates heat reflecting / minimising Plexiglas™ 
cover. The reserve assistant referee may be seated on the stretcher-
bearers’ bench to the left of substitute bench of Team A.

 

Medical facilities 5.02 Players’ medical room 1 4 50 50 2 Main stand FSTRR Close to players’ tunnel and 
emergency services.

Used for players and team officials working close to the pitch. 
Stretcher access from the medical room to parking area for 
ambulances required. Refer to section 30, “Parking facilities”.

      

Medical facilities 5.03 Medical officer’s room 1 2 incl 5.02 incl 5.02 2 Main stand FSTRR Close to players’ tunnel and 
emergency services.       

Doping control 6.01 Waiting room 1 8 16 16 2 Main stand FSTRR Close to players’ dressing rooms and 6.02. This is the area players wait to be tested. The doping control room 
is connected to the waiting room and medical office. Must contain 
refrigerator with unopened drinks in plastic bottles, TV and waste 
bin.

    

Doping control 6.02 Medical office 1 4 16 16 2 Main stand FSTRR Close to players’ dressing rooms / tunnel 
and emergency services.

Must be well ventilated, brightly lit with easily washable and 
non-slippery floors. Must contain two desks with four chairs, one 
lockable cabinet, two waste bins, wash basin and a mirror.

      

Doping control 6.03 Toilet 1 2 4 4 2 Main stand FSTRR Close to players’ dressing rooms and 6.02. Toilets must be linked to the medical office and large enough for 
two people. Must be well ventilated, brightly lit with easily washable 
and non-slippery floors. Must contain a toilet, wash basin, mirror, 
shower and a waste bin.

   

Parking facilities 30.06 Ambulance parking 4 2 Main stand Vehicle space for four ambulances, each with a defibrillator for care 
of players, team officials, VVIP / VIPs and FIFA delegation.  

Parking facilities 30.07 Doping control 
collection vehicle

1 2 Main stand Close to players’ entrance / exit and 
doping control room.  

5    Medical / Protocol

Hospitality areas – 
stadium

13.16 VVIP / VIP medical room(s) 1-2 4 Min. 20m² 20-40 5 Main stand Adjacent to or within the VVIP / VIP lounge. Dependent on size, a second VIP medical room may be required. 
VVIP medical room required if the VVIP tribune is on a separate level 
to VIP tribune and to be in close proximity to their seating and lifts. 
Unrestricted access for stretcher-bearers. Minimum size – 20m². 
Dedicated doctor to be made available.

     

6    Protocol

FIFA offices 7.29 Protocol office 1 4 25 25 5 Main stand Office should be located close to  
VIP reception desk.

Ideally located near or with LOC protocol office.
      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

2    Competitions / Security

Playing Area 3.10 Pitch protection TBD TBD TBD TBD 1 Pitch perimeter FSR Between pitch access and the first row  
of spectator seats.

Can be in the form of pitch protection barriers and / or security 
personal. There are various products available in the market which 
assist in the deterrent of pitch invasions and provide a safe and 
efficient movement of spectators from their seats to the pitch in the 
event of an emergency evacuation.

  

3    Competitions / LOC

Playing area 3.17 Contingency pitch TBD Min. 105m 
x 68m

Min 125m 
x 85m

n/a Off site FSTRR 
TMD 
HA 

Within close proximity to the  
stadium / host city.

Contingency pitch for the stadium if required. To include necessary 
equipment and manpower to install pitch when required.    

4    Medical

Medical facilities 5.01 Stretcher-bearers’ and  
medical team area

2 3/4 8 16 1 Main stand LOTG Close to players’ tunnel, emergency services 
and adjacent to substitutes’ benches

This is the position for medical personnel on the field, 5-8m from 
the touchline. Incorporates heat reflecting / minimising Plexiglas™ 
cover. The reserve assistant referee may be seated on the stretcher-
bearers’ bench to the left of substitute bench of Team A.

 

Medical facilities 5.02 Players’ medical room 1 4 50 50 2 Main stand FSTRR Close to players’ tunnel and 
emergency services.

Used for players and team officials working close to the pitch. 
Stretcher access from the medical room to parking area for 
ambulances required. Refer to section 30, “Parking facilities”.

      

Medical facilities 5.03 Medical officer’s room 1 2 incl 5.02 incl 5.02 2 Main stand FSTRR Close to players’ tunnel and 
emergency services.       

Doping control 6.01 Waiting room 1 8 16 16 2 Main stand FSTRR Close to players’ dressing rooms and 6.02. This is the area players wait to be tested. The doping control room 
is connected to the waiting room and medical office. Must contain 
refrigerator with unopened drinks in plastic bottles, TV and waste 
bin.

    

Doping control 6.02 Medical office 1 4 16 16 2 Main stand FSTRR Close to players’ dressing rooms / tunnel 
and emergency services.

Must be well ventilated, brightly lit with easily washable and 
non-slippery floors. Must contain two desks with four chairs, one 
lockable cabinet, two waste bins, wash basin and a mirror.

      

Doping control 6.03 Toilet 1 2 4 4 2 Main stand FSTRR Close to players’ dressing rooms and 6.02. Toilets must be linked to the medical office and large enough for 
two people. Must be well ventilated, brightly lit with easily washable 
and non-slippery floors. Must contain a toilet, wash basin, mirror, 
shower and a waste bin.

   

Parking facilities 30.06 Ambulance parking 4 2 Main stand Vehicle space for four ambulances, each with a defibrillator for care 
of players, team officials, VVIP / VIPs and FIFA delegation.  

Parking facilities 30.07 Doping control 
collection vehicle

1 2 Main stand Close to players’ entrance / exit and 
doping control room.  

5    Medical / Protocol

Hospitality areas – 
stadium

13.16 VVIP / VIP medical room(s) 1-2 4 Min. 20m² 20-40 5 Main stand Adjacent to or within the VVIP / VIP lounge. Dependent on size, a second VIP medical room may be required. 
VVIP medical room required if the VVIP tribune is on a separate level 
to VIP tribune and to be in close proximity to their seating and lifts. 
Unrestricted access for stretcher-bearers. Minimum size – 20m². 
Dedicated doctor to be made available.

     

6    Protocol

FIFA offices 7.29 Protocol office 1 4 25 25 5 Main stand Office should be located close to  
VIP reception desk.

Ideally located near or with LOC protocol office.
      



Football  StadiUMS362

Ca
te

go
ry

1

Sp
ac

e 
na

m
e

3

Nu
m

be
r4

O
cc

up
an

cy
5

Re
qu

es
te

d 
ar

ea
 (m

2 )6
Re

qu
es

te
d 

to
ta

l a
re

a 
(m

2 )7

Lo
ca

tio
n

10

Re
fe

re
nc

e 

   
Do

cu
m

en
t*

Ac
cr

ed
ita

tio
n 

zo
ne

8

Ca
te

go
ry

 n
um

be
r2

  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

6    Protocol

Hospitality areas – 
stadium

13.13 Bodyguards / security personnel 
– opening match and final 

1 100 100 x 1 100 5 Main stand As close as possible to VIP areas. Clean broadcast feed required by IT. 
To be taken in consideration with 8.15.      

Hospitality areas – 
stadium

13.14 Bodyguards / security personnel 
– other matches

1 50 50 x 1 50 5 Main stand

Hospitality areas – 
stadium

13.18 VIP welcome desk –  
opening match and final 

1 10 40 40 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets. As close a possible to VIP areas.

     

Hospitality areas – 
stadium

13.19 VIP welcome desk –  
semi-final

1 10 30 30 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

Hospitality areas – 
stadium

13.20 VIP welcome desk –  
group stage and final

1 10 20 20 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

Hospitality areas – 
stadium

13.21 VVIP welcome desk 1 10 20 20 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VVIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

Parking facilities 30.08 VIP drop-off 1 5 Main stand Under or adjacent to main stand  
close to the mixed zone.

Dedicated walkways, entrances, lifts and stairwells required  
for VVIPs and VIPs.  

Parking facilities 30.09 VVIP drop-off 1 5 Main stand At main entrance. Dedicated drop-off with direct access route to VVIP lounge by 
dedicated lift / stairs. 80 VVIPs will be dropped off at this point and 
parking must be available within close proximity. Additional parking 
for police escort vehicles to be considered in the overall allocation. 
Graded, level surface required.

 

Parking facilities 30.10 VVIP cars – opening match 
and final

80 5 Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered 
in the overall allocation. Graded, level surface required.  

Parking facilities 30.11 VVIP cars – other matches 40 5 Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered 
in the overall allocation. Graded, level surface required.  

Parking facilities 30.12 VIP cars – group stage 150 5 Main stand Within 100m of VIP entrance. Graded, level surface required.   

Parking facilities 30.13 VIP cars – opening match  
and final

200 5 Main stand Within 100m of VIP entrance. Graded, level surface required.
  

Parking facilities 30.14 VIP buses – group stage 20 5 Main stand Within 100m of VIP entrance. 30-40 seater buses preferred   

Parking facilities 30.15 VIP buses – opening match  
and final

45 5 Main stand Within 100m of VIP entrance. 30-40 seater buses preferred
  

7    Hospitality / Protocol

Hospitality areas – 
stadium

13.03 VIP lounge –  
opening match and final

1 1,350 1,350 x 1 1,350 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s Lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

Hospitality areas – 
stadium

13.04 VIP lounge –  
semi-final

1 1,100 1,110 x 1 1,110 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

6    Protocol

Hospitality areas – 
stadium

13.13 Bodyguards / security personnel 
– opening match and final 

1 100 100 x 1 100 5 Main stand As close as possible to VIP areas. Clean broadcast feed required by IT. 
To be taken in consideration with 8.15.      

Hospitality areas – 
stadium

13.14 Bodyguards / security personnel 
– other matches

1 50 50 x 1 50 5 Main stand

Hospitality areas – 
stadium

13.18 VIP welcome desk –  
opening match and final 

1 10 40 40 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets. As close a possible to VIP areas.

     

Hospitality areas – 
stadium

13.19 VIP welcome desk –  
semi-final

1 10 30 30 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

Hospitality areas – 
stadium

13.20 VIP welcome desk –  
group stage and final

1 10 20 20 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

Hospitality areas – 
stadium

13.21 VVIP welcome desk 1 10 20 20 5 Main stand Adjacent to guests’ drop-off /  
pick-up and VVIP lounges.

Fixed position throughout the tournament with access to power. 
Electronic access control system utilised in this area to validate 
tickets.

     

Parking facilities 30.08 VIP drop-off 1 5 Main stand Under or adjacent to main stand  
close to the mixed zone.

Dedicated walkways, entrances, lifts and stairwells required  
for VVIPs and VIPs.  

Parking facilities 30.09 VVIP drop-off 1 5 Main stand At main entrance. Dedicated drop-off with direct access route to VVIP lounge by 
dedicated lift / stairs. 80 VVIPs will be dropped off at this point and 
parking must be available within close proximity. Additional parking 
for police escort vehicles to be considered in the overall allocation. 
Graded, level surface required.

 

Parking facilities 30.10 VVIP cars – opening match 
and final

80 5 Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered 
in the overall allocation. Graded, level surface required.  

Parking facilities 30.11 VVIP cars – other matches 40 5 Main stand Next to VVIP entrance. Additional parking for police escort vehicles to be considered 
in the overall allocation. Graded, level surface required.  

Parking facilities 30.12 VIP cars – group stage 150 5 Main stand Within 100m of VIP entrance. Graded, level surface required.   

Parking facilities 30.13 VIP cars – opening match  
and final

200 5 Main stand Within 100m of VIP entrance. Graded, level surface required.
  

Parking facilities 30.14 VIP buses – group stage 20 5 Main stand Within 100m of VIP entrance. 30-40 seater buses preferred   

Parking facilities 30.15 VIP buses – opening match  
and final

45 5 Main stand Within 100m of VIP entrance. 30-40 seater buses preferred
  

7    Hospitality / Protocol

Hospitality areas – 
stadium

13.03 VIP lounge –  
opening match and final

1 1,350 1,350 x 1 1,350 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s Lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

Hospitality areas – 
stadium

13.04 VIP lounge –  
semi-final

1 1,100 1,110 x 1 1,110 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

7    Hospitality / Protocol

Hospitality areas – 
stadium

13.05 VIP lounge –  
quarter-final

1 650 650 x 1 650 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

Hospitality areas – 
stadium

13.06 VIP lounge – 
group stage & round of 16

1 550 550 x 1 550 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

Hospitality areas – 
stadium

13.07 VVIP lounge – 
opening match and final

1 150  150 x 1.8 270 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.08 VVIP lounge – 
semi-final

1 100 100 x 1.8 180 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.09 VVIP lounge – 
quarter-final

1 75 75 x 1.8 135 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.10 VVIP lounge – 
group stage

1 50 50 x 1.8 90 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.11 FIFA President’s lounge 1 6 6 x 2.5 15 5 Main stand Adjacent to VVIP lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

Hospitality areas – 
stadium

13.12 LOC President’s (Chairman’s) 
lounge 

1 6 6 x 2.5 15 5 Main stand Adjacent to FIFA President’s lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

8    Hospitality

FIFA offices 7.27 Hospitality office 1 2-4 25 25 4/9 Main stand       

FIFA offices 7.28 Hospitality rights holder office 1 2-4 25 25 9 Main stand Adjacent to the hospitality areas.       

Hospitality areas – 
stadium

13.01 Skyboxes / hospitality suites All TBD TBD TBD 9 Stadium bowl LOR  
FSTRR

Unless otherwise agreed by FIFA in writing, 
for the FIFA World Cup™, each stadium 
should have the following: eight per cent 
(8%) of total number of seats (i.e. all seats 
including the seat kills, media tribune and VIP 
tribune) for opening match, semi-finals and 
final. Five per cent (5%) of the total number 
of seats for remaining matches. Skyboxes 
must represent a minimum of 30% of the 
hospitality programme.

All skyboxes and associated seats are at the disposal of the 
hospitality programme. Seat allocations, by constituent groups, and 
infrastructure requirements will vary according to the specific event 
and stadium. FIFA will provide the minimal finishes for a skybox. 
Consideration for skyboxes must include the following: access to 
toilets in close proximity but separate to public toilets and sanitary; 
catering area with access to power, water and drainage (but no 
cooking equipment required); structure must consist of three (3) 
walls (floor to ceiling) and a floor to ceiling window looking onto 
the pitch. Access must be provided directly from the skybox interior 
to the designated exterior seating area without compromising the 
view of the pitch. Seating, indoor or outdoor, must be separate 
from the general public with a barrier, i.e. partition. Seating in 
this area must be a higher standard than general seats. Dedicated 
guests’ access routes and lifts separated from VIP and media guests.

     

Hospitality Areas – 
Stadium

13.02 Commercial hospitality kitchen 1 TBD according 
to capacity

TBD 9 Adjacent to commercial 
hospitality lounges    

Hospitality Areas – 
Stadium

13.17 V/VIP kitchen(s) 1 TBD according 
to capacity

TBD 5 Main stand Adjacent to VVIP / VIP lounges
      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

7    Hospitality / Protocol

Hospitality areas – 
stadium

13.05 VIP lounge –  
quarter-final

1 650 650 x 1 650 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

Hospitality areas – 
stadium

13.06 VIP lounge – 
group stage & round of 16

1 550 550 x 1 550 5 Main stand Behind the VIP seats with unobstructed  
view of pitch.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
There are three distinct areas within hospitality i.e. FIFA and LOC 
President’s lounges, VVIP lounge and VIP lounge. Dedicated 
walkways, entrances, lifts and stairwells required for VVIPs and VIPs.

      

Hospitality areas – 
stadium

13.07 VVIP lounge – 
opening match and final

1 150  150 x 1.8 270 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.08 VVIP lounge – 
semi-final

1 100 100 x 1.8 180 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.09 VVIP lounge – 
quarter-final

1 75 75 x 1.8 135 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.10 VVIP lounge – 
group stage

1 50 50 x 1.8 90 5 Main stand Adjacent to, above or below the VIP lounge. Dedicated walkways, entrances, lifts and stairwells required 
for VVIPs and VIPs.       

Hospitality areas – 
stadium

13.11 FIFA President’s lounge 1 6 6 x 2.5 15 5 Main stand Adjacent to VVIP lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

Hospitality areas – 
stadium

13.12 LOC President’s (Chairman’s) 
lounge 

1 6 6 x 2.5 15 5 Main stand Adjacent to FIFA President’s lounge. Provide high-quality sofas and armchairs, clean broadcast feed 
required by IT and unobstructed view of the pitch preferred.       

8    Hospitality

FIFA offices 7.27 Hospitality office 1 2-4 25 25 4/9 Main stand       

FIFA offices 7.28 Hospitality rights holder office 1 2-4 25 25 9 Main stand Adjacent to the hospitality areas.       

Hospitality areas – 
stadium

13.01 Skyboxes / hospitality suites All TBD TBD TBD 9 Stadium bowl LOR  
FSTRR

Unless otherwise agreed by FIFA in writing, 
for the FIFA World Cup™, each stadium 
should have the following: eight per cent 
(8%) of total number of seats (i.e. all seats 
including the seat kills, media tribune and VIP 
tribune) for opening match, semi-finals and 
final. Five per cent (5%) of the total number 
of seats for remaining matches. Skyboxes 
must represent a minimum of 30% of the 
hospitality programme.

All skyboxes and associated seats are at the disposal of the 
hospitality programme. Seat allocations, by constituent groups, and 
infrastructure requirements will vary according to the specific event 
and stadium. FIFA will provide the minimal finishes for a skybox. 
Consideration for skyboxes must include the following: access to 
toilets in close proximity but separate to public toilets and sanitary; 
catering area with access to power, water and drainage (but no 
cooking equipment required); structure must consist of three (3) 
walls (floor to ceiling) and a floor to ceiling window looking onto 
the pitch. Access must be provided directly from the skybox interior 
to the designated exterior seating area without compromising the 
view of the pitch. Seating, indoor or outdoor, must be separate 
from the general public with a barrier, i.e. partition. Seating in 
this area must be a higher standard than general seats. Dedicated 
guests’ access routes and lifts separated from VIP and media guests.

     

Hospitality Areas – 
Stadium

13.02 Commercial hospitality kitchen 1 TBD according 
to capacity

TBD 9 Adjacent to commercial 
hospitality lounges    

Hospitality Areas – 
Stadium

13.17 V/VIP kitchen(s) 1 TBD according 
to capacity

TBD 5 Main stand Adjacent to VVIP / VIP lounges
      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

8    Hospitality

Hospitality areas 
– within stadium 
perimeter

14.01 Commercial affiliate village 
– final

1 5,000- 
7,000

5-5.6m² per 
occupancy

35,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.02 Commercial affiliate –  
semi-finals

1 3,500- 
4,000

5-5.6m² per 
occupancy

20,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.03 Commercial affiliate – 
quarter-final

1 1,800- 
2,000

5-5.6m² per 
occupancy

10,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.04 Commercial affiliate – 
round of 16 and group stage

1 1,400- 
1,600

5-5.6m² per 
occupancy

8,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.05 Commercial hospitality – 
final

1 10,000 4.6m² per 
occupancy

50,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

8    Hospitality

Hospitality areas 
– within stadium 
perimeter

14.01 Commercial affiliate village 
– final

1 5,000- 
7,000

5-5.6m² per 
occupancy

35,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.02 Commercial affiliate –  
semi-finals

1 3,500- 
4,000

5-5.6m² per 
occupancy

20,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.03 Commercial affiliate – 
quarter-final

1 1,800- 
2,000

5-5.6m² per 
occupancy

10,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.04 Commercial affiliate – 
round of 16 and group stage

1 1,400- 
1,600

5-5.6m² per 
occupancy

8,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.05 Commercial hospitality – 
final

1 10,000 4.6m² per 
occupancy

50,000 9 300m from centre 
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

8    Hospitality

Hospitality areas 
– within stadium 
perimeter

14.06 Commercial hospitality –  
semi-final

1 4,300 4.6m² per 
occupancy

20,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.07 Commercial hospitality – 
quarter-final

1 2,200 4.6m² per 
occupancy

10,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.08 Commercial hospitality –  
round of 16

1 1,900 4.6m² per 
occupancy

9,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.09 Commercial hospitality –  
group stage

1 1,100 4.6m² per 
occupancy

9,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Parking facilities 30.16 Commercial affiliate  
hospitality – quarter-final

  100 
    80 v

Hospitality village
  

Parking facilities 30.17 Commercial affiliate  
hospitality – host 

  100 
    80 v

Hospitality village Marketing will work on a ratio of tickets to parking passes based 
on the total availability of parking spaces at the various venues.   

Parking facilities 30.18 Commercial affiliate  
hospitality – semi-final

  100 
    80 v

Hospitality village
  

	cars   v buses 
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

8    Hospitality

Hospitality areas 
– within stadium 
perimeter

14.06 Commercial hospitality –  
semi-final

1 4,300 4.6m² per 
occupancy

20,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.07 Commercial hospitality – 
quarter-final

1 2,200 4.6m² per 
occupancy

10,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.08 Commercial hospitality –  
round of 16

1 1,900 4.6m² per 
occupancy

9,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Hospitality areas 
– within stadium 
perimeter

14.09 Commercial hospitality –  
group stage

1 1,100 4.6m² per 
occupancy

9,000 9 300m from centre  
of stadium

FHTR 150m-300m from centre of stadium. Requires a hard, flat well-drained surface to accommodate heavy 
vehicles and equipment. Use of existing halls or marquees. Provision 
of bulk services to all marquees, i.e. lighting, power, water and 
drainage of waste / water. Security fences installed, and venue 
dressing applied when public areas are adjacent. Communications 
network to the areas / marquees: TV (all channels), phone and IT&T. 
Access to the site required a minimum of three months prior to 
the exclusive use period. Pedestrian pathways from guest drop-off / 
parking locations to village marquee entrance to stadium and back 
ideally concrete, asphalt or appropriate pathways to create a level 
and stable route for all guests.

      

Parking facilities 30.16 Commercial affiliate  
hospitality – quarter-final

  100 
    80 v

Hospitality village
  

Parking facilities 30.17 Commercial affiliate  
hospitality – host 

  100 
    80 v

Hospitality village Marketing will work on a ratio of tickets to parking passes based 
on the total availability of parking spaces at the various venues.   

Parking facilities 30.18 Commercial affiliate  
hospitality – semi-final

  100 
    80 v

Hospitality village
  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

8    Hospitality

Parking facilities 30.19 Commercial affiliate hospitality 
– opening match and final

  200 
  200 v

Hospitality village
  

Parking facilities 30.20 Commercial hospitality – 
quarter-finals

  400 
      4 v

Hospitality village
  

Parking facilities 30.21 Commercial hospitality –  
host

  800 
    15 v

Hospitality village
  

Parking facilities 30.22 Commercial hospitality –  
semi-final

  800 
    15 v 

Hospitality village
  

Parking facilities 30.23 Commercial hospitality – 
opening match and final

1,000 
    20 v

Hospitality village
  

9    Ticketing

Access control 
points

1.04 Ticket clearing points 2 2 4 3 Adjacent to main 
stadium entrance 

Must be accessible from both inside and 
outside the inner perimeter or turnstile line.

Important to note that these are ticket clearing points (help desks) 
as opposed to a ticketing office. Number of clearing points are 
subject to the number of access points to the turnstiles (recommend 
that the stadiums consider an average of four clearing points). 
Not possible at this point to confirm exactly how many points are 
required per stadium.

      

Spectator areas 2.04 Spectator seating TBD TBD TBD TBD 3 Stadium bowl OAA
LOR

Modular seating to be installed six (6) months prior to the start of 
the FWC. Mobility-impaired seating numbers to be reflective of 
the international standard in relation to stadium capacity. Careful 
consideration must be given to mobility-impaired pathways, ramps, 
lifts, toilets and sanitary facilities and other services from their point 
of arrival to their seating positions and back. The above mentioned 
services are inclusive of VVIP / VIP areas. Audio description services to 
be considered for spectators.

  

Stadium media 
centre

18.13 Ticket distribution desk 2 2 incl. 18.01 incl. 18.01 7 Stadium media centre One for press, one for photographers.
       

Stadium ticketing 
centre

26.01 Front office 1 20-40 50-100 50-100 3 Stadium perimeter Group-stage and round-of-16 matches to cater for 50m², quarter- 
finals and semi-finals for 70m² and opening match and final cater  
for 100m².

      

Stadium ticketing 
centre

26.02 Queuing area 1 75-150 120-200 120-200 3 Stadium perimeter Group-stage and round-of-16 matches to cater for 120m², quarter- 
finals and semi-finals for 150m² and opening match and final cater  
for 200m².

   

Stadium ticketing 
centre

26.03 Trouble shooting area 1 10 12 12 3 Stadium perimeter Five people at counter, five solving issues.
      

Stadium ticketing 
centre

26.04 Back office 1 5-10 25-40 25-40 3 Stadium perimeter Group-stage and round-of-16 matches to cater for 25m², quarter- 
finals and semi-finals for 40m² and opening match and final cater  
for 40m².

      

Stadium ticketing 
centre

26.05 Ticketing manager office 1 2 30 30 3 Stadium perimeter
      

Stadium ticketing 
centre

26.06 Meeting rooms 2 10 30 60 3 Stadium perimeter
      

	cars   v buses 
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

8    Hospitality

Parking facilities 30.19 Commercial affiliate hospitality 
– opening match and final

  200 
  200 v

Hospitality village
  

Parking facilities 30.20 Commercial hospitality – 
quarter-finals

  400 
      4 v

Hospitality village
  

Parking facilities 30.21 Commercial hospitality –  
host

  800 
    15 v

Hospitality village
  

Parking facilities 30.22 Commercial hospitality –  
semi-final

  800 
    15 v 

Hospitality village
  

Parking facilities 30.23 Commercial hospitality – 
opening match and final

1,000 
    20 v

Hospitality village
  

9    Ticketing

Access control 
points

1.04 Ticket clearing points 2 2 4 3 Adjacent to main 
stadium entrance 

Must be accessible from both inside and 
outside the inner perimeter or turnstile line.

Important to note that these are ticket clearing points (help desks) 
as opposed to a ticketing office. Number of clearing points are 
subject to the number of access points to the turnstiles (recommend 
that the stadiums consider an average of four clearing points). 
Not possible at this point to confirm exactly how many points are 
required per stadium.

      

Spectator areas 2.04 Spectator seating TBD TBD TBD TBD 3 Stadium bowl OAA
LOR

Modular seating to be installed six (6) months prior to the start of 
the FWC. Mobility-impaired seating numbers to be reflective of 
the international standard in relation to stadium capacity. Careful 
consideration must be given to mobility-impaired pathways, ramps, 
lifts, toilets and sanitary facilities and other services from their point 
of arrival to their seating positions and back. The above mentioned 
services are inclusive of VVIP / VIP areas. Audio description services to 
be considered for spectators.

  

Stadium media 
centre

18.13 Ticket distribution desk 2 2 incl. 18.01 incl. 18.01 7 Stadium media centre One for press, one for photographers.
       

Stadium ticketing 
centre

26.01 Front office 1 20-40 50-100 50-100 3 Stadium perimeter Group-stage and round-of-16 matches to cater for 50m², quarter- 
finals and semi-finals for 70m² and opening match and final cater  
for 100m².

      

Stadium ticketing 
centre

26.02 Queuing area 1 75-150 120-200 120-200 3 Stadium perimeter Group-stage and round-of-16 matches to cater for 120m², quarter- 
finals and semi-finals for 150m² and opening match and final cater  
for 200m².

   

Stadium ticketing 
centre

26.03 Trouble shooting area 1 10 12 12 3 Stadium perimeter Five people at counter, five solving issues.
      

Stadium ticketing 
centre

26.04 Back office 1 5-10 25-40 25-40 3 Stadium perimeter Group-stage and round-of-16 matches to cater for 25m², quarter- 
finals and semi-finals for 40m² and opening match and final cater  
for 40m².

      

Stadium ticketing 
centre

26.05 Ticketing manager office 1 2 30 30 3 Stadium perimeter
      

Stadium ticketing 
centre

26.06 Meeting rooms 2 10 30 60 3 Stadium perimeter
      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

9    Ticketing

Stadium ticketing 
centre

26.07 Secure storage 1 n/a 20 20 3 Stadium perimeter These rooms should only be accessible via the 
back office of the stadium ticketing centre 
(STC).

The area of 20m² is subdivided in two rooms. The first room is  
for ticket stock (4m²) the second for hardware (16m²).   

Stadium ticketing 
centre

26.08 Rest area 1 10 30 30 3 Stadium perimeter One vending machine per STC to be located in the rest area. 
   

Parking facilities 30.39 Stadium ticketing centre (STC) 15 Stadium ticketing centre   

Auxiliary venues 32.08 Main ticketing centre TBD TBD TBD TBD Host city      

Auxiliary venues 32.09 Venue ticketing centre TBD TBD TBD TBD Host city      

10    Ticketing / Protocol

Hospitality areas – 
stadium

13.22 VIP tribune 1 550- 
1,350

TBD TBD 5 Main stand Ideally in one location on the main stand  
but depending on the stadium configuration, 
this could be split on various levels.

VIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. Tribune may expand / reduce with CAT 1 seats 
as required. VIP tribune accessibility from CAT 1 seats must be 
controlled with barriers and / or security personnel. VIPs must have 
direct access to / from their lounge, REF 13.03-13.06.

     

Hospitality areas – 
stadium

13.23 VVIP tribune 1 50-150 TBD TBD 5 Main stand VVIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. This is controlled with barriers or access personnel 
and must have direct access to/from VVIP lounge, REF 13.07-13.10. 
Half VVIP tribune seating allocated to FIFA, half allocated to the LOC.

     

11    Marketing

Spectator areas 2.01 Commercial display – 
Commercial affiliates,  
FIFA and host city

15-20 TBD 4,000- 
5,500

4,000- 
5,500

3 Stadium perimeter OAA
LOR

Between search area and turnstiles. Located 
between outer perimeter (mag & bag) and 
inner perimeter (turnstiles), or inside the 
inner perimeter.

Area for sponsors to actively demonstrate their products / entertain 
spectators. Area must be in main spectators’ flow to stadium. Level, 
compacted surface required with access to bulk services i.e. power, 
water and services provided by stadium. Area must be usable space, 
free of foliage or other obstacles, i.e. benches, water features etc. 
Area must be well lit for evening matches and accessible for larger 
vehicles and forklifts. Spectator access pathways to be a natural 
pathway to the stadium, level, drained surface from point of 
transport drop-off, pick-up and parking.

   

Spectator areas 2.02 ATM min. 1 TBD TBD TBD 3 Internal stadium 
perimeter

ATM(s) may be supplied in public areas by 
official event bank. Existing ATM(s) must  
be disabled or removed.

Depends on contract with service provider, ISDN line and normal 
power supply. VISA / bank sponsor to inform about the quantity of 
ATMs to be supplied. 

    

Spectator areas 2.03 Food and beverage  
concession stands

TBD TBD TBD TBD 3 Internal stadium 
perimeter and stadium 
concourses

OAA
LOR 
FLCA

Concession stands in public areas. One point of sale per 250 spectators, with 1-1.5m of counter space. 
It is important to know as much as possible about the concession 
stands as soon as possible for proper planning by the food and 
concession partners as well as the LOC appointed concessionaire. 
Exclusive use of existing catering stands and equipment augmented 
by temporary catering facilities. Access to water, power and 
drainage.

     

Playing area 3.11 Advertising boards –  
pitch perimeter

TBD TBD TBD TBD 1 Pitch FSTRR Requires access to dedicated power supply with synchronised 
back up supply for LED advertising boards. LED advertising boards 
measure between .90m - 1.00m in height.

  
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

9    Ticketing

Stadium ticketing 
centre

26.07 Secure storage 1 n/a 20 20 3 Stadium perimeter These rooms should only be accessible via the 
back office of the stadium ticketing centre 
(STC).

The area of 20m² is subdivided in two rooms. The first room is  
for ticket stock (4m²) the second for hardware (16m²).   

Stadium ticketing 
centre

26.08 Rest area 1 10 30 30 3 Stadium perimeter One vending machine per STC to be located in the rest area. 
   

Parking facilities 30.39 Stadium ticketing centre (STC) 15 Stadium ticketing centre   

Auxiliary venues 32.08 Main ticketing centre TBD TBD TBD TBD Host city      

Auxiliary venues 32.09 Venue ticketing centre TBD TBD TBD TBD Host city      

10    Ticketing / Protocol

Hospitality areas – 
stadium

13.22 VIP tribune 1 550- 
1,350

TBD TBD 5 Main stand Ideally in one location on the main stand  
but depending on the stadium configuration, 
this could be split on various levels.

VIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. Tribune may expand / reduce with CAT 1 seats 
as required. VIP tribune accessibility from CAT 1 seats must be 
controlled with barriers and / or security personnel. VIPs must have 
direct access to / from their lounge, REF 13.03-13.06.

     

Hospitality areas – 
stadium

13.23 VVIP tribune 1 50-150 TBD TBD 5 Main stand VVIP tribune capacities will be according to the match being played. 
Seating must be a superior grade and separated from the general 
spectator seating. This is controlled with barriers or access personnel 
and must have direct access to/from VVIP lounge, REF 13.07-13.10. 
Half VVIP tribune seating allocated to FIFA, half allocated to the LOC.

     

11    Marketing

Spectator areas 2.01 Commercial display – 
Commercial affiliates,  
FIFA and host city

15-20 TBD 4,000- 
5,500

4,000- 
5,500

3 Stadium perimeter OAA
LOR

Between search area and turnstiles. Located 
between outer perimeter (mag & bag) and 
inner perimeter (turnstiles), or inside the 
inner perimeter.

Area for sponsors to actively demonstrate their products / entertain 
spectators. Area must be in main spectators’ flow to stadium. Level, 
compacted surface required with access to bulk services i.e. power, 
water and services provided by stadium. Area must be usable space, 
free of foliage or other obstacles, i.e. benches, water features etc. 
Area must be well lit for evening matches and accessible for larger 
vehicles and forklifts. Spectator access pathways to be a natural 
pathway to the stadium, level, drained surface from point of 
transport drop-off, pick-up and parking.

   

Spectator areas 2.02 ATM min. 1 TBD TBD TBD 3 Internal stadium 
perimeter

ATM(s) may be supplied in public areas by 
official event bank. Existing ATM(s) must  
be disabled or removed.

Depends on contract with service provider, ISDN line and normal 
power supply. VISA / bank sponsor to inform about the quantity of 
ATMs to be supplied. 

    

Spectator areas 2.03 Food and beverage  
concession stands

TBD TBD TBD TBD 3 Internal stadium 
perimeter and stadium 
concourses

OAA
LOR 
FLCA

Concession stands in public areas. One point of sale per 250 spectators, with 1-1.5m of counter space. 
It is important to know as much as possible about the concession 
stands as soon as possible for proper planning by the food and 
concession partners as well as the LOC appointed concessionaire. 
Exclusive use of existing catering stands and equipment augmented 
by temporary catering facilities. Access to water, power and 
drainage.

     

Playing area 3.11 Advertising boards –  
pitch perimeter

TBD TBD TBD TBD 1 Pitch FSTRR Requires access to dedicated power supply with synchronised 
back up supply for LED advertising boards. LED advertising boards 
measure between .90m - 1.00m in height.

  



Football  StadiUMS374

Ca
te

go
ry

1

Sp
ac

e 
na

m
e

3

Nu
m

be
r4

O
cc

up
an

cy
5

Re
qu

es
te

d 
ar

ea
 (m

2 )6
Re

qu
es

te
d 

to
ta

l a
re

a 
(m

2 )7

Lo
ca

tio
n

10

Re
fe

re
nc

e 

   
Do

cu
m

en
t*

Ac
cr

ed
ita

tio
n 

zo
ne

8

Ca
te

go
ry

 n
um

be
r2

  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

11    Marketing 

Playing area 3.12 Advertising boards – blind side TBD TBD 4m x 0.7m 
per board

Min. 
60m total 
around 
benches

1 Pitch FSTRR Position to the left and right of  
the substitutes’ benches.

Can be attached to fencing or stadium bowl pitch perimeter.  
Blind side boards on main touchline measure 14 units of 4m wide 
by 0.70m in height.  

FIFA offices 7.12 Youth programme 1 100 300 300 2/4 Main stand  
(lower level)

OAA 
LOR

Within minimum walking distance from 
stadium, max. 300-400m from pitch. Ideally 
situated adjacent to an outdoor playing area.

Room ideally adjacent to the stadium bowl but within the perimeter 
of the stadium for players’ escorts, flag-bearers and ball kids. 
Should be an open area for meals and recreation and ideally have 
an outdoor playing area. Changing rooms and toilets for both boys 
and girls are essential.

      

FIFA offices 7.13 Ball kids holding room 
and toilets

1 TBD 30-40 30-40 2/4 Main stand Required area with toilet for ball kids during the half-time 
break only. Does not need to be in the stadium technical zone  
but must have easy access to and from the pitch.

  

FIFA offices 7.14 Mascot dressing room 1 3-4 10 10 2/4 Main stand Close proximity to players’ tunnel / pitch. Access to toilets.       

FIFA offices 7.15 Marketing office 1 4-5 50 50 2/4 Main stand OAA 
LOR

Within close proximity to 
general coordinator’s office.

Typically used on match days and / or when the general coordinator 
will be working from the stadium. Lockable cabinet required.        

FIFA offices 7.16 Rights protection programme 
(RPP) office

1 1-2 20 20 4 Main stand OAA
LOR

Ideally next to or integrated within FIFA 
marketing office, however, accreditation 
zones should be respected (Zone 4) and not 
in the restricted competitions area (Zone 2).

The RPP office in the stadium is generally used on match days.

      

FIFA offices 7.17 RPP meeting room 1 8-10 50 50 4 Main stand OAA
LOR

Must be located in Zone 4 so local authorities 
may have access to this area.

Can be a shared space and used for other meetings when not 
required. The RPP manager will use this room to meet with 
authorities on match days.

      

FIFA offices 7.18 RPP storage room 1 n/a 50 50 3/4 Main stand Must be lockable and accessible to those 
without Zone 4 accreditation.

Storage for counterfeit and illegal products seized at the stadium.
  

FIFA offices 7.19 Coca-Cola logistics office 1 2 25 25 3/4/9 Main stand Located within secure perimeter of stadium. 
Not co-located with FIFA marketing staff. 
Needs good access to public concessions 
areas and should not be too far if located 
outside the stadium.

This office is for the Coca-Cola staff to manage deliveries and 
quantities of VIK and product for concessions. May be located 
within the back-of-house compound.       

FIFA offices 7.20 Cash-handling office 1 2 30 30 4 Stadium bowl Secure non-public area, access to 
merchandise and F&B outlets.

Area required for a safe where merchandise and F&B outlets 
can deposit excess cash.    

FIFA offices 7.21 Storage for credit card 
payment devices

1 2 3 3 3/4 Stadium bowl Accessible to credit card payment solution 
provider but not in general spectator area.

Used for general storage and repair of credit card payment devices 
used at F&B and merchandise concessions.    

FIFA offices 7.22 LED advertising boards 
operator position

1 2 15 15 4 Pitch / main stand Located on pitch or in a cabin either with 
unobstructed views of all three lines of LED 
advertising boards.

Required for the operation of the advertising boards. Must be 
air-conditioned due to computer equipment used in this room. 
Also used for meetings.

       

FIFA offices 7.23 Merchandise concessionaire 
office

1 2 20 20 3/4 Back-of-house area Back of house area ideally located near to 
the storage location of the merchandise 
concessionaire.

Office location for merchandise concessionaire,  
for general operations.       

FIFA offices 7.24 F&B concessionaire office 1 3-4 40 40 3/4 Near F&B 
storage / delivery area

Back-of-house area ideally located near to the 
storage location of the F&B concessionaire.

Office location for F&B concessionaire, for general operations.
      

FIFA offices 7.25 Signage / advertising  
boards storage

1 n/a 100 100 4 Stadium bowl OAA 
LOR

Close proximity to service tunnels. In the event LED boards or rotational boards are installed at the 
stadium, a location for two containers is required in proximity to  
the stadium, in addition to a storage location near the pitch.  
Access to power required.

  
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

11    Marketing 

Playing area 3.12 Advertising boards – blind side TBD TBD 4m x 0.7m 
per board

Min. 
60m total 
around 
benches

1 Pitch FSTRR Position to the left and right of  
the substitutes’ benches.

Can be attached to fencing or stadium bowl pitch perimeter.  
Blind side boards on main touchline measure 14 units of 4m wide 
by 0.70m in height.  

FIFA offices 7.12 Youth programme 1 100 300 300 2/4 Main stand  
(lower level)

OAA 
LOR

Within minimum walking distance from 
stadium, max. 300-400m from pitch. Ideally 
situated adjacent to an outdoor playing area.

Room ideally adjacent to the stadium bowl but within the perimeter 
of the stadium for players’ escorts, flag-bearers and ball kids. 
Should be an open area for meals and recreation and ideally have 
an outdoor playing area. Changing rooms and toilets for both boys 
and girls are essential.

      

FIFA offices 7.13 Ball kids holding room 
and toilets

1 TBD 30-40 30-40 2/4 Main stand Required area with toilet for ball kids during the half-time 
break only. Does not need to be in the stadium technical zone  
but must have easy access to and from the pitch.

  

FIFA offices 7.14 Mascot dressing room 1 3-4 10 10 2/4 Main stand Close proximity to players’ tunnel / pitch. Access to toilets.       

FIFA offices 7.15 Marketing office 1 4-5 50 50 2/4 Main stand OAA 
LOR

Within close proximity to 
general coordinator’s office.

Typically used on match days and / or when the general coordinator 
will be working from the stadium. Lockable cabinet required.        

FIFA offices 7.16 Rights protection programme 
(RPP) office

1 1-2 20 20 4 Main stand OAA
LOR

Ideally next to or integrated within FIFA 
marketing office, however, accreditation 
zones should be respected (Zone 4) and not 
in the restricted competitions area (Zone 2).

The RPP office in the stadium is generally used on match days.

      

FIFA offices 7.17 RPP meeting room 1 8-10 50 50 4 Main stand OAA
LOR

Must be located in Zone 4 so local authorities 
may have access to this area.

Can be a shared space and used for other meetings when not 
required. The RPP manager will use this room to meet with 
authorities on match days.

      

FIFA offices 7.18 RPP storage room 1 n/a 50 50 3/4 Main stand Must be lockable and accessible to those 
without Zone 4 accreditation.

Storage for counterfeit and illegal products seized at the stadium.
  

FIFA offices 7.19 Coca-Cola logistics office 1 2 25 25 3/4/9 Main stand Located within secure perimeter of stadium. 
Not co-located with FIFA marketing staff. 
Needs good access to public concessions 
areas and should not be too far if located 
outside the stadium.

This office is for the Coca-Cola staff to manage deliveries and 
quantities of VIK and product for concessions. May be located 
within the back-of-house compound.       

FIFA offices 7.20 Cash-handling office 1 2 30 30 4 Stadium bowl Secure non-public area, access to 
merchandise and F&B outlets.

Area required for a safe where merchandise and F&B outlets 
can deposit excess cash.    

FIFA offices 7.21 Storage for credit card 
payment devices

1 2 3 3 3/4 Stadium bowl Accessible to credit card payment solution 
provider but not in general spectator area.

Used for general storage and repair of credit card payment devices 
used at F&B and merchandise concessions.    

FIFA offices 7.22 LED advertising boards 
operator position

1 2 15 15 4 Pitch / main stand Located on pitch or in a cabin either with 
unobstructed views of all three lines of LED 
advertising boards.

Required for the operation of the advertising boards. Must be 
air-conditioned due to computer equipment used in this room. 
Also used for meetings.

       

FIFA offices 7.23 Merchandise concessionaire 
office

1 2 20 20 3/4 Back-of-house area Back of house area ideally located near to 
the storage location of the merchandise 
concessionaire.

Office location for merchandise concessionaire,  
for general operations.       

FIFA offices 7.24 F&B concessionaire office 1 3-4 40 40 3/4 Near F&B 
storage / delivery area

Back-of-house area ideally located near to the 
storage location of the F&B concessionaire.

Office location for F&B concessionaire, for general operations.
      

FIFA offices 7.25 Signage / advertising  
boards storage

1 n/a 100 100 4 Stadium bowl OAA 
LOR

Close proximity to service tunnels. In the event LED boards or rotational boards are installed at the 
stadium, a location for two containers is required in proximity to  
the stadium, in addition to a storage location near the pitch.  
Access to power required.

  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

11    Marketing 

Ceremonies 9.04 Award ceremony hostesses’ 
changing room – final & third-
place matches

1 16-20 100 100 2/4 Main stand Accreditation zones dependent on location 
of the rooms.

Required for the third-place and final matches only. Changing 
rooms to include spaces for the award ceremony hostesses. 
Restricted access to the players’ tunnel and dressing rooms.

    

Merchandise shops 10.01 Official merchandise shops / 
kiosks

8-25 TBD 16-250 TBD 3 All public areas OAA 
LOR

Along all public circulation areas. Temporary kiosks may be required, depending on stadium capacity 
and existing structures situated at the stadium. Minimum of  
8-25 kiosks required of various sizes. Power to be supplied by the 
stadium to all outlets and surrounding area, must be well lit.

    

Merchandise shops 10.02 Merchandise storage TBD TBD 500 500 3 Storage Close proximity to the  
merchandise outlets / kiosks.

Ideally secure space inside the stadium of minimum 500m² is 
available. If space or limited space is not available within the 
stadium, a space for 6-12 sea containers (dependent on stadium 
capacity) is required.

    

Service compounds 11.02 Food & beverage  
dry / cold storage 

TBD TBD TBD Incl 11.01 4 Back of house Adjacent to F&B stands. Ideally, 150% of stadium capacity inventory to be stored in existing 
facilities. The remaining inventory will be stored in containers 
within the stadium perimeter (back-of-house). It is important that 
this compound is as close to the stadium as possible. Power to be 
supplied by stadium.

   

Service compounds 11.03 Merchandise compound TBD TBD TBD Incl 11.01 4 Back of house This is a space in the stadium precinct for temporary storage, where 
sufficient storage is not available in the stadium. Can be used for 
merchandise storage. Minimum height clearance of 4.8m to be 
considered.

   

Stadium signage 
and decor

12.03 Signage storage 1 TBD 100-150 100-150 4 Main stand  
(lower level)

Area separate from advertising boards signage.
  

Stadium media 
centre

18.27 ATM 1 TBD TBD 7 SMC Official event bank may install an ATM in each SMC.
   

Parking facilities 30.24 Commercial affiliate  
non-hospitality

150-200
200-300v

Stadium precinct Larger amount for the opening match, quarter-finals,  
semi-finals and final.   

Parking facilities 30.25 Commercial display 50-100
    5-10v

Stadium precinct Quantity of passes requested depends on activation of  
commercial display by the commercial affiliates.   

Parking facilities 30.26 Marketing operations – 
group stage

50 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.  

Parking facilities 30.27 Marketing operations – 
quarter-final

80 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Parking facilities 30.28 Marketing operations – 
host nation, group

50 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Parking facilities 30.29 Marketing operations – 
semi-final

80 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Parking facilities 30.30 Marketing operations – 
opening match and final

100 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Auxiliary venues 32.05 FIFA Fan Fests TBD TBD TBD TBD Host city HA   

11    Marketing / TV 

Auxiliary venues 32.06 Public viewing area TBD TBD TBD TBD Host country   
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

11    Marketing 

Ceremonies 9.04 Award ceremony hostesses’ 
changing room – final & third-
place matches

1 16-20 100 100 2/4 Main stand Accreditation zones dependent on location 
of the rooms.

Required for the third-place and final matches only. Changing 
rooms to include spaces for the award ceremony hostesses. 
Restricted access to the players’ tunnel and dressing rooms.

    

Merchandise shops 10.01 Official merchandise shops / 
kiosks

8-25 TBD 16-250 TBD 3 All public areas OAA 
LOR

Along all public circulation areas. Temporary kiosks may be required, depending on stadium capacity 
and existing structures situated at the stadium. Minimum of  
8-25 kiosks required of various sizes. Power to be supplied by the 
stadium to all outlets and surrounding area, must be well lit.

    

Merchandise shops 10.02 Merchandise storage TBD TBD 500 500 3 Storage Close proximity to the  
merchandise outlets / kiosks.

Ideally secure space inside the stadium of minimum 500m² is 
available. If space or limited space is not available within the 
stadium, a space for 6-12 sea containers (dependent on stadium 
capacity) is required.

    

Service compounds 11.02 Food & beverage  
dry / cold storage 

TBD TBD TBD Incl 11.01 4 Back of house Adjacent to F&B stands. Ideally, 150% of stadium capacity inventory to be stored in existing 
facilities. The remaining inventory will be stored in containers 
within the stadium perimeter (back-of-house). It is important that 
this compound is as close to the stadium as possible. Power to be 
supplied by stadium.

   

Service compounds 11.03 Merchandise compound TBD TBD TBD Incl 11.01 4 Back of house This is a space in the stadium precinct for temporary storage, where 
sufficient storage is not available in the stadium. Can be used for 
merchandise storage. Minimum height clearance of 4.8m to be 
considered.

   

Stadium signage 
and decor

12.03 Signage storage 1 TBD 100-150 100-150 4 Main stand  
(lower level)

Area separate from advertising boards signage.
  

Stadium media 
centre

18.27 ATM 1 TBD TBD 7 SMC Official event bank may install an ATM in each SMC.
   

Parking facilities 30.24 Commercial affiliate  
non-hospitality

150-200
200-300v

Stadium precinct Larger amount for the opening match, quarter-finals,  
semi-finals and final.   

Parking facilities 30.25 Commercial display 50-100
    5-10v

Stadium precinct Quantity of passes requested depends on activation of  
commercial display by the commercial affiliates.   

Parking facilities 30.26 Marketing operations – 
group stage

50 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.  

Parking facilities 30.27 Marketing operations – 
quarter-final

80 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Parking facilities 30.28 Marketing operations – 
host nation, group

50 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Parking facilities 30.29 Marketing operations – 
semi-final

80 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Parking facilities 30.30 Marketing operations – 
opening match and final

100 Stadium precinct Passes required for operational items such as 
merchandise and F&B concessions.   

Auxiliary venues 32.05 FIFA Fan Fests TBD TBD TBD TBD Host city HA   

11    Marketing / TV 

Auxiliary venues 32.06 Public viewing area TBD TBD TBD TBD Host country   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

12    Marketing / LOC

Service compounds 11.01 Back-of-House compound TBD TBD TBD TBD 4 Back-of-house Adjacent to the stadium and spectator 
concession stands.

The location of the compound is to support various operations 
and the storage of goods i.e. F&B, IT&T, merchandise, logistics, 
site management, waste management, etc. The layout of the 
compound(s) should include demarcation of areas with security 
fencing (2 metres high), dry and cold storage containers and 
dedicated access gates with sufficient area for simultaneous large 
delivery vehicles and forklifts. Area should be clear of internal 
spectator traffic and venue dressing applied to fence lines to 
conceal the operation. The compound must have proper ground 
preparation, drainage, lighting and services. As this area will be 
erected prior to / during the non-exclusive use period, a security 
fence is required pre-, post- and during operations. Power 
distribution may be required for refrigerated containers.

       

13    Media

Playing area 3.07 Photographers’ positions 4 150- 
250

TBD TBD 1 Goal side and opposite 
touchline

FMR There are four (4) designated positions, 
namely, behind the goal line at the corner 
flags and extending up to halfway line on 
touch line on the opposite side to the  
main stand.

Include media chairs behind goals. Domestic power to be supplied 
according to FIFA requirements. Internet access required.

    

FIFA offices 7.26 Media hot desk 1 1 TBD TBD 2 Main stand As close as possible to general  
coordinator’s office.        

Media interview 
areas

15.08 Mixed zone 1 250- 
300

600 600 6/7 Main stand Located in route from the players’  
dressing rooms to the team coaches.

Location between dressing rooms and players’ coaches to 
be identified. Size and layout to be jointly determined with 
media and TV.

      

Press conference 
room

16.01 Press conference room 1 150- 
200

500 500 6/7 Main stand HA Close proximity to players’ dressing  
rooms and mixed zone.

Seating & standing requirements per venue to be determined 
(150-200 seats). Opening match and final venues to cater for higher 
attendance.

       

Press conference 
room

16.02 Head table 1 6 incl. 16.01 incl. 16.01 6/7 Main stand
     

Press conference 
room

16.03 Interpreting booths 3-4 6-8 incl. 16.01 incl. 16.01 6/7 Main stand FIFA official languages are Spanish, French, English and German. 
Provide interpreting services for the two teams.      

Media areas – 
tribune

17.01 Press positions, with desks 300  
400  
800  

1,000

300 
400  
800  

1,000

TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.

The media tribune must make provision to increase and reduce its 
capacity (i.e. desk positions replaced for spectator seating and vice 
versa) for larger and smaller matches. The media tribune consists of 
positions for written press with and without desks. Desk positions 
include seats with desks, power, cabled internet access (all seats) 
and a television monitor (one monitor per three desk seats).

      

Media areas – 
tribune

17.02 Press positions, without desks 300  
400  
800  

1,000

300  
400  
800  

1,000

TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.

Minimal technical services or power required, if any. For the FWC 
the following is required: group match 300; quarter-finals 400, semi-
finals and third-place match 800, opening match and final 1,000.   

Media areas – 
tribune

17.03 Refreshment area TBD TBD TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.   

Media areas – 
tribune

17.04 Tribune photographers 50-100 50-100 TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
The larger quantity required for the opening match, semi-finals and  
final (100).

  



Football  StadiUMS 379

World Cup™ 
SPACE REQUIREMENTS

Af
fin

ity
11

Co
m

m
en

ts

Pe
rm

an
en

t1
2

Te
m

po
ra

ry
12

Sh
ar

ed
13

De
di

ca
te

d
13

HV
AC

14
Te

le
co

m
s1

5
IT

 n
et

w
or

k 
co

nn
ec

t1
6

UP
S

17

Sorted by department

Te
le

vi
sio

n 
fe

ed

BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

12    Marketing / LOC

Service compounds 11.01 Back-of-House compound TBD TBD TBD TBD 4 Back-of-house Adjacent to the stadium and spectator 
concession stands.

The location of the compound is to support various operations 
and the storage of goods i.e. F&B, IT&T, merchandise, logistics, 
site management, waste management, etc. The layout of the 
compound(s) should include demarcation of areas with security 
fencing (2 metres high), dry and cold storage containers and 
dedicated access gates with sufficient area for simultaneous large 
delivery vehicles and forklifts. Area should be clear of internal 
spectator traffic and venue dressing applied to fence lines to 
conceal the operation. The compound must have proper ground 
preparation, drainage, lighting and services. As this area will be 
erected prior to / during the non-exclusive use period, a security 
fence is required pre-, post- and during operations. Power 
distribution may be required for refrigerated containers.

       

13    Media

Playing area 3.07 Photographers’ positions 4 150- 
250

TBD TBD 1 Goal side and opposite 
touchline

FMR There are four (4) designated positions, 
namely, behind the goal line at the corner 
flags and extending up to halfway line on 
touch line on the opposite side to the  
main stand.

Include media chairs behind goals. Domestic power to be supplied 
according to FIFA requirements. Internet access required.

    

FIFA offices 7.26 Media hot desk 1 1 TBD TBD 2 Main stand As close as possible to general  
coordinator’s office.        

Media interview 
areas

15.08 Mixed zone 1 250- 
300

600 600 6/7 Main stand Located in route from the players’  
dressing rooms to the team coaches.

Location between dressing rooms and players’ coaches to 
be identified. Size and layout to be jointly determined with 
media and TV.

      

Press conference 
room

16.01 Press conference room 1 150- 
200

500 500 6/7 Main stand HA Close proximity to players’ dressing  
rooms and mixed zone.

Seating & standing requirements per venue to be determined 
(150-200 seats). Opening match and final venues to cater for higher 
attendance.

       

Press conference 
room

16.02 Head table 1 6 incl. 16.01 incl. 16.01 6/7 Main stand
     

Press conference 
room

16.03 Interpreting booths 3-4 6-8 incl. 16.01 incl. 16.01 6/7 Main stand FIFA official languages are Spanish, French, English and German. 
Provide interpreting services for the two teams.      

Media areas – 
tribune

17.01 Press positions, with desks 300  
400  
800  

1,000

300 
400  
800  

1,000

TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.

The media tribune must make provision to increase and reduce its 
capacity (i.e. desk positions replaced for spectator seating and vice 
versa) for larger and smaller matches. The media tribune consists of 
positions for written press with and without desks. Desk positions 
include seats with desks, power, cabled internet access (all seats) 
and a television monitor (one monitor per three desk seats).

      

Media areas – 
tribune

17.02 Press positions, without desks 300  
400  
800  

1,000

300  
400  
800  

1,000

TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.

Minimal technical services or power required, if any. For the FWC 
the following is required: group match 300; quarter-finals 400, semi-
finals and third-place match 800, opening match and final 1,000.   

Media areas – 
tribune

17.03 Refreshment area TBD TBD TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.   

Media areas – 
tribune

17.04 Tribune photographers 50-100 50-100 TBD TBD 6 Main stand Above the VIP area, close to mixed zone  
and press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
The larger quantity required for the opening match, semi-finals and  
final (100).

  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

13    Media

Stadium 
media centre

18.01 Stadium media centre (SMC) 1 800- 
2,000

4,000- 
7,000

4,000- 
7,000

7 SMC FMR
FITR

Access from the media tribune  
and the pitch. 

Opening match and final to be the larger number. Area to include 
bulk services i.e. sufficient lighting, drainage and access to power 
supply etc. As this area will be erected during the non-exclusive 
use period, a security fence is required pre-, post- and during 
operations. Pedestrian pathways to include level, drained surface 
from point of transport drop-off, pick-up and parking.

       

Stadium 
media centre

18.02 Rate card service desk 1 4-8 incl. 18.01 incl. 18.01 7 SMC Space to be coordinated with LOC rate card planning.
       

Stadium 
media centre

18.05 Offices – SMC 1 8-12 32-48 incl. 18.01 7 SMC Final venue requires the larger amount (48).
       

Stadium 
media centre

18.06 Copy area TBD incl. 18.05 incl. 18.05 7 SMC
       

Stadium 
media centre

18.07 Meeting room 1-2 20-30 80-120 incl. 18.01 7 SMC
       

Stadium 
media centre

18.08 Camera repair service 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.09 Information desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.10 Cafeteria and lounge 1 TBD incl. 18.01 incl. 18.01 7 SMC Catering area for journalists for purchase of hot food. Space to 
include a buffet, counters, fridges, tables & chairs. Ideally, food 
preparation area, i.e. grills, fryers, would also be available.

       

Stadium 
media centre

18.11 Pigeon holes 1 incl. 18.01 incl. 18.01 7 SMC
   

Stadium 
media centre

18.12 Welcome desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.14 Host city information desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.15 Medical room 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.16 Media work desks 1 500- 
1,000

incl. 18.01 incl. 18.01 7 SMC Final match requires the larger amount (1,000).
       

Stadium 
media centre

18.17 Photographers’ work desks 1 100- 
150

incl. 18.01 incl. 18.01 7 SMC Final match requires the larger amount (150).
       

Stadium 
media centre

18.18 Lockers 1 200- 
300

incl. 18.01 incl. 18.01 7 SMC Size of lockers (trolleys for photographers). 
Final match requires the larger amount (300).    

Stadium 
media centre

18.19 Press agency offices TBD TBD incl. 18.01 incl. 18.01 7 SMC Press agency offices is roughly 1,000m² located  
within the SMC or IBC.        

Stadium 
media centre

18.20 Vending machine TBD TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.21 Transportation desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.22 Media storage room TBD TBD incl. 18.01 incl. 18.01 7 SMC
      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

13    Media

Stadium 
media centre

18.01 Stadium media centre (SMC) 1 800- 
2,000

4,000- 
7,000

4,000- 
7,000

7 SMC FMR
FITR

Access from the media tribune  
and the pitch. 

Opening match and final to be the larger number. Area to include 
bulk services i.e. sufficient lighting, drainage and access to power 
supply etc. As this area will be erected during the non-exclusive 
use period, a security fence is required pre-, post- and during 
operations. Pedestrian pathways to include level, drained surface 
from point of transport drop-off, pick-up and parking.

       

Stadium 
media centre

18.02 Rate card service desk 1 4-8 incl. 18.01 incl. 18.01 7 SMC Space to be coordinated with LOC rate card planning.
       

Stadium 
media centre

18.05 Offices – SMC 1 8-12 32-48 incl. 18.01 7 SMC Final venue requires the larger amount (48).
       

Stadium 
media centre

18.06 Copy area TBD incl. 18.05 incl. 18.05 7 SMC
       

Stadium 
media centre

18.07 Meeting room 1-2 20-30 80-120 incl. 18.01 7 SMC
       

Stadium 
media centre

18.08 Camera repair service 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.09 Information desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.10 Cafeteria and lounge 1 TBD incl. 18.01 incl. 18.01 7 SMC Catering area for journalists for purchase of hot food. Space to 
include a buffet, counters, fridges, tables & chairs. Ideally, food 
preparation area, i.e. grills, fryers, would also be available.

       

Stadium 
media centre

18.11 Pigeon holes 1 incl. 18.01 incl. 18.01 7 SMC
   

Stadium 
media centre

18.12 Welcome desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.14 Host city information desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.15 Medical room 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.16 Media work desks 1 500- 
1,000

incl. 18.01 incl. 18.01 7 SMC Final match requires the larger amount (1,000).
       

Stadium 
media centre

18.17 Photographers’ work desks 1 100- 
150

incl. 18.01 incl. 18.01 7 SMC Final match requires the larger amount (150).
       

Stadium 
media centre

18.18 Lockers 1 200- 
300

incl. 18.01 incl. 18.01 7 SMC Size of lockers (trolleys for photographers). 
Final match requires the larger amount (300).    

Stadium 
media centre

18.19 Press agency offices TBD TBD incl. 18.01 incl. 18.01 7 SMC Press agency offices is roughly 1,000m² located  
within the SMC or IBC.        

Stadium 
media centre

18.20 Vending machine TBD TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.21 Transportation desk 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.22 Media storage room TBD TBD incl. 18.01 incl. 18.01 7 SMC
      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

13    Media

Stadium 
media centre

18.23 Office for Telecom Partner 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.24 Offices – editors 1 5 400 incl. 18.01 7 SMC 400m² offices for the editors.
       

Stadium 
media centre

18.25 Office – FIFA media officer 1 2-4 incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.26 Interpreting centre 1 6-8 incl. 18.01 incl. 18.01 7 SMC Ideally located in the SMC of the final venue, 
however, can be located in the IBC or  
FIFA HQ.

Space to include eight (8) sound proof interpretation booths,  
a control room and a lounge.        

Parking facilities 30.35 Media parking 150- 
250

Stadium precinct Final stadium is allocated the larger amount.
  

Parking facilities 30.36 Media drop-off 1 Stadium precinct Closest to Media tribune or SMC entrance. Media drop-off may include shuttle services.   

14    New Media

FIFA New 
Media areas

19.01 FIFA.com office – final 1 120 TBD TBD 7 SMC
      

FIFA New 
Media areas

19.02 FIFA.com office –  
other stadiums

1 5 25 25 7 SMC
      

FIFA New 
Media areas

19.03 FIFA media channel 1 6-7 30 30 7 SMC
       

FIFA New 
Media areas

19.04 Content management services 1 5 25 25 7 SMC
      

15    Content Management

FIFA offices 7.31 Central results system 1 TBD 40 40 2/4 Main stand General coordinator’s office, 
FIFA media office.       

16    TV

Media 
interview areas

15.01 Multilateral flash interview 2 4 6 12 1/2 Players’ tunnel HA In Players’ tunnel or direct access off tunnel. 
Ideally located on the pitch.

Location near tunnel entrance to be identified at all venues and 
cable pathways to be identified. Technical and domestic power 
provided in this area. 

  

Media 
interview areas

15.02 Unilateral flash interview 6 4 6 36 1/2 Players’ tunnel HA Location near / within tunnel entrance to be 
identified. Ideally located close to the Players’ 
Dressing Rooms, different location from 
Multilateral Flash Interview area. Backdrops 
provided by FIFA Marketing.

Cable pathways to be identified. Technical and domestic 
power provided in this area. 

  

Media 
interview areas

15.03 Presentation studio – 
opening match and final

8 10 40 320 8 Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with  
view of pitch.

      

Media 
interview areas

15.04 Presentation studio – 
round of 16, quarter-final  
and semi-final

6 10 40 240 8 Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with  
view of pitch.

      
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
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FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

13    Media

Stadium 
media centre

18.23 Office for Telecom Partner 1 TBD incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.24 Offices – editors 1 5 400 incl. 18.01 7 SMC 400m² offices for the editors.
       

Stadium 
media centre

18.25 Office – FIFA media officer 1 2-4 incl. 18.01 incl. 18.01 7 SMC
       

Stadium 
media centre

18.26 Interpreting centre 1 6-8 incl. 18.01 incl. 18.01 7 SMC Ideally located in the SMC of the final venue, 
however, can be located in the IBC or  
FIFA HQ.

Space to include eight (8) sound proof interpretation booths,  
a control room and a lounge.        

Parking facilities 30.35 Media parking 150- 
250

Stadium precinct Final stadium is allocated the larger amount.
  

Parking facilities 30.36 Media drop-off 1 Stadium precinct Closest to Media tribune or SMC entrance. Media drop-off may include shuttle services.   

14    New Media

FIFA New 
Media areas

19.01 FIFA.com office – final 1 120 TBD TBD 7 SMC
      

FIFA New 
Media areas

19.02 FIFA.com office –  
other stadiums

1 5 25 25 7 SMC
      

FIFA New 
Media areas

19.03 FIFA media channel 1 6-7 30 30 7 SMC
       

FIFA New 
Media areas

19.04 Content management services 1 5 25 25 7 SMC
      

15    Content Management

FIFA offices 7.31 Central results system 1 TBD 40 40 2/4 Main stand General coordinator’s office, 
FIFA media office.       

16    TV

Media 
interview areas

15.01 Multilateral flash interview 2 4 6 12 1/2 Players’ tunnel HA In Players’ tunnel or direct access off tunnel. 
Ideally located on the pitch.

Location near tunnel entrance to be identified at all venues and 
cable pathways to be identified. Technical and domestic power 
provided in this area. 

  

Media 
interview areas

15.02 Unilateral flash interview 6 4 6 36 1/2 Players’ tunnel HA Location near / within tunnel entrance to be 
identified. Ideally located close to the Players’ 
Dressing Rooms, different location from 
Multilateral Flash Interview area. Backdrops 
provided by FIFA Marketing.

Cable pathways to be identified. Technical and domestic 
power provided in this area. 

  

Media 
interview areas

15.03 Presentation studio – 
opening match and final

8 10 40 320 8 Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with  
view of pitch.

      

Media 
interview areas

15.04 Presentation studio – 
round of 16, quarter-final  
and semi-final

6 10 40 240 8 Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with  
view of pitch.

      
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

16    TV

Media 
interview areas

15.05 Presentation studio – 
group-match venues only

4 10 40 160 8 Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with 
view of pitch.

      

Media 
interview areas

15.06 TV studio – 
FIFA interview studio

4 8 40 160 8 Main stand TA Close to the player’s dressing rooms. Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

Media 
interview areas

15.09 Coach on arrival  
interview position

2 TBD TBD TBD 2/8 Main stand TA Located in route from the players’ drop-off 
to the dressing rooms.

Position required for an interview with the team coach 
on arrival at the stadium.      

Press conference 
room

16.04 Camera platform 1 TBD 2 x 10-20m 20-40m 6/7 Main stand TA Location within press conference room. Platform construction may be split levels within same area, 
audio split of PA.   

Media areas – 
tribune

17.05 Observer seats 200- 
375

200- 
375

TBD TBD 6 Main stand TA Above the VIP area, close to mixed zone  
and press conference room.

Observer seats are without desks and in the proximity of the 
media tribune’s seats that are without desks. Seat allocations, 
by constituent groups, and infrastructure requirements will vary 
according to the specific event and stadium. 

  

Media areas – 
tribune

17.06 Commentary positions 110 
120  
130  
160

110  
120  
130  
160

1.80 x 0.60 TBD 6 Main stand Above the VIP area, close to mixed zone and 
press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
Construction of desks, seats, cable pathways and technical power 
to be identified. One commentary position (which houses three 
people) typically takes up the space of a minimum of six (6) seats, 
typically seven (7) to nine (9) seats (two sequential rows of three). 
Typically the design of the commentary positions is venue-specific. 
Group stage, round of 16 and third-place match require 110. For 
all remaining stadiums, 120 for quarter-finals; 130 for semi-finals; 
160 for opening match and final. Dimensions are 1.8m wide x 1.6m 
separated by Perspex. Also required are domestic and technical 
power, data cables, telecoms cables, two monitors. Twenty per cent 
(20%) of the broadcast commentary positions at the rear of the 
tribune may accommodate a commentary camera.

      

Media areas – 
tribune

17.07 Cableways TBD TBD TBD 6 Main stand TA
  

Broadcast 
compound

20.01 Broadcast compound 1 TBD 4,000- 
6,000

4,000- 
6,000

8 Behind main stand HA
TA

Provision of space, fence/gates, cable pathways into stadium, 
temporary buildings, storage space and technical power. Office / 
technical / production space within each broadcast compound 
provided by the LOC. Area for mobile units and fly away units 
for both the host broadcaster and media rights licensees with 
technical requirements to broadcast the event from the stadium. 
The opening-match / semi-final / final venues, 6,000m² is required. 
For remaining stadiums 4,000m² is required. Area to include bulk 
services, i.e. sufficient lighting, drainage and access to power supply 
etc. As this area will be erected during the non-exclusive use period, 
a security fence is required pre-, post- and during operations, and 
24-hour safety and security to be in place. Pedestrian pathways to 
include level, drained surface from point of vehicle drop-off, pick-up 
and parking. Area to be available prior to the exclusive use period.

      

Broadcast 
compound

20.02 Satellite farm 1 TBD incl 20.01 TBD 8 Behind main stand TA Broadcast compound Ideally located in the broadcast compound but should an exception 
be required, this may be situated adjacent to the broadcast 
compound. Unobstructed view of the sky.

    

Broadcast 
compound

20.03 Host broadcaster offices / 
graphics house / storage

1 TBD 300-400 TBD 8 Behind main stand TA 300-400m² of office and production space within or adjacent  
to the compound.         
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

16    TV

Media 
interview areas

15.05 Presentation studio – 
group-match venues only

4 10 40 160 8 Stadium bowl TA Unobstructed view of the pitch. Provided via a temporary construction within the stands or 
hospitality suite if available. Approximately 5m x 5m x 4m with 
cable pathways, technical power, HVAC, angled window with 
view of pitch.

      

Media 
interview areas

15.06 TV studio – 
FIFA interview studio

4 8 40 160 8 Main stand TA Close to the player’s dressing rooms. Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

Media 
interview areas

15.09 Coach on arrival  
interview position

2 TBD TBD TBD 2/8 Main stand TA Located in route from the players’ drop-off 
to the dressing rooms.

Position required for an interview with the team coach 
on arrival at the stadium.      

Press conference 
room

16.04 Camera platform 1 TBD 2 x 10-20m 20-40m 6/7 Main stand TA Location within press conference room. Platform construction may be split levels within same area, 
audio split of PA.   

Media areas – 
tribune

17.05 Observer seats 200- 
375

200- 
375

TBD TBD 6 Main stand TA Above the VIP area, close to mixed zone  
and press conference room.

Observer seats are without desks and in the proximity of the 
media tribune’s seats that are without desks. Seat allocations, 
by constituent groups, and infrastructure requirements will vary 
according to the specific event and stadium. 

  

Media areas – 
tribune

17.06 Commentary positions 110 
120  
130  
160

110  
120  
130  
160

1.80 x 0.60 TBD 6 Main stand Above the VIP area, close to mixed zone and 
press conference room.

Seat allocations, by constituent groups, and infrastructure 
requirements will vary according to the specific event and stadium. 
Construction of desks, seats, cable pathways and technical power 
to be identified. One commentary position (which houses three 
people) typically takes up the space of a minimum of six (6) seats, 
typically seven (7) to nine (9) seats (two sequential rows of three). 
Typically the design of the commentary positions is venue-specific. 
Group stage, round of 16 and third-place match require 110. For 
all remaining stadiums, 120 for quarter-finals; 130 for semi-finals; 
160 for opening match and final. Dimensions are 1.8m wide x 1.6m 
separated by Perspex. Also required are domestic and technical 
power, data cables, telecoms cables, two monitors. Twenty per cent 
(20%) of the broadcast commentary positions at the rear of the 
tribune may accommodate a commentary camera.

      

Media areas – 
tribune

17.07 Cableways TBD TBD TBD 6 Main stand TA
  

Broadcast 
compound

20.01 Broadcast compound 1 TBD 4,000- 
6,000

4,000- 
6,000

8 Behind main stand HA
TA

Provision of space, fence/gates, cable pathways into stadium, 
temporary buildings, storage space and technical power. Office / 
technical / production space within each broadcast compound 
provided by the LOC. Area for mobile units and fly away units 
for both the host broadcaster and media rights licensees with 
technical requirements to broadcast the event from the stadium. 
The opening-match / semi-final / final venues, 6,000m² is required. 
For remaining stadiums 4,000m² is required. Area to include bulk 
services, i.e. sufficient lighting, drainage and access to power supply 
etc. As this area will be erected during the non-exclusive use period, 
a security fence is required pre-, post- and during operations, and 
24-hour safety and security to be in place. Pedestrian pathways to 
include level, drained surface from point of vehicle drop-off, pick-up 
and parking. Area to be available prior to the exclusive use period.

      

Broadcast 
compound

20.02 Satellite farm 1 TBD incl 20.01 TBD 8 Behind main stand TA Broadcast compound Ideally located in the broadcast compound but should an exception 
be required, this may be situated adjacent to the broadcast 
compound. Unobstructed view of the sky.

    

Broadcast 
compound

20.03 Host broadcaster offices / 
graphics house / storage

1 TBD 300-400 TBD 8 Behind main stand TA 300-400m² of office and production space within or adjacent  
to the compound.         
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

16    TV

Broadcast areas 21.01 Commentary control room 
(CCR)

1 20 80 80 8 Main stand TA In vicinity of commentary positions,  
e.g. close to the media tribune

Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

Broadcast areas 21.02 Commentary control room – 
storage

1 n/a 30 30 8 Main stand TA Next to the CCR.
  

Broadcast areas 21.03 Announcer’s platform 4 4 8 32 8 Main stand TA Location requires platform construction, cable pathways and power.    

Camera positions 22.01 Camera 1 1 1 2 x 3m 6 3 Stadium bowl TA Centre line – main stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.02 Camera 2 1 1 2 x 3m 6 3 Stadium bowl TA Next to camera 1 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.03 Camera 3 & 4 2 1 2 x 3m 6 3 Stadium bowl TA 16m line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.04 Camera 5 & 6 2 1 2 x 3m 6 3 Stadium bowl TA Main stand on goal line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

   

Camera positions 22.05 Camera 7 & 8 2 1 2 x 3m 6 1 Stadium bowl TA Behind goals Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.06 Camera 9 1 1 2 x 3m 6 1 Stadium bowl TA Centre line – pitch Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.07 Camera 10 1 1 2 x 3m 6 3 Stadium bowl TA Raised on south stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.08 Camera 11 1 1 2 x 3m 6 3 Stadium bowl TA Raised on north stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.09 Camera 12 & 13 2 1 2 x 3m 6 1 Stadium bowl TA On field next to goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.10 Camera 14 1 1 2 x 3m 6 1 Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.11 Camera 15 1 1 2 x 3m 6 1 Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.12 Camera 16 & 17 2 1 2 x 3m 6 1 Stadium bowl TA Pitch level of action Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.13 Camera 18 1 1 2 x 3m 6 3 Stadium bowl TA Raised reverse angle Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

16    TV

Broadcast areas 21.01 Commentary control room 
(CCR)

1 20 80 80 8 Main stand TA In vicinity of commentary positions,  
e.g. close to the media tribune

Location includes installation and construction, cable pathways, 
HVAC and both technical and domestic power to be identified.       

Broadcast areas 21.02 Commentary control room – 
storage

1 n/a 30 30 8 Main stand TA Next to the CCR.
  

Broadcast areas 21.03 Announcer’s platform 4 4 8 32 8 Main stand TA Location requires platform construction, cable pathways and power.    

Camera positions 22.01 Camera 1 1 1 2 x 3m 6 3 Stadium bowl TA Centre line – main stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.02 Camera 2 1 1 2 x 3m 6 3 Stadium bowl TA Next to camera 1 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.03 Camera 3 & 4 2 1 2 x 3m 6 3 Stadium bowl TA 16m line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.04 Camera 5 & 6 2 1 2 x 3m 6 3 Stadium bowl TA Main stand on goal line Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

   

Camera positions 22.05 Camera 7 & 8 2 1 2 x 3m 6 1 Stadium bowl TA Behind goals Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.06 Camera 9 1 1 2 x 3m 6 1 Stadium bowl TA Centre line – pitch Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.07 Camera 10 1 1 2 x 3m 6 3 Stadium bowl TA Raised on south stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.08 Camera 11 1 1 2 x 3m 6 3 Stadium bowl TA Raised on north stand Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.09 Camera 12 & 13 2 1 2 x 3m 6 1 Stadium bowl TA On field next to goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.10 Camera 14 1 1 2 x 3m 6 1 Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.11 Camera 15 1 1 2 x 3m 6 1 Stadium bowl TA Crane behind goal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.12 Camera 16 & 17 2 1 2 x 3m 6 1 Stadium bowl TA Pitch level of action Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.13 Camera 18 1 1 2 x 3m 6 3 Stadium bowl TA Raised reverse angle Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

16    TV

Camera positions 22.14 Camera 19 & 20 2 1 2 x 3m 6 3 Stadium bowl TA Reverse angle for bench Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.15 Camera 21 1 1 2 x 3m 6 3 Stadium bowl TA Opposite camera 9 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.16 Camera 22 1 1 2 x 3m 6 3 Stadium bowl TA Main stand platform Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.17 Camera 23 & 24 2 1 2 x 3m 6 3 Stadium bowl TA Roving player camera Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.18 Camera 25 1 1 2 x 3m 6 8 Stadium bowl TA On SE diagonal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.19 Unilateral camera position – 
centre left

1 1 2.5 x 10 25 3 Stadium bowl TA Requires platform construction, cable pathways and power.
  

Camera positions 22.20 Unilateral camera position – 
centre right

1 1 2.5 x 10 25 3 Stadium bowl TA Requires platform construction, cable pathways and power.
  

Camera positions 22.21 Unilateral camera position – 
goal left

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.22 Unilateral camera position – 
goal right

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.23 Unilateral camera position – 
field left 1

1 1 2.5 x 12 30 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.24 Unilateral camera position – 
field left 2

1 1 2.5 x 9 22,5 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.25 Unilateral camera position – 
field right 1

1 1 2.5 x 12 30 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.26 Unilateral camera position – 
field right 2

1 1 2.5 x 9 22,5 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.27 Unilateral camera position – 
reverse left

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.28 Unilateral camera position –
reverse right

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.29 Spider-cam & control desk TBD 1 TBD TBD 1 Stadium bowl TA Placement of anchors should minimise seat kills.   

Camera positions 22.30 3D cameras TBD TBD TBD TBD 1/3 Stadium bowl TA Located alongside the main camera and on the field of play.   
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

16    TV

Camera positions 22.14 Camera 19 & 20 2 1 2 x 3m 6 3 Stadium bowl TA Reverse angle for bench Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.15 Camera 21 1 1 2 x 3m 6 3 Stadium bowl TA Opposite camera 9 Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.16 Camera 22 1 1 2 x 3m 6 3 Stadium bowl TA Main stand platform Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.17 Camera 23 & 24 2 1 2 x 3m 6 3 Stadium bowl TA Roving player camera Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.18 Camera 25 1 1 2 x 3m 6 8 Stadium bowl TA On SE diagonal Venue-specific camera plans to be developed in accordance 
with the agreed production plan. Requires platform construction, 
cable pathways and power.

  

Camera positions 22.19 Unilateral camera position – 
centre left

1 1 2.5 x 10 25 3 Stadium bowl TA Requires platform construction, cable pathways and power.
  

Camera positions 22.20 Unilateral camera position – 
centre right

1 1 2.5 x 10 25 3 Stadium bowl TA Requires platform construction, cable pathways and power.
  

Camera positions 22.21 Unilateral camera position – 
goal left

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.22 Unilateral camera position – 
goal right

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.23 Unilateral camera position – 
field left 1

1 1 2.5 x 12 30 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.24 Unilateral camera position – 
field left 2

1 1 2.5 x 9 22,5 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.25 Unilateral camera position – 
field right 1

1 1 2.5 x 12 30 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.26 Unilateral camera position – 
field right 2

1 1 2.5 x 9 22,5 1 Stadium bowl TA Requires cable pathways and power. Platform requirements 
to be added to camera drawings.   

Camera positions 22.27 Unilateral camera position – 
reverse left

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.28 Unilateral camera position –
reverse right

1 1 2.5 x 5 12,5 3 Stadium bowl TA
  

Camera positions 22.29 Spider-cam & control desk TBD 1 TBD TBD 1 Stadium bowl TA Placement of anchors should minimise seat kills.   

Camera positions 22.30 3D cameras TBD TBD TBD TBD 1/3 Stadium bowl TA Located alongside the main camera and on the field of play.   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

16    TV

IBC 23.01 International 
Broadcast Centre

1 TBD 30,000 30,000 7 BMR
TA
HA

Centralised location for coordination of broadcast activities. Ideally, 
in the city hosting the opening match. Includes HVAC, domestic and 
technical power. If the IBC is located adjacent to a match stadium, 
planning and coordination between the venues must be accounted for.

       

Parking facilities 30.33 TV broadcast parking – 
opening match, semi-final and 
final

250 Stadium precinct TA Within 200m of broadcast compound /  
media entrance.

Standard car parking spaces. Separate from broadcast compound. 
  

Parking facilities 30.34 TV broadcast parking –other 170 Stadium precinct TA Within 200m of broadcast compound /  
media entrance.

Standard car parking spaces. Separate from broadcast compound. 
  

17    TV / FIFA.com

Media interview 
areas

15.07 Pre-mixed zone 1 TBD TBD TBD 6/7 Main stand TA Mixed zone
      

18    TV / Protocol

Hospitality areas – 
stadium

13.15 VVIP/VIP interview position 2 4 12 24 5 Main stand Interview area situated within the VIP lounge, separate area / 
room not required.  

19    MATCH IT

FIFA offices 7.30 IT stadium 
infrastructure support

1 5 30 30 TBD Stadium bowl FITR Within the stadium inner perimeter. Easily 
accessible during the non-exclusive and 
exclusive use period. 

Within the stadium bowl but outside the competition areas 
and VVIP / VIP facilities.       

FIFA offices 7.32 IT command centre (ITCC) 1 60 650 650 TBD FITR IBC / broadcast areas / HQ Located within the IBC for the FWC and FIFA HQ 
or broadcast areas during the FCC.       

FIFA offices 7.33 IT liaison 1 1 10 10 2/4 Main stand FITR Located within the FIFA general office space       

IT technical areas 24.01 Technology compound 1 114 1,100 1,100 4 Adjacent to main stand FITR Preferred location within the stadium outer 
perimeter, in a secure location and easily 
accessible on match day. Close to the 
broadcast compound to minimise cabling 
needed between two locations.

The technology compound is the ideal approach for the delivery 
of the space required for stadium IT. If there is no possibility to 
deliver these locations in one area, then the locations will need 
to be distributed throughout the venue. Access to this area will 
be required in advance of the exclusive used period (6-8 weeks in 
advance).

      

IT technical areas 24.02 Primary technical area (PTA) 1 1 30 incl. 24.01 4 FITR Central location in building 30m² per room. Central technical areas within the stadium that will house the core 
technology components. Space for minimum 8 x19” racks – 24m²; 
easy access to the equipment; access to wiring racks from all sides; 
space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust 
free with a raised floor. 

      

IT technical areas 24.03 Primary technical area (PTA) 2 1 30 incl. 24.01 4 FITR If required, PTA would be a central location 
in building 30m² per room. 

Central technical areas within the stadium that will house the core 
technology components. Space for minimum 6 x19” racks – 24m²; 
easy access to the equipment; access to wiring racks from all sides; 
space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust 
free with a raised floor.

      

IT technical areas 24.08 MATCH IT storage 1 8 30 incl. 24.01 4 FITR    

IT technical areas 24.10 Telecommunications 
provider storage

1 8 30 incl. 24.01 4 FITR Inventory for FIFA IT solution and rate card.
   

IT technical areas 24.11 Technical services storage 1 8 30 incl. 24.01 4 FITR Inventory for event radios and power.    
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

16    TV

IBC 23.01 International 
Broadcast Centre

1 TBD 30,000 30,000 7 BMR
TA
HA

Centralised location for coordination of broadcast activities. Ideally, 
in the city hosting the opening match. Includes HVAC, domestic and 
technical power. If the IBC is located adjacent to a match stadium, 
planning and coordination between the venues must be accounted for.

       

Parking facilities 30.33 TV broadcast parking – 
opening match, semi-final and 
final

250 Stadium precinct TA Within 200m of broadcast compound /  
media entrance.

Standard car parking spaces. Separate from broadcast compound. 
  

Parking facilities 30.34 TV broadcast parking –other 170 Stadium precinct TA Within 200m of broadcast compound /  
media entrance.

Standard car parking spaces. Separate from broadcast compound. 
  

17    TV / FIFA.com

Media interview 
areas

15.07 Pre-mixed zone 1 TBD TBD TBD 6/7 Main stand TA Mixed zone
      

18    TV / Protocol

Hospitality areas – 
stadium

13.15 VVIP/VIP interview position 2 4 12 24 5 Main stand Interview area situated within the VIP lounge, separate area / 
room not required.  

19    MATCH IT

FIFA offices 7.30 IT stadium 
infrastructure support

1 5 30 30 TBD Stadium bowl FITR Within the stadium inner perimeter. Easily 
accessible during the non-exclusive and 
exclusive use period. 

Within the stadium bowl but outside the competition areas 
and VVIP / VIP facilities.       

FIFA offices 7.32 IT command centre (ITCC) 1 60 650 650 TBD FITR IBC / broadcast areas / HQ Located within the IBC for the FWC and FIFA HQ 
or broadcast areas during the FCC.       

FIFA offices 7.33 IT liaison 1 1 10 10 2/4 Main stand FITR Located within the FIFA general office space       

IT technical areas 24.01 Technology compound 1 114 1,100 1,100 4 Adjacent to main stand FITR Preferred location within the stadium outer 
perimeter, in a secure location and easily 
accessible on match day. Close to the 
broadcast compound to minimise cabling 
needed between two locations.

The technology compound is the ideal approach for the delivery 
of the space required for stadium IT. If there is no possibility to 
deliver these locations in one area, then the locations will need 
to be distributed throughout the venue. Access to this area will 
be required in advance of the exclusive used period (6-8 weeks in 
advance).

      

IT technical areas 24.02 Primary technical area (PTA) 1 1 30 incl. 24.01 4 FITR Central location in building 30m² per room. Central technical areas within the stadium that will house the core 
technology components. Space for minimum 8 x19” racks – 24m²; 
easy access to the equipment; access to wiring racks from all sides; 
space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust 
free with a raised floor. 

      

IT technical areas 24.03 Primary technical area (PTA) 2 1 30 incl. 24.01 4 FITR If required, PTA would be a central location 
in building 30m² per room. 

Central technical areas within the stadium that will house the core 
technology components. Space for minimum 6 x19” racks – 24m²; 
easy access to the equipment; access to wiring racks from all sides; 
space for back-up power supply and sufficient climate control and 
protection against external elements. Area must be lockable, dust 
free with a raised floor.

      

IT technical areas 24.08 MATCH IT storage 1 8 30 incl. 24.01 4 FITR    

IT technical areas 24.10 Telecommunications 
provider storage

1 8 30 incl. 24.01 4 FITR Inventory for FIFA IT solution and rate card.
   

IT technical areas 24.11 Technical services storage 1 8 30 incl. 24.01 4 FITR Inventory for event radios and power.    



Football  StadiUMS392

Ca
te

go
ry

1

Sp
ac

e 
na

m
e

3

Nu
m

be
r4

O
cc

up
an

cy
5

Re
qu

es
te

d 
ar

ea
 (m

2 )6
Re

qu
es

te
d 

to
ta

l a
re

a 
(m

2 )7

Lo
ca

tio
n

10

Re
fe

re
nc

e 

   
Do

cu
m

en
t*

Ac
cr

ed
ita

tio
n 

zo
ne

8

Ca
te

go
ry

 n
um

be
r2

  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

19    MATCH IT

IT technical areas 24.14 Secondary technical areas 
(STA)

TBD TBD 15 15 FITR These are decentralised technical areas within the stadium that 
will house the distribution components. The quantity of STAs are 
dependent on the stadium layout and basic infrastructure. The STAs 
will serve the tertiary user access level 0 of the stadium. Access must 
be exclusive for FIFA IT solution team, lockable and dust-proof for 
the delivery of equipment, i.e. network cabinets. Back-up power 
and air-conditioning required. Note no sprinklers or water pipes can 
be in this area.

      

IT technical areas 24.15 Local technical areas (LTA) TBD TBD 5 5 FITR Local space at area where IT is deployed to house local cabling and 
hardware (switches). As per the STAs, the area must be lockable 
and dust free.

      

Accreditation 
centre

25.10 IT office 1 15 incl. 25.01 3 FITR Located within accreditation centre.  
Exclusive access required for 
FIFA IT solution staff.

Office space for support and storage.
      

Auxiliary venues 32.10 LOC central logistics 
warehouse

TBD TBD 100 100 Host city FITR PC factory.
     

20    MATCH IT / LOC

Stadium 
media centre

18.03 IT office (rate card) 1 3 15 incl. 18.01 7 Stadium media centre Similar to the MATCH IT office.
       

Stadium 
media centre

18.04 IT storage (rate card) 1 n/a 15 incl. 18.01 7 Stadium media centre Storage for rate card-related assets.
      

Broadcast areas 21.04 Rate card technical areas 1 2 20 20 8 Main stand FITR Similar to secondary technical areas (STA) requirements.      

Broadcast areas 21.05 Rate card support 2 2 TBD TBD 8 Main stand FITR Two seats in the media tribune.     

IT technical areas 24.04 IT management office 1 20 90 incl. 24.01 4 FITR This spaces will be used by the management team with 
representatives from MATCH IT, LOC IT, telecommunications 
support staff (FIFA IT solution and rate card), local operations  
teams (LOT).

      

IT technical areas 24.05 IT meeting room 1 8 30 incl. 24.01 4 FITR       

IT technical areas 24.06 IT support office 1 30 140 incl. 24.01 4 FITR This space will be used by the management team with 
representatives from MATCH IT, LOC IT, telecommunications 
support staff (FIFA IT solution and rate card), local operations  
team (LOT) and the companies supporting areas of power  
and event radios.

      

IT technical areas 24.07 IT reception and support Desk 1 8 45 incl. 24.01 4 FITR LOC IT and radios (including 15m² for storage).       

IT technical areas 24.12 Break area 1 8 30 incl. 24.01 4 FITR    

IT technical areas 24.13 Generators area 1 8 50 incl. 24.01 4 FITR Dedicated for the provision of power in the technology compound.    

Parking facilities 30.40 IT&T parking 85 Stadium precinct FITR Breakdown of parking allocation as follows: 20 parking spaces 
for MATCH IT & LOC IT staff, 15 parking spaces for rate card staff 
and 50 parking spaces for IT command centre staff.

  
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

19    MATCH IT

IT technical areas 24.14 Secondary technical areas 
(STA)

TBD TBD 15 15 FITR These are decentralised technical areas within the stadium that 
will house the distribution components. The quantity of STAs are 
dependent on the stadium layout and basic infrastructure. The STAs 
will serve the tertiary user access level 0 of the stadium. Access must 
be exclusive for FIFA IT solution team, lockable and dust-proof for 
the delivery of equipment, i.e. network cabinets. Back-up power 
and air-conditioning required. Note no sprinklers or water pipes can 
be in this area.

      

IT technical areas 24.15 Local technical areas (LTA) TBD TBD 5 5 FITR Local space at area where IT is deployed to house local cabling and 
hardware (switches). As per the STAs, the area must be lockable 
and dust free.

      

Accreditation 
centre

25.10 IT office 1 15 incl. 25.01 3 FITR Located within accreditation centre.  
Exclusive access required for 
FIFA IT solution staff.

Office space for support and storage.
      

Auxiliary venues 32.10 LOC central logistics 
warehouse

TBD TBD 100 100 Host city FITR PC factory.
     

20    MATCH IT / LOC

Stadium 
media centre

18.03 IT office (rate card) 1 3 15 incl. 18.01 7 Stadium media centre Similar to the MATCH IT office.
       

Stadium 
media centre

18.04 IT storage (rate card) 1 n/a 15 incl. 18.01 7 Stadium media centre Storage for rate card-related assets.
      

Broadcast areas 21.04 Rate card technical areas 1 2 20 20 8 Main stand FITR Similar to secondary technical areas (STA) requirements.      

Broadcast areas 21.05 Rate card support 2 2 TBD TBD 8 Main stand FITR Two seats in the media tribune.     

IT technical areas 24.04 IT management office 1 20 90 incl. 24.01 4 FITR This spaces will be used by the management team with 
representatives from MATCH IT, LOC IT, telecommunications 
support staff (FIFA IT solution and rate card), local operations  
teams (LOT).

      

IT technical areas 24.05 IT meeting room 1 8 30 incl. 24.01 4 FITR       

IT technical areas 24.06 IT support office 1 30 140 incl. 24.01 4 FITR This space will be used by the management team with 
representatives from MATCH IT, LOC IT, telecommunications 
support staff (FIFA IT solution and rate card), local operations  
team (LOT) and the companies supporting areas of power  
and event radios.

      

IT technical areas 24.07 IT reception and support Desk 1 8 45 incl. 24.01 4 FITR LOC IT and radios (including 15m² for storage).       

IT technical areas 24.12 Break area 1 8 30 incl. 24.01 4 FITR    

IT technical areas 24.13 Generators area 1 8 50 incl. 24.01 4 FITR Dedicated for the provision of power in the technology compound.    

Parking facilities 30.40 IT&T parking 85 Stadium precinct FITR Breakdown of parking allocation as follows: 20 parking spaces 
for MATCH IT & LOC IT staff, 15 parking spaces for rate card staff 
and 50 parking spaces for IT command centre staff.

  
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

21    MATCH IT / LOC / TV

Broadcast areas 21.06 Cable pathways TBD TBD TBD TBD 8 Main stand Consists of easy-to-rig pathways for cabling for all multilateral and 
unilateral facilities, i.e. camera platforms, TV studios, presentation 
studios, announcer platforms. Special cable paths in commentary 
area required. Detailed specifications by host broadcaster. 

 

Broadcast areas 21.07 Cable bridges and ducts TBD TBD TBD TBD 8 Main stand The cable protection of all routes should have either temporary 
or permanent cable bridges or ducts installed from the broadcast 
compound to the various camera positions, the commentary 
positions, mixed zone, SMC, CCR and field of play.

 

22    LOC

Access control 
points

1.01 Vehicle search areas TBD TBD TBD TBD 3 Stadium perimeter Must allow for efficient security clearance during arrival times.
    

Access control 
points

1.02 Mag and bag area TBD TBD TBD TBD 3 Stadium perimeter
    

Access control 
points

1.03 Turnstiles TBD TBD TBD TBD 3 Between stadium perimeter and 
stadium bowl.     

Spectator medical 
centre

2.05 TBD TBD TBD TBD 3 Stadium bowl / perimeter
    

Playing area 3.06 Infotainment desk 1 4 8 x 1 8 1 Main stand Either behind the substitutes’ bench
of Team A or Team B.

This is the location from which stadium infotainment operations are 
controlled and requires power and data points. Incorporate noise 
reduction elements in the design. Alternative location could be in 
the main stand within the CCR located adjacent to the stadium 
operations centre.

    

Playing Area 3.13 Service tunnel 2 TBD TBD TBD 1 Stadium bowl FSTRR Access directly onto field level from 
stadium perimeter.

Four tunnels in the stadium corners are ideal to support pitch 
ventilation. Tunnel height to accommodate service vehicles (min. 5m).   

Playing area 3.14 Video screens / boards 2 TBD TBD 3/4 Stadium bowl FSTRR Ideally seen from every seat in the stadium. FIFA Competitions provides guidelines with respect to what content 
is captured on video boards. Video boards to incorporate both a 
scoreboard and clock. FIFA TV & Competitions provide content and 
guidelines with respect to what is shown on the screens. 

     

Playing area 3.16 Floodlights TBD TBD TBD 3 Stadium bowl TA The floodlights are for the illumination of the field of play, with 
yielding of shadowless environment and in accordance with 
requirements by FIFA TV. Uninterrupted power supporting 
continual lighting lux to be supplied. 

   

LOC offices 8.01 Venue manager 1 1 40 40 2/4 Main stand Close to FIFA GC offices        

LOC offices 8.02 Venue manager assistant 1 1-2 incl. 8.01 2/4 Main stand        

LOC offices 8.03 Site manager 1 TBD TBD TBD 2/4 Main stand Venue manager and / or site compound This is an area where the site manager coordinates the installation 
and maintenance of temporary structures along with the service 
providers. See section 11.

       

LOC offices 8.04 Working rooms / hot desk 1 TBD TBD TBD 4 Main stand Assigned to staff not permanently allocated to specific stadium 
or staff not previously accounted for.        

LOC offices 8.05 IT office 1 TBD TBD TBD 4 Main stand This area should be close to the 
FIFA IT office location.        

LOC offices 8.06 Signage office 1 TBD TBD TBD 4 Main stand        

LOC offices 8.07 Infotainment office 1 TBD TBD TBD 4 Main stand        
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

21    MATCH IT / LOC / TV

Broadcast areas 21.06 Cable pathways TBD TBD TBD TBD 8 Main stand Consists of easy-to-rig pathways for cabling for all multilateral and 
unilateral facilities, i.e. camera platforms, TV studios, presentation 
studios, announcer platforms. Special cable paths in commentary 
area required. Detailed specifications by host broadcaster. 

 

Broadcast areas 21.07 Cable bridges and ducts TBD TBD TBD TBD 8 Main stand The cable protection of all routes should have either temporary 
or permanent cable bridges or ducts installed from the broadcast 
compound to the various camera positions, the commentary 
positions, mixed zone, SMC, CCR and field of play.

 

22    LOC

Access control 
points

1.01 Vehicle search areas TBD TBD TBD TBD 3 Stadium perimeter Must allow for efficient security clearance during arrival times.
    

Access control 
points

1.02 Mag and bag area TBD TBD TBD TBD 3 Stadium perimeter
    

Access control 
points

1.03 Turnstiles TBD TBD TBD TBD 3 Between stadium perimeter and 
stadium bowl.     

Spectator medical 
centre

2.05 TBD TBD TBD TBD 3 Stadium bowl / perimeter
    

Playing area 3.06 Infotainment desk 1 4 8 x 1 8 1 Main stand Either behind the substitutes’ bench
of Team A or Team B.

This is the location from which stadium infotainment operations are 
controlled and requires power and data points. Incorporate noise 
reduction elements in the design. Alternative location could be in 
the main stand within the CCR located adjacent to the stadium 
operations centre.

    

Playing Area 3.13 Service tunnel 2 TBD TBD TBD 1 Stadium bowl FSTRR Access directly onto field level from 
stadium perimeter.

Four tunnels in the stadium corners are ideal to support pitch 
ventilation. Tunnel height to accommodate service vehicles (min. 5m).   

Playing area 3.14 Video screens / boards 2 TBD TBD 3/4 Stadium bowl FSTRR Ideally seen from every seat in the stadium. FIFA Competitions provides guidelines with respect to what content 
is captured on video boards. Video boards to incorporate both a 
scoreboard and clock. FIFA TV & Competitions provide content and 
guidelines with respect to what is shown on the screens. 

     

Playing area 3.16 Floodlights TBD TBD TBD 3 Stadium bowl TA The floodlights are for the illumination of the field of play, with 
yielding of shadowless environment and in accordance with 
requirements by FIFA TV. Uninterrupted power supporting 
continual lighting lux to be supplied. 

   

LOC offices 8.01 Venue manager 1 1 40 40 2/4 Main stand Close to FIFA GC offices        

LOC offices 8.02 Venue manager assistant 1 1-2 incl. 8.01 2/4 Main stand        

LOC offices 8.03 Site manager 1 TBD TBD TBD 2/4 Main stand Venue manager and / or site compound This is an area where the site manager coordinates the installation 
and maintenance of temporary structures along with the service 
providers. See section 11.

       

LOC offices 8.04 Working rooms / hot desk 1 TBD TBD TBD 4 Main stand Assigned to staff not permanently allocated to specific stadium 
or staff not previously accounted for.        

LOC offices 8.05 IT office 1 TBD TBD TBD 4 Main stand This area should be close to the 
FIFA IT office location.        

LOC offices 8.06 Signage office 1 TBD TBD TBD 4 Main stand        

LOC offices 8.07 Infotainment office 1 TBD TBD TBD 4 Main stand        
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

22    LOC

LOC offices 8.08 Logistics office 1 TBD TBD TBD 3/4 Main stand Logistics compound        

LOC offices 8.09 Transport office 1 TBD TBD TBD 3/4 Main stand Ideally positioned near transport hub.        

LOC offices 8.10 Marketing office 1 TBD TBD TBD 4 Main stand        

LOC offices 8.11 Medical office 1 TBD TBD TBD 4 Main stand Adjacent to the players’ medical room.        

LOC offices 8.12 Drivers’ room 1 TBD TBD TBD 3/4 Main stand Adjacent to or within close proximity 
of the V/VIP drop-off and parking.        

LOC offices 8.13 Security office 1 TBD TBD TBD 2/4 Main stand Located in close proximity or 
shared with FIFA security.        

LOC offices 8.14 Hospitality office 1 TBD TBD TBD 4/9 Main stand        

LOC offices 8.15 Protocol office 1 TBD TBD TBD 4/5 Main stand Located in close proximity or shared 
with FIFA protocol.        

LOC offices 8.16 Catering (F&B) office 1 TBD TBD TBD 4/5/9 Main stand        

LOC offices 8.17 Volunteer office 1 TBD TBD TBD 4 Main stand        

LOC offices 8.18 General office TBD TBD TBD TBD 4 Main stand        

LOC offices 8.19 Media hot desk 1 TBD TBD TBD 4 Main stand        

LOC offices 8.20 Ceremonies office 1 TBD TBD TBD 4 Main stand Office required for the opening match, final and third-place
match venues only.        

LOC offices 8.21 Stadium management offices TBD TBD TBD TBD 3/4 Main stand Close proximity to the LOC offices. To support the stadium operations during the FWC 
and in legacy mode.        

LOC offices 8.22 Stadium facilities 
management offices

TBD TBD TBD TBD 3/4 Main stand Close proximity to the LOC offices. To support the stadium operations during the FWC 
and in legacy mode.        

LOC offices 8.23 Stadium groundskeeper 
facilities

TBD TBD TBD TBD 3/4 To support the stadium operations during the FWC 
and in legacy mode.        

LOC offices 8.24 Other TBD TBD TBD TBD 3/4        

Ceremonies 9.01 Opening & closing ceremonies 
changing rooms (green room)

TBD TBD TBD TBD 3/4 Main stand and tunnels Away from public routes and close to player / 
service tunnels.

Ceremonies requirements will be decided when 
the ceremony concept is confirmed.      

Ceremonies 9.02 Opening / closing ceremonies 
prop store

TBD TBD TBD TBD 4 Main stand and tunnels Away from public routes and close to player / 
service tunnels.   

Ceremonies 9.03 Opening / closing ceremonies 
additional facilities

TBD TBD TBD TBD TBD TBD Area required for opening / closing ceremony rehearsals, 
F&B requirements, holding areas, toilets and sanitary facilities and 
transport requirements etc. Size of the location dependent on the 
ceremonies programme.

  

Service compounds 11.04 Waste removal / recycling TBD TBD TBD Incl 11.01 4 Back of house    

Service compounds 11.05 Logistics compound / office TBD TBD TBD Incl 11.01 4 Back of house        

Service compounds 11.06 Site management compound TBD TBD TBD Incl 11.01 4 Back of house       

Service compounds 11.07 Back-up generators TBD TBD TBD TBD 4 Back of house   
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

22    LOC

LOC offices 8.08 Logistics office 1 TBD TBD TBD 3/4 Main stand Logistics compound        

LOC offices 8.09 Transport office 1 TBD TBD TBD 3/4 Main stand Ideally positioned near transport hub.        

LOC offices 8.10 Marketing office 1 TBD TBD TBD 4 Main stand        

LOC offices 8.11 Medical office 1 TBD TBD TBD 4 Main stand Adjacent to the players’ medical room.        

LOC offices 8.12 Drivers’ room 1 TBD TBD TBD 3/4 Main stand Adjacent to or within close proximity 
of the V/VIP drop-off and parking.        

LOC offices 8.13 Security office 1 TBD TBD TBD 2/4 Main stand Located in close proximity or 
shared with FIFA security.        

LOC offices 8.14 Hospitality office 1 TBD TBD TBD 4/9 Main stand        

LOC offices 8.15 Protocol office 1 TBD TBD TBD 4/5 Main stand Located in close proximity or shared 
with FIFA protocol.        

LOC offices 8.16 Catering (F&B) office 1 TBD TBD TBD 4/5/9 Main stand        

LOC offices 8.17 Volunteer office 1 TBD TBD TBD 4 Main stand        

LOC offices 8.18 General office TBD TBD TBD TBD 4 Main stand        

LOC offices 8.19 Media hot desk 1 TBD TBD TBD 4 Main stand        

LOC offices 8.20 Ceremonies office 1 TBD TBD TBD 4 Main stand Office required for the opening match, final and third-place
match venues only.        

LOC offices 8.21 Stadium management offices TBD TBD TBD TBD 3/4 Main stand Close proximity to the LOC offices. To support the stadium operations during the FWC 
and in legacy mode.        

LOC offices 8.22 Stadium facilities 
management offices

TBD TBD TBD TBD 3/4 Main stand Close proximity to the LOC offices. To support the stadium operations during the FWC 
and in legacy mode.        

LOC offices 8.23 Stadium groundskeeper 
facilities

TBD TBD TBD TBD 3/4 To support the stadium operations during the FWC 
and in legacy mode.        

LOC offices 8.24 Other TBD TBD TBD TBD 3/4        

Ceremonies 9.01 Opening & closing ceremonies 
changing rooms (green room)

TBD TBD TBD TBD 3/4 Main stand and tunnels Away from public routes and close to player / 
service tunnels.

Ceremonies requirements will be decided when 
the ceremony concept is confirmed.      

Ceremonies 9.02 Opening / closing ceremonies 
prop store

TBD TBD TBD TBD 4 Main stand and tunnels Away from public routes and close to player / 
service tunnels.   

Ceremonies 9.03 Opening / closing ceremonies 
additional facilities

TBD TBD TBD TBD TBD TBD Area required for opening / closing ceremony rehearsals, 
F&B requirements, holding areas, toilets and sanitary facilities and 
transport requirements etc. Size of the location dependent on the 
ceremonies programme.

  

Service compounds 11.04 Waste removal / recycling TBD TBD TBD Incl 11.01 4 Back of house    

Service compounds 11.05 Logistics compound / office TBD TBD TBD Incl 11.01 4 Back of house        

Service compounds 11.06 Site management compound TBD TBD TBD Incl 11.01 4 Back of house       

Service compounds 11.07 Back-up generators TBD TBD TBD TBD 4 Back of house   



Football  StadiUMS398

Ca
te

go
ry

1

Sp
ac

e 
na

m
e

3

Nu
m

be
r4

O
cc

up
an

cy
5

Re
qu

es
te

d 
ar

ea
 (m

2 )6
Re

qu
es

te
d 

to
ta

l a
re

a 
(m

2 )7

Lo
ca

tio
n

10

Re
fe

re
nc

e 

   
Do

cu
m

en
t*

Ac
cr

ed
ita

tio
n 

zo
ne

8

Ca
te

go
ry

 n
um

be
r2

  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

22    LOC

Stadium signage 
and decor

12.01 Stadium signage & 
decor office

2 TBD 20 40 4 Main stand 
(lower level)

Near to or included within the signage 
storeroom / storage. See 12.02.       

Stadium signage 
and decor

12.02 Stadium signage and 
decor storage / workroom

1 TBD 150 150 4 Main stand 
(lower level)

Accessible to all stadium areas. Requires power and must be suitable for working conditions.
  

IT technical areas 24.09 LOC IT storage 1 8 30 incl 24.01 4 FITR    

Accreditation 
centre

25.01 Accreditation centre 1 TBD TBD 1200 3 Stadium perimeter Includes 25.02-25,10.
       

Accreditation 
centre

25.02 Security desk 1 TBD TBD incl 25.01 3
      

Accreditation 
Centre

25.03 Queuing area 1 TBD TBD incl 25.01 3
   

Accreditation 
centre

25.04 Welcome desk 1 TBD TBD incl 25.01 3
      

Accreditation 
centre

25.05 Image capture desks 4-8 TBD TBD incl 25.01 3
      

Accreditation 
centre

25.06 Print station 1 TBD TBD incl 25.01 3
      

Accreditation 
Centre

25.07 Accreditation office 1 TBD TBD incl 25.01 3 Office allocated to accreditation manager / coordinator.
      

Accreditation 
centre

25.08 General offices 3 TBD TBD incl 25.01 3 Offices used for accreditation staff and meeting rooms.
      

Accreditation 
centre

25.09 Lounge and refreshments 1 TBD TBD incl 25.01 3
      

Volunteer centre 27.01 Reception desk TBD TBD TBD TBD 3 Stadium perimeter      

Volunteer centre 27.02 Offices TBD TBD TBD TBD 3 Stadium perimeter      

Volunteer centre 27.03 Volunteers’ rest area TBD TBD TBD TBD 3 Stadium perimeter       

Flagpoles 28.01 Exterior stadium flags TBD TBD TBD TBD 3 Stadium perimeter FFG   

Parking facilities 30.31 FIFA / LOC staff parking 100 Stadium precinct   

Parking facilities 30.32 FIFA / LOC staff shuttle drop-off 1 Stadium precinct Within stadium close to the main entrance.   

Parking facilities 30.37 Volunteer centre 15 Volunteer centre   

Parking facilities 30.38 Accreditation centre parking 15 Accreditation centre   

Security and 
emergency services

31.01 Security perimeters TBD TBD TBD TBD 3 Stadium perimeter FSR
  

Security and 
emergency services

31.02 Stadium operations centre 
(SOC)

1 TBD TBD TBD 4 FSR This is the hub of the operations in the stadium. Security and 
disaster management will be handled from the SOC. Uninterrupted 
view of the pitch and stadium bowl, supplemented by CCTV images 
of stadium spectators entry and egress points, including 
the transport hubs.

     
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

22    LOC

Stadium signage 
and decor

12.01 Stadium signage & 
decor office

2 TBD 20 40 4 Main stand 
(lower level)

Near to or included within the signage 
storeroom / storage. See 12.02.       

Stadium signage 
and decor

12.02 Stadium signage and 
decor storage / workroom

1 TBD 150 150 4 Main stand 
(lower level)

Accessible to all stadium areas. Requires power and must be suitable for working conditions.
  

IT technical areas 24.09 LOC IT storage 1 8 30 incl 24.01 4 FITR    

Accreditation 
centre

25.01 Accreditation centre 1 TBD TBD 1200 3 Stadium perimeter Includes 25.02-25,10.
       

Accreditation 
centre

25.02 Security desk 1 TBD TBD incl 25.01 3
      

Accreditation 
Centre

25.03 Queuing area 1 TBD TBD incl 25.01 3
   

Accreditation 
centre

25.04 Welcome desk 1 TBD TBD incl 25.01 3
      

Accreditation 
centre

25.05 Image capture desks 4-8 TBD TBD incl 25.01 3
      

Accreditation 
centre

25.06 Print station 1 TBD TBD incl 25.01 3
      

Accreditation 
Centre

25.07 Accreditation office 1 TBD TBD incl 25.01 3 Office allocated to accreditation manager / coordinator.
      

Accreditation 
centre

25.08 General offices 3 TBD TBD incl 25.01 3 Offices used for accreditation staff and meeting rooms.
      

Accreditation 
centre

25.09 Lounge and refreshments 1 TBD TBD incl 25.01 3
      

Volunteer centre 27.01 Reception desk TBD TBD TBD TBD 3 Stadium perimeter      

Volunteer centre 27.02 Offices TBD TBD TBD TBD 3 Stadium perimeter      

Volunteer centre 27.03 Volunteers’ rest area TBD TBD TBD TBD 3 Stadium perimeter       

Flagpoles 28.01 Exterior stadium flags TBD TBD TBD TBD 3 Stadium perimeter FFG   

Parking facilities 30.31 FIFA / LOC staff parking 100 Stadium precinct   

Parking facilities 30.32 FIFA / LOC staff shuttle drop-off 1 Stadium precinct Within stadium close to the main entrance.   

Parking facilities 30.37 Volunteer centre 15 Volunteer centre   

Parking facilities 30.38 Accreditation centre parking 15 Accreditation centre   

Security and 
emergency services

31.01 Security perimeters TBD TBD TBD TBD 3 Stadium perimeter FSR
  

Security and 
emergency services

31.02 Stadium operations centre 
(SOC)

1 TBD TBD TBD 4 FSR This is the hub of the operations in the stadium. Security and 
disaster management will be handled from the SOC. Uninterrupted 
view of the pitch and stadium bowl, supplemented by CCTV images 
of stadium spectators entry and egress points, including 
the transport hubs.

     
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

22    LOC

Security and 
emergency services

31.03 Stadium operations 
meeting room

1 TBD TBD TBD 4 SOC FSR Meeting room required for daily briefings, de-briefings and 
emergency meetings for stadium-related matters.      

Security and 
emergency services

31.04 Sound control room 1 3 20 20 4 SOC FSR Security area. The public address system is controlled from this room. Full view 
of the pitch, stadium and replay screen. Power for the PA System. 
Domestic power for lights. Stadium screens should be controlled 
from this same location.

     

Security and 
emergency services

31.05 Secure storage TBD TBD TBD 3 Stadium perimeter
  

Security and 
emergency services

31.06 Break area / toilets TBD TBD TBD 3 Stadium perimeter
  

Security and 
emergency services

31.07 Security posts TBD TBD TBD 3 Stadium perimeter FSR
  

Security and 
emergency services

31.08 Working area / holding area TBD TBD TBD 3 Stadium perimeter FSR
   

Security and 
emergency services

31.09 Remote search park / 
vehicle screening

TBD TBD TBD 3 Stadium perimeter FSR To include the following: vehicle queue, vehicle screening area, 
oversized vehicle screening area, by-pass lane, observation platform, 
security area (work & break area for screening personnel), material 
transfer area, toilets, lighting, vehicle permit check.

     

Security and 
emergency services

31.10 Spectator egress gates TBD TBD TBD 3 Stadium perimeter FSR Gates next to entry points for spectator egress. 
  

Security and 
emergency services

31.11 Emergency vehicles TBD TBD TBD 3 Stadium perimeter FSR Ambulance, fire engine and police parking within 
the stadium precinct.   

Security and 
emergency services

31.12 Casualty clearing station TBD TBD TBD 3 Stadium perimeter FSR Governmental and host city plans will determine 
the requirements of this point.   

Security and 
emergency services

31.13 Stewards’ holding area TBD TBD TBD 3 Stadium perimeter FSR Rest area required for stewards working at the stadium. Area to 
include lockers, toiltes and sanitary facilities, F&B facilities, etc.   

Security and 
emergency services

31.14 Helipad 1-2 TBD TBD 3 Stadium Perimeter FSR Large open area for helicopter landing / staging of 
VVIPs and emergency services.   

Auxiliary venues 32.01 Official hotels TBD TBD TBD TBD Host city HA Two venue specific team hotels (VSTH) 
associated per FWC stadium. VSTH to be 
within 20 minutes’ drive of associated 
training pitch.

Includes FIFA HQ hotel, FIFA venue hotels, venue specific team 
hotels (VSTH). Ticketing office and back office required within 
the FIFA venue hotels. FIFA will confirm the location of these venues 
in consultation with the LOC.

      

Auxiliary venues 32.07 Public transport services TBD TBD TBD TBD Host country Includes railway stations, coach drop-off points, park & ride, 
spectator parking etc.  

Airports 33.01 Dedicated team terminal TBD TBD TBD TBD Host country To include immigration, customs clearance, baggage handling, 
holding lounges, dedicated media areas, drop-off / parking for 
Team vehicles, food & beverage points etc. Terminal required for 
the chartered flights of participating Member Associations (PMA) 
and VVIPs arrival and departures, this may be located in the main 
terminal or a separate terminal. 

     

Airports 33.02 Dedicated immigration lanes 
for FIFA delegation

TBD TBD TBD TBD Host country
  

Airports 33.03 Signage TBD TBD TBD TBD Host country Directional signage to pick-up points   
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

22    LOC

Security and 
emergency services

31.03 Stadium operations 
meeting room

1 TBD TBD TBD 4 SOC FSR Meeting room required for daily briefings, de-briefings and 
emergency meetings for stadium-related matters.      

Security and 
emergency services

31.04 Sound control room 1 3 20 20 4 SOC FSR Security area. The public address system is controlled from this room. Full view 
of the pitch, stadium and replay screen. Power for the PA System. 
Domestic power for lights. Stadium screens should be controlled 
from this same location.

     

Security and 
emergency services

31.05 Secure storage TBD TBD TBD 3 Stadium perimeter
  

Security and 
emergency services

31.06 Break area / toilets TBD TBD TBD 3 Stadium perimeter
  

Security and 
emergency services

31.07 Security posts TBD TBD TBD 3 Stadium perimeter FSR
  

Security and 
emergency services

31.08 Working area / holding area TBD TBD TBD 3 Stadium perimeter FSR
   

Security and 
emergency services

31.09 Remote search park / 
vehicle screening

TBD TBD TBD 3 Stadium perimeter FSR To include the following: vehicle queue, vehicle screening area, 
oversized vehicle screening area, by-pass lane, observation platform, 
security area (work & break area for screening personnel), material 
transfer area, toilets, lighting, vehicle permit check.

     

Security and 
emergency services

31.10 Spectator egress gates TBD TBD TBD 3 Stadium perimeter FSR Gates next to entry points for spectator egress. 
  

Security and 
emergency services

31.11 Emergency vehicles TBD TBD TBD 3 Stadium perimeter FSR Ambulance, fire engine and police parking within 
the stadium precinct.   

Security and 
emergency services

31.12 Casualty clearing station TBD TBD TBD 3 Stadium perimeter FSR Governmental and host city plans will determine 
the requirements of this point.   

Security and 
emergency services

31.13 Stewards’ holding area TBD TBD TBD 3 Stadium perimeter FSR Rest area required for stewards working at the stadium. Area to 
include lockers, toiltes and sanitary facilities, F&B facilities, etc.   

Security and 
emergency services

31.14 Helipad 1-2 TBD TBD 3 Stadium Perimeter FSR Large open area for helicopter landing / staging of 
VVIPs and emergency services.   

Auxiliary venues 32.01 Official hotels TBD TBD TBD TBD Host city HA Two venue specific team hotels (VSTH) 
associated per FWC stadium. VSTH to be 
within 20 minutes’ drive of associated 
training pitch.

Includes FIFA HQ hotel, FIFA venue hotels, venue specific team 
hotels (VSTH). Ticketing office and back office required within 
the FIFA venue hotels. FIFA will confirm the location of these venues 
in consultation with the LOC.

      

Auxiliary venues 32.07 Public transport services TBD TBD TBD TBD Host country Includes railway stations, coach drop-off points, park & ride, 
spectator parking etc.  

Airports 33.01 Dedicated team terminal TBD TBD TBD TBD Host country To include immigration, customs clearance, baggage handling, 
holding lounges, dedicated media areas, drop-off / parking for 
Team vehicles, food & beverage points etc. Terminal required for 
the chartered flights of participating Member Associations (PMA) 
and VVIPs arrival and departures, this may be located in the main 
terminal or a separate terminal. 

     

Airports 33.02 Dedicated immigration lanes 
for FIFA delegation

TBD TBD TBD TBD Host country
  

Airports 33.03 Signage TBD TBD TBD TBD Host country Directional signage to pick-up points   
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  1  A rea   
  2  D rawing reference number   
  3   FIFA location designation   
  4   Quantity of spaces required   
  5  A nticipated occupants   
  6  A rea dimensions  
  7   Sum of area dimensions 
  8  � FIFA accreditation zone

(see key on page 6)   
  9   Space owner/planner   

TBD 	�T o be determined, 
negotiated between FIFA  
and the local organiser

10   Placement within stadium   
11  A ffinity to other rooms/activities   
12  T ypical structure required  
13   �T he space is dedicated to one 

function or shared with another  
14   � Requires heating, ventilation 

and air conditioning
15   Requires telecom connectivity 
16   Requires internet connectivity
17   Requires uninterrupted power supply

22    LOC

Airports 33.04 Volunteer holding room TBD TBD TBD TBD Host country Holding area on air-side for Volunteers working in this space.   

Airports 33.05 Welcome desks TBD TBD TBD TBD Host country Transport & protocal service (TPS) to be available at 
the welcome desks.    

Airports 33.06 Accreditation verification desk TBD TBD TBD TBD Host country This area must be situated air-side of the terminal to 
validate accreditation of incoming delegates.    

Airports 33.07 Protocol lounge 
and processing

TBD TBD TBD TBD Host country Waiting area for processing VVIP arrival and departures. 
Requires direct access to parking / staging area.   

Airports 33.08 Ticketing kiosk TBD TBD TBD TBD Host country    

Airports 33.09 Medical office TBD TBD TBD TBD Host country     

Airports 33.10 Transport office TBD TBD TBD TBD Host country     

Airports 33.11 Parking facilities TBD TBD TBD TBD Host country Staging area for shuttles, staff parking and holding spaces 
for Team and V/VIP dedicated vehicles.   

23    LOC / Host City

Transport areas 29.01 Rail stations TBD TBD TBD TBD  

Transport Areas 29.02 Park and ride TBD TBD TBD TBD Facilities must cater for mobility-impaired spectators.  

Transport Areas 29.03 Spectator parking 
(park and walk)

TBD TBD TBD TBD Facilities must cater for mobility-impaired spectators.
 

24    ALL

Access control 
points

1.05 Staff entry points TBD TBD TBD TBD 3 Adjacent to 
spectator turnstiles 
and mag & bags

Dedicated mag & Bag chutes and turnstiles for staff access into the 
stadium. Location of these points is dependent on staff parking, 
drop-off areas and operation pathways, e.g. staff operating in the 
stadium should not queue with general spectators when accessing 
designated area and security screened as required.

  
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Sorted by department
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BMR	B roadcast Media Rights  
FFG	 FIFA Flag Guidelines
FHTR	� FIFA Hospitality 

Technical Requirements 
FLCA	� FIFA / LOC Concessions Agreement 
FR	 FIFA regulations
FSR	 FIFA Safety Regulations

FSTRR	� Football Stadiums  
Technical Recommendations  
and Requirements

FMR	� FWC Media Requirements
HA	 Hosting Agreement
FITR	� FWC Information  

Technology Requirements
LOR	L ist of Requirements 

LOTG	L aws of the Game
OAA 	�O rganising Association
	�A greement
TMD	�LO C Turf Management Document 

(as approved by FIFA)

TA	T echnical Annex

* The abbreviations refer to the following documents:

22    LOC

Airports 33.04 Volunteer holding room TBD TBD TBD TBD Host country Holding area on air-side for Volunteers working in this space.   

Airports 33.05 Welcome desks TBD TBD TBD TBD Host country Transport & protocal service (TPS) to be available at 
the welcome desks.    

Airports 33.06 Accreditation verification desk TBD TBD TBD TBD Host country This area must be situated air-side of the terminal to 
validate accreditation of incoming delegates.    

Airports 33.07 Protocol lounge 
and processing

TBD TBD TBD TBD Host country Waiting area for processing VVIP arrival and departures. 
Requires direct access to parking / staging area.   

Airports 33.08 Ticketing kiosk TBD TBD TBD TBD Host country    

Airports 33.09 Medical office TBD TBD TBD TBD Host country     

Airports 33.10 Transport office TBD TBD TBD TBD Host country     

Airports 33.11 Parking facilities TBD TBD TBD TBD Host country Staging area for shuttles, staff parking and holding spaces 
for Team and V/VIP dedicated vehicles.   

23    LOC / Host City

Transport areas 29.01 Rail stations TBD TBD TBD TBD  

Transport Areas 29.02 Park and ride TBD TBD TBD TBD Facilities must cater for mobility-impaired spectators.  

Transport Areas 29.03 Spectator parking 
(park and walk)

TBD TBD TBD TBD Facilities must cater for mobility-impaired spectators.
 

24    ALL

Access control 
points

1.05 Staff entry points TBD TBD TBD TBD 3 Adjacent to 
spectator turnstiles 
and mag & bags

Dedicated mag & Bag chutes and turnstiles for staff access into the 
stadium. Location of these points is dependent on staff parking, 
drop-off areas and operation pathways, e.g. staff operating in the 
stadium should not queue with general spectators when accessing 
designated area and security screened as required.

  
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ANSI/TIA/EIA � �  194
ATM machines � 196, 153, 284
Access � 30, 32, 44, 50, 53, 56 - 57, 58, 59, 60, 61, 82, 86, 

87, 90, 94, 95, 96, 97, 99, 100, 102, 103, 104, 
105, 112, 118, 124, 125, 127, 132, 134, 138, 
141, 143, 145, 148, 154, 158, 194, 196, 201, 
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250, 253, 254, 256, 259, 279, 280, 281

Accessibility consultant � 124
Accreditation, media � 148, 158, 162, 255, 278, 279, 280
Acoustic environment � 40
Additional areas � 200 - 201
Administrative
	 data system � 196
	 offices � 100
Advertising boards � 86, 90, 110, 159, 206, 247, 252
Air � 35, 39, 40, 47, 69, 95, 99, 100, 103, 114, 208, 209, 

210, 254, 283, 288
Air conditioning � 30, 39, 53, 95, 99, 100, 103, 108, 142, 

143, 195, 208, 209, 210, 249, 250, 252, 
253, 254, 278, 283

Airports � 31, 32, 33, 126
Ambulances � 60, 64, 87, 94
American football � 44
Americans with Disabilities Act (ADA) � 124
Arrest � 52
Artificial turf � 43, 44, 64, 68, 78 - 84, 100, 286
Athletics � 45
Auxiliary area � 64, 66, 68, 88, 205
Awards podium  285

B
BICSI � 194
Back of house � 61, 278, 279, 284, 286
Back-up power � 166, 168, 284
Backrests � 85, 109, 207
Baffles � 42
Ball kids � 104, 105, 205, 211
Barcode technology � 127
Bark chip  286

Barriers � 58, 87, 88, 118, 284
Beach soccer  246 - 259
Beacon  284
Beverages � 114, 115, 116, 117
Bike racks  285
Biodegradable � 117
Biodiversity � 40
Bitumen � 80
Blankets � 53
Blind-side boards � 90
Blinding layer � 71
Body searches � 56, 57
Broadband internet � 132
Broadcast � 46, 122, 155, 156, 157, 167, 182, 191, 196, 

214, 279, 280, 281, 286
	 view angles � 172
	 compound � 46, 122, 161, 163, 201
	 Partners � 132, 133
Broadcasters � 119, 154, 155, 159, 215, 258
Budget � 39, 45, 69
Building permits � 143
Building Research Establishment Environmental Assessment 
Method (BREEAM) � 37
Buses � 58, 59, 94, 154, 216

C
CATV � 122
CD players � 122
Cable � 81, 86, 160, 163, 195, 198, 201, 278, 281, 284
Calibration � 181, 182
Camera � 36, 122, 153, 177, 178, 181, 188, 189, 219, 259
	 atmosphere � 219
	 beauty � 219
	 equipment � 60, 75
	 main � 86, 150, 206, 247
	 platform � 86, 155, 206
	 positions � 157, 159, 160, 163, 170, 171, 215
	 rail � 159
	 repair service � 152
	 reverse position � 219
	 six-metre � 159
	 steady � 218
	 surveillance � 53
	 views � 170, 217
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Capacity � 30 - 31, 58, 124, 126, 137, 138, 148, 151, 163, 
204, 214, 215, 246

	 power supply � 166, 168, 194
	 storage � 75
Canopies  283
Carbon
	 emissions � 40
	 footprint � 37
Carpet � 284
	 turf � 78, 79, 84
Cars � 58, 59, 94, 108
Cashpoint machines (see also ATM machines) � 196
Catastrophe scenario � 53
Caterers � 59
Catering � 132, 133, 139, 140, 145, 151, 249, 252
Centre
	 circle � 65
	 mark � 65
Certification
	 artificial turf � 83 - 84
	 environment � 37 - 39
	 security � 50
Charge room � 52
Circulation balustrades  284
Clean-up operations � 47, 132
Climate � (see also Weather) � 37, 39, 68, 69, 73, 76, 108, 

109
Clock system � 196
Coaches’ offices � 95, 96, 97, 98, 208
Coefficient of variance (CV) � 188
Colour
	 coding � 56
	 rendering � 178, 179, 189
	 temperature � 178, 179, 188
Comfort � 30, 31, 40, 50, 56, 94, 108 - 118, 124, 145, 169, 

204
Commentary positions � 148, 150, 151, 162, 163, 214, 

258
Commercial
	 affiliates � 37
	 hospitality (see Hospitality)
	 rights � 46
Competition
	 categories (lighting) � 170
	 management offices � 90

Communication � 42, 53, 118, 119, 120, 121, 122
Communications � 132, 192 - 201
Community relations � 43
Concerts � 44
Concessions � 125, 255
Constant illumination lamp � 178
Control room � 52, 122
	 beach soccer  249, 250
	 futsal hall � 205, 212
	 scoreboard � 168, 199
	 stewards � 199
Conversion (stadium) � 30, 44
Core infrastructure � 194, 195
Corner � 68, 81
	 arc � 65
	 flags � 81, 82, 86
Corridors � 50, 99, 100, 102, 209, 253
Crèche � 43
Cricket � 44
Cut-and-fill approach � 70

D
Decking � 279
Defibrillators � 53, 102
Detention � 52
Dimensions
	 beach soccer playing area � 247
	 drainage system � 80
	 futsal playing area � 205 - 206
	 playing field � 44, 64 - 67
	 seats � 109
	 substitutes’ bench � 85
Directions, on tickets � 56
Disabled spectators � 60, 112, 113, 122 - 124, 145, 246, 

256, 281
Divoting � 74
Double-headers � 44, 204, 210
Doors � 50, 51, 53, 102, 209, 253
Doping control � 96, 97, 99, 103 - 104, 199, 210, 254
Downcycling  287
Drainage � 41, 60, 61, 68, 70, 142, 288
	 pitch � 71 - 73, 76, 80, 81, 90



Football  StadiUMS408

Index

Dressing rooms � 44, 59, 94 - 99, 100, 102, 103, 104, 105, 
117, 134, 138, 162, 154, 161, 199, 208, 
209, 210, 211, 215, 216, 249, 250, 252, 
253, 254, 256

Drop-off � 34, 57, 58, 60, 61, 96, 97, 132, 134, 143, 145, 
156

Drying-off area � 95
Dugouts � 75

E
ENG crews � 60, 152, 215, 218
Ecosystems � 40
Edging � 81
Egress � 56, 57, 58, 168
Elastic layer � 81
Electric shaving points � 95, 208, 209
Electronic
	 access control � 125, 194, 196
	 intrusion detection � 196
	 signage systems � 114
Embankment � 81
Emergency
	 access � 86, 89
	 command centre � 52
	 evacuation � 51, 86, 87, 88
	 exits � 33
	 management plan (ticketing) � 125
	 override (PA system) � 119
	 personnel � 52
	 power supply � 119, 134, 138, 167, 206, 212, 247
	 services � 60, 87
	 shut-off � 75
	 vehicles � 53, 94, 102, 209, 253
Energy � 37 - 39, 117, 287, 288
Entertainment, pre-match � 122
Entrances � 50, 58, 122, 144, 255, 256
Environmental (see also Green Goal)
	 benefits � 40
	 compatibility � 40 - 42
	 development � 39
	 food and beverages � 117
	 groups � 43
	 impact of lighting � 169, 180

	 issues during FIFA World Cup™ � 47
	 performance � 38
	 playing fields � 77
	 sustainability � 37
Escape routes � 50, 51
Ethernet � 148, 194
Evacuation (see also Emergency evacuation) � 118
Examination table � 102
Exits (see also Emergency exits) � 50, 51, 56, 58, 97, 124, 

255, 256
Eye sensitivity curve � 188, 189

F
Fans (see also Spectators) � 40, 255
Fax � 104
Fences � 87, 88, 139, 286
Fertiliser � 76, 91
Festivals � 44
Fibres
	 monofilament � 79
	 plastic � 74
	 polypropylene � 74
Field
	 aiming � 174
	 camera vertical � 177, 182, 188
	 tests (turf) � 83
FIFA
	 Flag Guidelines � 201
	 Goal projects � 82
	 opposition to fences � 87, 88, 90, 91
	 Partners � 126, 132, 133
	 Preferred Producer � 79, 82
	 Quality Concept for Football Turf � 79, 82, 83
	 Recommended mark � 84
	 Safety Regulations � 49
	T echnical Annex � 126, 158, 162, 163, 191, 258
FIFA Confederations Cup � 90
FIFA World Cup™ considerations � 46 - 47, 61, 90 - 91, 105, 

126 - 127, 144 - 145, 
162, 191, 201, 289

Firecrackers � 84
Fire
	 engines � 60, 87
	 prevention � 52
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Fireproof
	 seats � 109
	 telescopic tunnel � 100
First aid
	 materials � 53
	 rooms � 205, 209
Fixed camera vertical � 177, 182, 188
Flagpoles � 200, 201
Flammable materials (artificial turf pitch) � 84
Flares � 84
Flash interview positions � 96, 97, 152, 154, 216, 218
Floodlight glare � 173
Floors � 53, 95, 99, 103, 208, 209, 210, 254
Food (and beverages) � 37, 46, 58, 61, 91, 105, 113, 

114 - 118, 126
Forgery � 125
Foundations � 80
Fraud � 125
Front of house  278, 285, 286
Function suites � 43
Funding � 30, 120
Futsal � 202 - 246

G
Gabions  286
Garnish area � 113
Gates � 50, 51, 56, 86, 88, 248
Germination blankets � 76, 91
Glare � 31, 36, 108, 169, 172, 173, 178, 179, 180, 189, 

247
	 rating � 188
Glossary (lighting terms) � 188
Goals � 81, 82, 89, 120, 148, 162
Goal
	 area � 65, 172
	 line � 64, 65, 86, 110, 170, 172, 177, 216
	 nets � 67, 68
Goalmouth � 91
Goalposts � 67
Gradient � 81
	 illuminance � 189
	 uniformity � 176, 182, 190

Grass
	 area � 85
	 establishment � 74
	 natural, playing field � 69 - 77, 84, 90, 108
	 reinforced  286
	 warm-up areas � 100
Gravel � 71, 72, 73, 74, 80, 90, 286
Grease traps � 114
Green Building star ratings  �37
Green Building Council � 38
Green Goal � 37 - 40
Greenhouse gas � 37, 38
Groundstaff � 91
Gutter � 80, 81
Gymnasium � 43

H
HD-SDI vision mixer � 122
HD-VTR � 122
Halfway line  �85, 100, 148, 159, 160, 162, 205, 207, 216, 

219, 249, 250, 259
Hawking � 114, 116, 117
Heating � 53, 141, 195, 283, 288
	 underground � 68
	 undersoil � 75
Helipad � 33, 60
High-definition (HD) TV � 122, 158, 172, 176
High-intensity discharge (HID) � 166
Horizon � 161, 170, 181, 188
Horizontal
	 illuminance  �176, 178, 179, 188, 189
	 spill � 180
	 uniformity � 176
Hospital � 33
Hospitality  �34, 128 - 145, 161, 212, 246, 280, 283
	 parking � 57, 59
	 village � 46
Host city  �152, 285
Hotels � 32, 43, 45, 162, 204
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I
IEEE � 194
IPTV � 122
ISO/IEC � 194
IT patch rooms � 200
Illuminance
	 gradient � 188
	 initial � 189
	 maintained � 189
Illumination (see also Lighting) � 169, 172, 176, 177, 178, 

180, 181, 189, 286
Impulse display � 114
Infill granules � 81
Information desk � 56, 152, 153
Infotainment � 52, 205
Indictment � 52
Infrastructure
	 bulk � 139
	 cable � 195, 198
	 communications � 194, 195
	 concessions � 114, 125
	 event � 201, 278
	 hospitality � 133
	IT  & T � 201
	 local � 40
	 television � 158, 163
	 temporary (see also Temporary facilities) � 132, 280
	 transport � 32, 126
Initial lumens � 189
Irrigation � 37, 68, 75
Installation
	 commissioning � 181
	 lighting � 188, 189
	 pitch � 74, 79, 80, 82, 83, 84
	 planning � 172, 175
Intake mains � 189
International Artificial Turf Standard � 82
International Broadcast Coordination Centre (IBCC)  258
International matches � 31, 84
Internet � 132, 142, 150, 151, 161
	 connection � 211, 214, 216, 252, 255, 258
	 protocol (IP) � 194
	 wireless � 196
Intrusion � 51, 58, 87, 88, 134, 194, 196

J
Jobs � 43

K
Kerbstones � 81
Kit (team) � 94
Kit manager’s room � 105
Kitchen � 136, 139, 144

L
LED (light-emitting diode)
	 boards � 86, 246
	 lighting � 39
	 screens � 120, 122, 126
Laboratory tests (turf) � 83
Lakes � 41
Landscaping � 41
Laser grading � 70
Laws of the Game � 64, 82, 83
	 Futsal � 205, 207
Layer works � 68
Layers � 71, 80
Leadership in Energy Efficient Design (LEED) � 37 - 39
Leg-room � 109
Legacy � 30, 31, 37, 69, 74, 163, 279, 288
Level adjustments � 70
Life span (stadium) � 31
Lifeguard chairs  285
Light � 35, 39, 217, 283
Lighting (see also Illumination) � 38, 39, 40, 41, 53, 61, 69, 

75, 114, 115, 116, 117, 
125, 142, 154, 158, 161, 
169 - 191, 195, 196, 217, 
246, 249, 250, 252, 286

Local authority � 50, 53, 56, 58, 88, 112, 118
LOC (local organising committee) � 61, 105, 132, 137, 139, 

143, 219
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Location
	 car parks � 58
	 communication distribution room � 198
	 control room � 52, 122, 126
	 concessions � 114, 126
	 emergency vehicles � 94
	 flash interview position � 154, 216
	 futsal hall � 204
	 hospitality areas � 141
	IB CC room  258
	IT  & T services � 201
	 irrigation heads � 75
	 lighting poles � 175
	 medical centre � 53
	 seats � 56, 111
	 stadium � 32, 43, 50, 133
	 video screens � 120, 211
	 youth programme room  250
Locker rooms (see Dressing rooms)
Lockers � 95, 98, 99, 105, 152, 158, 208, 249
Locks  249, 250
Look application  285
Lost Persons report room � 127
Lounges (see Hospitality)
Lumens � 189
Lux � 178, 179, 180, 189

M
Macro-environment � 69
Maintenance
	 factor (lighting) � 178, 179, 189
	 playing field � 68, 69, 74, 76, 77, 78, 79, 82, 84, 90, 91
	 stadium � 31, 39
	 tools � 91
	 vehicles � 87
Manufacturers (turf) � 78, 79, 83, 84
Maps � 56
Market knowledge � 31
Marketing � 59, 61, 132, 133
	 ambush � 127
Markings (playing field/area) � 64, 82, 205

Marquee � 133
Massage table � 98, 99, 209, 249, 250
Masts  284
Match delegates’ area � 210
Match officials (see also Referees) � 105, 145, 208, 209, 

249, 253
	 parking � 59, 61
Maximum vertical � 180, 189
Media � 35, 43, 50, 59, 64, 75, 86, 94, 95, 97, 99, 134, 

145, 146 - 163, 169, 172, 178, 196
	 beach soccer media  258 - 259
	 futsal media � 214 - 219
	 parking � 34, 60, 61, 216
	 tribune � 34, 35, 57, 60, 100, 122, 148, 151, 162
	 working areas � 60, 199
Medical equipment � 102
Medical facilities  253
Medical room/centre
	 players � 97, 102, 153, 156, 199
	 spectators � 53, 199, 205
	 VIP � 135
Medical staff � 64, 205
Medicine cabinets � 102
Meeting rooms � 43, 105, 130
Merchandising � 37, 46, 61, 125, 126
Micro-environment � 69, 74, 90
Microphones � 122, 152, 215
Mixed zone � 60, 96, 97, 145, 148, 151, 154, 155, 156, 

163
	 futsal � 214, 215, 216
Moats � 87 - 88
Mobile bridges � 88
Mobile stands � 114, 116, 117
Monitor screens (surveillance) � 52, 53
Motorways � 32, 53, 58, 204
Mounting height (lighting) � 170, 171, 189
Mowing � 76, 91
Multilateral coverage � 159
Multi-purpose
	 halls � 204
	 stadiums � 44, 94
Multi-zone aiming � 172
Muster room � 52
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N
NRC value � 120
Nadir � 170, 171
National Supporters � 132, 133
Nets (see also Goal) � 67, 68, 81
Noise � 40, 41, 42, 47, 119, 120, 212
Nutrients � 76

O
Obsolescence � 31
Obstructions � 50, 68, 86, 87
Official training sites � 91
Olympic Games � 45
Open-architecture systems � 194
Optional mark � 65
Orientation
	 playing field � 35
	 spectators � 54
Outside broadcast (OB) vans � 122, 161

P
Parking � 32, 33, 34, 46, 53, 57, 58 - 61, 116, 117, 130, 

132, 133, 145
	 disabled spectators � 60
	 emergency services � 60
	 futsal � 204, 216
	 hospitality � 59, 139, 141
	 match officials � 59
	 media � 60, 157, 161
	 photographers � 158
	 spectators � 58
	 stadium staff � 59
	 teams � 59
	 VIP � 135, 145
	 VVIP � 135, 143, 145
Passageways � 50, 53, 111
Passive energy design  287 - 288
Payment systems � 114, 117 - 118
Pedestrians � 40, 60, 180

Penalty
	 arc � 65
	 area � 65
	 mark � 65, 159
Perforation � 80
Perimeter fence � 56
Permeability � 80
Pest control (playing field) � 76
Photographers � 60, 66, 75, 86, 214, 216, 248, 258
	 working area � 152, 153
	 facilities � 158
Photovoltaic energy � 37
Pillows � 53
Pipe-drained pitches � 71 - 72
Pipes � 75, 80
Pitch maintenance equipment � 90
Pitch invasions � 51, 91
Player view angles � 190
Players � 36, 59, 61, 64, 68, 75, 78, 81, 83, 84, 86, 87, 

93 - 105, 145, 154, 169, 172, 208, 215, 216, 247, 
249, 252, 253, 256

Playing area � 36, 50, 51, 62 - 91, 134, 137, 138, 140, 148, 
157, 158, 162

	 beach soccer  247
	 futsal � 205, 206, 208, 217
Playing field � 35, 41, 44, 64 - 65, 68, 81, 85, 86, 88, 100, 

102, 110, 124, 154, 176, 190, 218
Plexiglas � 85, 150, 214
Points of sale � 114, 115, 116
Police � 52, 59, 60, 61, 87
Polyamide � 79
Polyethylene � 79
Polypropylene � 74
Ponding � 68
Power supply � 44, 53, 69, 86, 119, 121, 142, 148, 154, 

161, 166 - 169, 205, 206, 211, 212, 247
Pre-construction decisions � 28 - 47
	 beach soccer  246
	 futsal � 204
Press � (see Media)
Press conference room � 60, 97, 122, 148, 151, 152, 154, 

155, 162
	 futsal � 214, 215
Primary technical areas (PTA) � 201
Programme development (technology) � 195



Football  StadiUMS 413

Project development (communications) � 198
Public address (PA) system � 52, 119, 120, 122, 127, 168, 

199, 205, 212
Public transport � 32, 37, 58, 117, 126, 204

R
Radio frequency identification (RFID) � 127
Railway station � 33, 53
Rain � 68, 76, 78
Ramps � 122, 249, 278, 281
Reception area � 137, 138
Recycling � 37, 47, 117, 285, 287
Referees
	 access to playing field � 100
	 area � 97, 98 - 99, 103, 104, 105, 208, 252
	 assistant � 64
	 bench � 82
	 female � 99
	 parking � 59
	 table (Futsal) � 206, 247, 249
Refreshments � 98, 130, 158
Residential areas � 40
Restaurants � 43, 114
Restricted-access zones � 41
Restricted items � 127
Retail outlets � 56
Revolving boards (see also LED boards) � 80
Ride-through power � 166, 190
Rights holders � 132
Rivers � 41
Roof � 30, 35, 36, 108, 120, 137, 138, 171, 196, 200, 217, 

219
Roof gradient (on pitch boundary) � 81
Rootzone � 68, 71, 72, 74, 76, 90
Rugby � 44
Running track � 44 - 45, 81

S
STI values � 119, 120
Safety (see also Security) � 31, 48 - 53, 58, 59, 75, 82, 84, 

88, 91, 109, 110, 115, 122, 
124, 125

Sand � 71, 72, 73, 74, 80, 84, 90
Sanitary facilities (see also Toilets) � 31, 40, 58, 95, 99, 103, 

104, 112, 130, 137, 
142, 145, 208, 209, 
210, 211, 249, 254, 
256

Satellite
	 reception � 122
	 uplink vehicles � 161
Scale � 40, 126
Scoreboard � 120 - 122, 169, 196, 207, 211, 247
	 control room � 158, 199
Screens � 88, 155
	 surveillance monitor � 52, 53
	 video/giant � 30, 120 - 122, 126, 205, 211, 247, 259
Seating
	 adapted � 87
	 demountable � 31, 248, 255, 256, 278, 279
	 disabled spectators � 122 - 124
	 doping control � 103
	 dressing rooms � 95, 99
	 integrated � 31
	 media � 148
	 modular � 31, 114
	 spectators � 30, 35, 44, 88, 89, 109 - 111, 119, 120, 

127, 255
Seats � 31, 56, 109, 111, 124
	 substitutes’  �85
	 VIP/VVIP � 110, 136, 137, 246, 249, 256
Security � 46, 50, 125, 132, 205, 209, 212, 253, 255, 256
	 checks � 56, 144
	 mag and bag � 140, 157
	 perimeter  �112
	 personnel � 51, 59, 64, 87, 89, 91, 104, 118
	 room � 117, 118
	 screening points � 127
	 vehicle screening � 61
	 vehicles � 64
	 VIP/VVIP � 134, 138
Seed/seeding (grass) � 68, 74
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Service vehicles � 32
Sewerage system � 80
Shadow � 36
	 hard-line � 172
Shafts � 80, 81
Shareholders � 132
Shear strength � 74
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